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	Reason for change:
	Introduce new measurement collection (i.e., Bluetooth and WLAN) in MDT.


	
	

	Summary of change:
	· Define wlanMeasForMDT and btMeasForMDT in UE-based network performance measurement parameters section.
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	Due to lack of accurate location information, MDT may not be effective in the indoor environment.
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4.3.13
UE-based network performance measurement parameters

4.3.13.1
loggedMeasurementsIdle
This parameter defines whether the UE supports logged measurements in RRC_IDLE upon request from the network. A UE that supports logged measurements in RRC_IDLE shall also support a minimum of 64kB memory for log storage.

4.3.13.2
standaloneGNSS-Location
This parameter defines whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE.

4.3.13.3
Void

4.3.13.4
loggedMBSFNMeasurements-r12
This parameter defines whether the UE supports logged MBSFN measurement in RRC_IDLE and RRC_CONNECTED upon request from the network. A UE that supports logged MBSFN measurements shall also support a minimum of 64kB memory for log storage. A UE that supports logged MBSFN measurements shall also support logged measurements in RRC_IDLE upon request from the network.

4.3.13.5
locationReport-r14
This parameter defines whether the UE supports reporting of its geographical location information to eNB.
4.3.13.6
btMeasForMDT

This parameter defines whether the UE supports Bluetooth measurements for MDT.
4.3.13.7
wlanMeasForMDT

This parameter defines whether the UE supports WLAN measurements for MDT.
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