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1 Introduction
This document aims at providing a summary of email discussion #20 for 38.331 ASN.1 review part 2 (L1 parameters for CSI-RS).
2 Discussion
The following points were addressed:

-
Cell level pools for resources and resource sets (NZP CSI and CSI IM)

-
ToAddMod for CSI-ReportConfig and CSI-ResourceConfig
-
Configuration of aperiodic triggers (list and contents)
-
Configuration of semi-persistent reporting on PUSCH (list and contents)
-
TRS-info was moved from resource to resource set

-
non-PMI-PortIndication was implemented
-
FFSs on BIT STRING sizes in CodebookConfig were addressed

One bitmap with variable length still needs to be implemented but there is no identified issue with it.
The following can be observed:

-
SS/PBCH block resources used in CSI configuration are identified with SSB-index, i.e. they belong to SS indicated in ServingCellConfigCommon for the same serving cell
-
NZP CSI-RS and CSI-IM resources and sets specified in a serving cell configuration includes all parameter sets of resources that are used for reporting on that serving cells. To which DL bandwidth part and which serving cell these resources belong to in not defined in these resources, it is only defined in CSI-ResourceConfig. If resource set IDs are used for MAC CEs for activation/deactivation of semi-persistent resources, DL BWP and cell should be also indicated.

The following points needs to be addressed:

1)
How to include SS/PBCH block resources for CSI

In resource sets made only of SS/PBCH block resources? In resource sets that contain a mix of SS/PBCH block resources and NZP CSI-RS resources? In resource settings? What kind of resource sets can these resource setting have when there are SS/PBCH block resources that only have NZP CSI RS resources? Mixed with other types of resources?
Do we have a list of SS/PBCH block resources directly
2)
Whether the RS used to provide QCL information for periodic and aperiodic reports belong to the carrier of the resources or to the carrier of the reporting?

3)
Whether QCL information in aperiodic trigger states points to TCI-States defined within PDSCH-Config of the serving cell (i.e. where there is reporting) or to TCI-States of all carriers

4)
Need to explicitly signal a (list of?) CSI-RS resource set(s) for tracking?

5)
Need to signal exact row number for NZP/ZP CSI-RS resources?

5)
FFS on numbers and values
-
number of semi persistent PUSCH, TCI states, NZP-CSI-RS-Resource(per cell and per set), CSI-IM-Resource(per cell and per set), number of SS/PBCH block resource per set or resource setting
-
value of nrofBeamsToReport (R1-1801826 says "1, 2, ...") and of aperiodicTriggeringOffset
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