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1.
Introduction
In the meeting, it was agreed as follows 
	When UE performs Tx carrier selection using CBR and PPPP, Tx carrier selection based on a confiscation of Rel-14 CBR-PPPP-TxConfigList is used as a baseline.

Tx carrier selection based on (pre)configuration is performed in MAC layer.


In order to proceed, offline discussion was held on some issues.
2.
Discussion 
Issue. 1 Whether we want to have similar behavior between Rel-14 and Rel-15 or not. (i.e. Whether we need new Rel-15 parameter to avoid any impact on Rel-14). 
· Option 1: Reuse the existing parameters (No additional parameter) (Supporting companies: 3(OPPO, Nokia, LG))

· This option is to allow potentially similar behavior of rel-14 and rel-15
· Pros: No additional signaling overhead. Fairness between Rel-14 and Rel-15 UEs.

· Cons: Rel-14 UE might be prohibited from transmission.     

· Option 2: Introduce new Rel-15 parameters in the Rel-14 CBR-PPPP-TxConfigList. (Supporting companies: 9 (Huawei, QC, CATT, ZTE, Intel, Convida, Samsung, Vivo, Lenovo))

· This option is to allow potentially different behavior of rel-14 and rel-15

· Pros: No impact to Rel-14 UE. Better MAC/PHY modeling behavior

· Cons: Signaling overhead. Additional restriction on Rel-15 UE in terms of not allowing transmission in a certain carrier.

[Recommendation] Introduce new Rel-15 parameters in the Rel-14 CBR-PPPP-TxConfigList for Tx carrier selection
Issue. 2 If the carrier (re)selection is triggered, how to select the final carrier(s) among the multiple candidate carriers in which the Ue is capable to transmit.

· Option 1: Specify the UE behavior (Supporting companies: 8 (Ericsson, Convida, Huawei, Samsung, OPPO, CATT, LG, Nokia))
· Option 1-1: MAC entity of the UE selects final carrier(s) with lowest CBR level (Supporting companies: 6 (CATT, Samsung, Ericsson, LG, Nokia, OPPO))
· It is FFS what other factors are considered besides this option.
· Option 2: Leaving it to UE implementation. (Supporting companies: 5 (Lenovo, QC, Vivo, Intel, ZTE))
[Recommendation] If the carrier (re)selection is triggered, specify the UE behavior on how to select the final carrier(s) among the multiple candidate carriers in which the UE is capable to transmit. It is FFS what factors (e.g. lowest CBR) are considered.
3.
Summary 
[Recommendation] Introduce new Rel-15 parameters in the Rel-14 CBR-PPPP-TxConfigList for Tx carrier selection
[Recommendation] If the carrier (re)selection is triggered, specify the UE behavior on how to select the final carrier(s) among the multiple candidate carriers in which the UE is capable to transmit. It is FFS what factors (e.g. lowest CBR) are considered.
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