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1. Overall Description:

RAN4 thanks RAN2 for the LS [1] on PHR mapping table for FR1 and FR2

	For EN-DC, MeNB doesn’t know the configured carrier frequency of serving cells on SgNB (it only knows the SCell Indices used by SgNB). When MeNB receives the PHR of serving cells on SgNB with SCellIndex, it can interpret the PHR correctly only if there is one table to map PHR to real PH value for both FR1 and FR2. Otherwise MeNB can’t interpret the PH values correctly. Therefore, RAN2 would like to understand whether separate mapping tables will be specified for FR1 and FR2 respectively or not.
To RAN4 group
ACTION:  RAN2 kindly ask RAN4 to answer following question:
Q1: Whether an additional mapping table for power headroom levels will be defined for FR2?


Based on the LS RAN4 discussed the PHR for both FR1 and FR2, and reached following agreement:

Agreement: a single mapping table based on 7 bits and 1 dB resolution is sufficient for PHR in both FR1 and FR2. 
3. Actions:

RAN4 respectfully asks RAN2 to take the above agreements into consideration.
4. Date of Next TSG RAN WG4 Meetings:

TSG RAN WG4 Meeting #86
February 26 - March 2, 2018
Athens, Greece
TSG RAN WG4 Meeting #86bis
April 16 – 20, 2018

Melbourne, Australia
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