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7.1
RNTI values

RNTI values are presented in Table 7.1-1 and their usage and associated Transport Channels and Logical Channels are presented in Table 7.1-2.

Table 7.1-1: RNTI values.

	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001-0960
	RA-RNTI, C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, eIMTA-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, SL-RNTI (see note), G-RNTI, SL-V-RNTI, UL Semi-Persistent Scheduling V-RNTI, SL Semi-Persistent Scheduling V-RNTI,  and SRS-TPC-RNTI

	0961-FFF3
	C-RNTI, Semi-Persistent Scheduling C-RNTI, eIMTA-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, SL-RNTI, G-RNTI, SL-V-RNTI, UL Semi-Persistent Scheduling V-RNTI, SL Semi-Persistent Scheduling V-RNTI, and SRS-TPC-RNTI

	FFF4-FFF8
	Reserved for future use

	FFF9
	SI-RNTI

	FFFA
	SC-N-RNTI

	FFFB
	SC-RNTI

	FFFC
	CC-RNTI

	FFFD
	M-RNTI

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


NOTE:
A MAC entity uses the same C-RNTI on all Serving Cells.
NOTE:
SI-RNTI value FFFF may be used for MBMS-dedicated carrier. SI-RNTI value FFF9 is only used for MBMS-dedicated carrier. 
Table 7.1-2: RNTI usage.

	RNTI
	Usage
	Transport Channel
	Logical Channel

	P-RNTI
	Paging and System Information change notification
	PCH
	PCCH

	SI-RNTI
	Broadcast of System Information
	DL-SCH
	BCCH, BR-BCCH

	M-RNTI
	MCCH Information change notification
	N/A
	N/A

	RA-RNTI
	Random Access Response
	DL-SCH
	N/A

	eIMTA-RNTI
	eIMTA TDD UL/DL configuration notification
	N/A
	N/A

	Temporary C-RNTI
	Contention Resolution
(when no valid C-RNTI is available)
	DL-SCH
	CCCH

	Temporary C-RNTI
	Msg3 transmission
	UL-SCH
	CCCH, DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	UL-SCH
	DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH
	CCCH, DCCH, DTCH

	C-RNTI
	Triggering of PDCCH ordered random access
	N/A
	N/A

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(activation, reactivation and retransmission)
	DL-SCH, UL-SCH
	DCCH, DTCH

	Semi-Persistent Scheduling C-RNTI
	Semi-Persistently scheduled unicast transmission

(deactivation)
	N/A
	N/A

	TPC-PUCCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A

	TPC-PUSCH-RNTI
	Physical layer Uplink power control
	N/A
	N/A

	SL-RNTI
	Dynamically scheduled sidelink transmission for sidelink communication
	SL-SCH
	STCH

	SC-RNTI
	Dynamically scheduled SC-PTM control information
	DL-SCH
	SC-MCCH

	G-RNTI
	Dynamically scheduled SC-PTM transmission
	DL-SCH
	SC-MTCH

	SC-N-RNTI
	SC-MCCH Information change notification
	N/A
	N/A

	CC-RNTI
	Providing common control PDCCH information
	N/A
	N/A

	SL-V-RNTI
	Dynamically scheduled sidelink transmission for V2X sidelink communication
	SL-SCH
	STCH

	UL Semi-Persistent Scheduling V-RNTI
	Semi-Persistently scheduled uplink transmission for V2X communication

(activation, reactivation and retransmission)
	UL-SCH
	DCCH, DTCH

	SL Semi-Persistent Scheduling V-RNTI
	Semi-Persistently scheduled sidelink transmission for V2X sidelink communication

(activation, reactivation and retransmission)
	SL-SCH
	STCH

	SRS-TPC-RNTI
	SRS and TPC for the PUSCH-less SCells
	N/A
	N/A
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