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	Reason for change:
	For Band 41 the UE may support a different power class for intra-band CA combination CA_41C compared to the power class supported for this band when other CA combinations are used, or when CA is not used. Hence a new power class field is needed to allow the UE to signal which power class the UE supports for this CA band combination.

	
	

	Summary of change:
	A new power class field is added to allow the UE to signal which power class the UE supports for a band when intra-band CA is used.

	
	

	Consequences if not approved:
	The UE cannot indicate a different power class for a band when intra-band CA is used.
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UE capability signalling
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First change
4.3.5
RF parameters

4.3.5.1
supportedBandListEUTRA
This field defines which E-UTRA radio frequency bands [6] are supported by the UE. For each band, support for either only half duplex operation, or full duplex operation is indicated. For TDD, the half duplex indication is not applicable.

4.3.5.1.1
ue-PowerClass-N-r13, ue-PowerClass-5-r13
These fields define for each supported E-UTRA band whether the UE supports power UE Power Class 1, 2, 4 or 5 for the band, as specified in TS 36.101 [6] and TS 36.307 [27]. Absence of these fields means that the UE supports the default UE Power Class for the band, as specified in TS 36.101 [6].

4.3.5.1.2
intraFreq-CE-NeedForGaps-r13
This field defines for each supported E-UTRA band whether measurement gaps are required to perform intra-frequency measurements on the E-UTRA band for UE in CE Mode A or CE Mode B.
4.3.5.1.X
ue-PowerClass-Extended-r13
This field defines for each supported E-UTRA band whether the UE supports UE power class 1, 2, 3, 4 or 5 in the E-UTRA band, see TS 36.101 [6] and TS 36.307 [27], when intra-band CA is used. Absence of this field means that the UE supports the power class indicated by ue-PowerClass-N or ue-PowerClass-5 when intra-band CA is used, if included, otherwise the UE supports the default UE power class in the E-UTRA band, see TS 36.101 [42].
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