
3GPP RAN WG2 Meeting 101
R2-1802391
Athens, Greece, 26 February - 2 March, 2018
Title:
Draft Reply LS on the addition of PC2 for uplink CA_41C
Release:
Release 13
Work Item:
LTE_CA_C_B41_PC2
Source:
Ericsson (To be RAN2)
To:
RAN4
Cc:

Contact Person:
Name:
Mattias Bergström
E-mail Address:
mattias.a.bergstrom@ericsson.com
Attachments:
None
1. Overall Description:

RAN2 would like to thank RAN4 for the LS in R4-1714017.

RAN2 discussed how to add capability signaling for the scenario described in the RAN4 LS and adding power class signaling per band per band combination is costly in terms of capability signaling size.

Hence RAN2 would like to inform RAN4 that RAN2 introduced an additional power class signaling field per band from Rel-13 where the additional power class applies to when the UE uses intra-band CA. This allows the UE to report a separate power class for a band in case intra-band CA is used, hence allowing the UE to report a different power class for band 41 for when intra-band CA is used, compared to when it is not used. RAN2 believes this fulfills the RAN4 requirements.
2. Actions:

To RAN WG4: RAN4 to take the above in to account.
3. Date of Next TSG-RAN WG4 Meetings:

RAN2#101bis, 16 – 20 April 2018 Sanya, China
RAN2#102, 21 - 25 May 2018, Busan, South Korea

