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6.2.X
User plane PDCP Data PDU with long PDCP SN (12 bits) for UDC

Figure 6.2.X.1 shows the format of the PDCP Data PDU when a 12 bit SN length is used and UDC is configured. This format is applicable for uplink PDCP Data PDUs carrying data from DRBs configured with UDC.
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Figure 6.2.X.1: PDCP Data PDU format for DRBs using a 12 bit SN (UDC configured)

--------------------------------------the next change-------------------------------------

6.2.Y
User plane PDCP Data PDU with extended PDCP SN (15 bits) for UDC

Figure 6.2.Y.1 shows the format of the PDCP Data PDU when a 15 bit SN length is used and UDC is configured. This format is applicable for PDCP Data PDUs carrying data from DRBs configured with UDC.
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Figure 6.2.Y.1: PDCP Data PDU format for DRBs using a 15 bit SN (UDC configured)

--------------------------------------the next change-------------------------------------

6.2.Z
User plane PDCP Data PDU with further extended PDCP SN (18 bits)

Figure 6.2.Z.1 shows the format of the PDCP Data PDU when an 18 bit SN length is used and UDC is configured. This format is applicable for uplink PDCP Data PDUs carrying data from DRBs configured with UDC.
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Figure 6.2.Z.1: PDCP Data PDU format for DRBs using an 18 bit SN (UDC configured)
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