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1   Introduction
In previous RAN2 meeting, there were agreements on the CN level location update and RNA update.

Agreements in RAN2#96 meeting:

1.
RAN2 assumes that UE performs CN level location update when crossing a TA boundary when in inactive (in addition to RAN updates based on RAN areas). 

Agreements in RAN2#AH

1
RAN2 understanding is that the UE will perform RRC signalling in order to perform a CN update whenever it leaves its registered TA (as a consequence of the RRC signalling the RAN is aware of the UE's location)

Agreements in RAN2#98:

1
Define RRC_INACTIVE as a new RRC state in NR.

2
A UE in RRC_INACTIVE notifies the NR RAN of RAN-based location area update (RLAU) via a resume procedure when re-selecting to a cell not belonging to the configured RAN-based notification area (RNA) and periodically. 

Agreements in RAN2#99:

21.
RRC Connection Resume Request kind of message includes UE identity (or UE context identity), establishment (or resume) cause information and UE's security information (e.g. authentication token).

FFS if MSG3 also could also include other information
In this paper, we will give our considerations on other issues related to CN level location update and RNA update for inactive UE in NR.
2   Discussion

2.2   CN level location Update
Three kinds of TA update trigger conditions are captured in LTE, i.e., periodic TAU, TAU due to mobility, and TAU due to CN load re-balancing. For periodic TAU, UE triggers TAU procedure in case of the periodic TA update timer has expired, in order to inform network that UE remains reachable. For TAU due to mobility,   UE triggers TAU procedure in case of UE enters a new TA out of the registered area. For TAU due to CN load re-balancing, UE in RRC connected state will be released into idle with the release cause “load re-balancing TAU required”. Subsequently, the released UE will initiate RRC connection request and not indicate the last MME info during TAU procedure in RRC connection complete message. In this way, the RAN derives a new MME for UE according to load status of CN. Currently in LTE, TAU due to mobility is applied for both idle and active UE. The periodic TA is only captured for idle UE, while the CN load re-balancing caused TA is only captured for the active UE.
Based on the aforesaid agreements, inactive UE will perform CN level location update via RRC signalling whenever crossing a TA boundary. According to the RAN2/3 agreements, NG-C and NG-U connection are kept for INACTIVE UE state. For inactive UE, it is possible that the INACTIVE state is transparent to CN. Therefore, the behaviour for inactive UE to indicate the CN level location update should take the TA update procedure of active UE in LTE as baseline. That is, the inactive UE will support CN location update triggered for CN load re-balancing purpose and the old registeredMME IE is not included.  However, the periodic CN level location update is not supported.
Proposal 1: For inactive UE, RRC CONNECTION RELEASE kind of message includes the cause to indicate CN level location update in case of CN load re-balancing.

RNA Update

For inactive UE, it was agreed to support both event-triggered and periodical RNA update. It is also agreed that establishment (or resume) cause information will be included in RRC Connection Resume Request kind of message. Consequently, we propose that: 
Proposal 2: The resume or establishment cause can be included to indicate whether the RNA update is periodic or due to moving out of the current RNA. 
RNA information update in RNAU
Considering the RNAU, the main intention is to inform the network that the inactive UE moves out of the pre-configured RNA (i.e., RNAU due to mobility), or the inactive UE remains in inactive state in the pre-configured RNA (i.e., periodic RNAU). Hence, the suspend message should be designed as lightweight as possible. For periodic RNAU, the RNA configuration may not always be out-of -date. For example, when the update timer expires, the inactive UE still remains in the anchor gNB/neighbour gNB in the pre-configured RNA. Upon reception of periodical RNAU, it is possible that the anchor gNB/neighbour gNB still decide to configure the inactive UE to remain in RRC_INACTIVE state. Consequently, the configured RNA may not need to be updated. This can save signaling overhead, especially when RNA is configured by cell list.

Proposal 3: RNA information update is optional in the network response (msg4) to the UE message (msg3) triggered by periodic RNA update procedure.

In TAU procedure in LTE, the last visited TAI is included in the TAU request message, in order to help the MME produce a good list of TAIs for any subsequent TAU accept message. For simple RNAU procedure without data transmission or signalling transmission, the UE will remain in inactive state via MSG4 directly (without the need to move it to RRC connected state first), and one of the main purposes of the RNAU procedure is to provide a new RNA information (a list of cell IDs, RNA IDs or TAIs) to the UE. 
Hence, with the similar motivation as in TAU procedure in LTE, the last visited RNA information shall be provided to the RAN in the RNAU procedure. Currently, RNA information can be configured by cell list, RAN area ID list or TAI list. For RNAU procedure, the UE is desired to provide the list of N last visited list of cell IDs, RAN area IDs or TAs corresponding the configured RNA information. For periodic RNA update procedure, the pre-configured RNA information may not always be out-of-date, and thus RNA information update shall be optional in periodic RNA update procedure. However, it is the RAN (but not UE) decides whether to update the RNA information. Therefore, for periodic RNAU procedure, the UE shall also provide the RNA information via MSG3. 
Proposal 4: The UE can provide the list of N last visited cell/RNA/TA IDs.
3   Conclusion
In this paper, we analysed possible issues for CN level location update and RNA update. Besides, we also provided our views on the case that RAN fails to find the inactive UE based on RAN initiated paging. Therefore we made the following proposals:
Proposal 1: For inactive UE, RRC CONNECTION RELEASE kind of message includes the cause to indicate CN level location update in case of CN load re-balancing.

Proposal 2: The resume or establishment cause can be included to indicate whether the RNA update is periodic or due to moving out of the current RNA. 
Proposal 3: RNA information update is optional in the network response (msg4) to the UE message (msg3) triggered by periodic RNA update procedure.

Proposal 4: The UE can provide the list of N last visited cell/RNA/TA IDs.
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