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6.5.1.4
OTDOA Location Information 

–
OTDOA-ProvideLocationInformation
The IE OTDOA-ProvideLocationInformation is used by the target device to provide OTDOA location measurements to the location server. It may also be used to provide OTDOA positioning specific error reason.

-- ASN1START

OTDOA-ProvideLocationInformation ::= SEQUENCE {


otdoaSignalMeasurementInformation
OTDOA-SignalMeasurementInformation
OPTIONAL,


otdoa-Error






OTDOA-Error






OPTIONAL,


...,

[[



otdoaSignalMeasurementInformation-NB-r14
OTDOA-SignalMeasurementInformation-NB-r14
OPTIONAL


]]
}

-- ASN1STOP

6.5.1.5
OTDOA Location Information Elements

–
OTDOA-SignalMeasurementInformation

The IE OTDOA-SignalMeasurementInformation is used by the target device to provide RSTD measurements to the location server. The RSTD measurements are provided for a neighbour cell and the RSTD reference cell, both of which are provided in the IE OTDOA-ProvideAssistanceData. The RSTD reference cell may or may not be the same as the assistance data reference cell provided in OTDOA-ReferenceCellInfo or OTDOA-ReferenceCellInfoNB. If the target device stops reporting inter-frequency RSTD measurements, where the inter-frequency RSTD measurement is an OTDOA RSTD measurement with at least one cell on a frequency different from the serving cell frequency, the LPP layer shall inform lower layers that inter-frequency RSTD measurements are stopped.
NOTE 1:
If there are more than 24 NeighbourMeasurementElement to be sent, the target device may send them in multiple ProvideLocationInformation messages, as described under sub-clause 5.3.
NOTE 2:
If NPRS/PRS antenna ports are quasi co-located, the target device provides a single RSTD measurement for the quasi co-located antenna ports of NPRS/PRS.
-- ASN1START

OTDOA-SignalMeasurementInformation ::= SEQUENCE {


systemFrameNumber

BIT STRING (SIZE (10)),


physCellIdRef


INTEGER (0..503),


cellGlobalIdRef


ECGI




OPTIONAL,


earfcnRef



ARFCN-ValueEUTRA

OPTIONAL,

-- Cond NotSameAsRef0

referenceQuality

OTDOA-MeasQuality

OPTIONAL,


neighbourMeasurementList
NeighbourMeasurementList,


...,


[[ earfcnRef-v9a0

ARFCN-ValueEUTRA-v9a0
OPTIONAL

-- Cond NotSameAsRef1


]],


[[ tpIdRef-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0



prsIdRef-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1



additionalPathsRef-r14









AdditionalPathList-r14
OPTIONAL,



nprsIdRef-r14

INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2



carrierFreqOffsetNB-Ref-r14








CarrierFreqOffsetNB-r14
OPTIONAL,

-- Cond NB-IoT



hyperSFN-r14

BIT STRING (SIZE (10))
OPTIONAL

-- Cond H-SFN

]],


[[



motionInfoRef-r15
MotionInfoRef-r15

OPTIONAL


]]
}

NeighbourMeasurementList ::= SEQUENCE (SIZE(1..24)) OF NeighbourMeasurementElement

NeighbourMeasurementElement ::= SEQUENCE {


physCellIdNeighbour

INTEGER (0..503),


cellGlobalIdNeighbour
ECGI




OPTIONAL,


earfcnNeighbour


ARFCN-ValueEUTRA

OPTIONAL,

-- Cond NotSameAsRef2

rstd




INTEGER (0..12711),


rstd-Quality


OTDOA-MeasQuality,


...,


[[ earfcnNeighbour-v9a0
ARFCN-ValueEUTRA-v9a0
OPTIONAL

-- Cond NotSameAsRef3


]],


[[ tpIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0



prsIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1



delta-rstd-r14

INTEGER (0..5)


OPTIONAL,



additionalPathsNeighbour-r14









AdditionalPathList-r14
OPTIONAL,



nprsIdNeighbour-r14
INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2



carrierFreqOffsetNB-Neighbour-r14








CarrierFreqOffsetNB-r14
OPTIONAL

-- Cond NB-IoT

]],


[[



motionInfoNeighbour-r15









MotionInfoNeighbour-r15
OPTIONAL


]]
}
AdditionalPathList-r14 ::= SEQUENCE (SIZE(1..maxPaths-r14)) OF AdditionalPath-r14

maxPaths-r14    INTEGER ::= 2
MotionInfoRef-r15 ::= SEQUENCE {


timeSource-r15



ENUMERATED {servingCell, referenceCell, gnss, mixed, 












other, none, ...},


northingVelocity-r15

INTEGER (-131072..131071),

eastingVelocity-r15


INTEGER (-131072..131071),

downwardVelocity-r15

INTEGER (-131072..131071),

northAcceleration-r15

INTEGER (-2048..2047),


eastAcceleration-r15

INTEGER (-2048..2047),


downwardAcceleration-r15
INTEGER (-2048..2047),

...

}

MotionInfoNeighbour-r15 ::= SEQUENCE {


delta-SFN





INTEGER (-8192..8191),


delta-northingVelocity


INTEGER (-16384..16383)



OPTIONAL,


delta-eastingVelocity-r15

INTEGER (-16384..16383)



OPTIONAL,

delta-downwardVelocity-r15

INTEGER (-16384..16383)



OPTIONAL,

delta-northAcceleration-r15

INTEGER (-512..511)




OPTIONAL,


delta-eastAcceleration-r15

INTEGER (-512..511)




OPTIONAL,


delta-downwardAcceleration-r15
INTEGER (-512..511)




OPTIONAL,

delta-northingLocation-r15

INTEGER (-65536..65535)



OPTIONAL,


delta-eastingLocation-r15

INTEGER (-65536..65535)



OPTIONAL,


delta-downwardLocation-r15

INTEGER (-65536..65535)



OPTIONAL,


...

}
-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsRef0
	The field is absent if the corresponding earfcnRef-v9a0 is present. Otherwise, the target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef1
	The field is absent if the corresponding earfcnRef is present. Otherwise, the target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef2
	The field is absent if the corresponding earfcnNeighbour-v9a0 is present. Otherwise, the target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	NotSameAsRef3
	The field is absent if the corresponding earfcnNeighbour is present. Otherwise, the target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	ProvidedByServer0
	The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer1
	The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer2
	The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	NB-IoT
	The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	H-SFN
	The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell. 


	OTDOA-SignalMeasurementInformation field descriptions

	systemFrameNumber

If the motionInfoRef and motionInfoNeighbour fields are not present, this field specifies the SFN of the RSTD reference cell containing the starting subframe of the PRS or NPRS positioning occasion if PRS or NPRS are available on the RSTD reference cell, or subframe of the CRS for RSTD measurements if PRS and NPRS are not available on the RSTD reference cell during which the most recent neighbour cell RSTD measurement was performed. 
In case of more than a single PRS configuration on the RSTD reference cell, the first PRS configuration is referenced. 
If the motionInfoRef and motionInfoNeighbour fields are present, this field specifies the SFN of the RSTD reference cell when the TOA measurement for the RSTD reference cell has been made.

	physCellIdRef 

This field specifies the physical cell identity of the RSTD reference cell.

	cellGlobalIdRef

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the RSTD reference cell. The target shall provide this IE if it knows the ECGI of the RSTD reference cell.

	earfcnRef

This field specifies the EARFCN of the RSTD reference cell.

	referenceQuality

This field specifies the target device’s best estimate of the quality of the TOA measurement from the RSTD reference cell, TSubframeRxRef, where TSubframeRxRef is the time of arrival of the signal from the RSTD reference cell. 

When motionInfoRef and motionInfoNeighbour are both included, the target device shall not include measurement errors caused by motion of the target device in referenceQuality (e.g. the target device may assume the target device was stationary during OTDOA measurements).

	neighbourMeasurementList

This list contains the measured RSTD values for neighbour cells together with the RSTD reference cell, along with quality for each measurement.

	tpIdRef

This field specifies the transmission point ID of the RSTD reference cell.

	prsIdRef

This field specifies the PRS-ID of the first PRS configuration of the RSTD reference cell.

	additionalPathsRef 

This field specifies one or more additional detected path timing values for the RSTD reference cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdRef

This field specifies the NPRS-ID of the RSTD reference cell.

	carrierFreqOffsetNB-Ref

This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnRef as defined in TS 36.101 [21]. 

	hyperSFN

This field specifies the hyper SFN as defined in [12] of the RSTD reference cell for the systemFrameNumber. 

	motionInfoRef
This field provides reference information concerning the movement of the target device and comprises the following subfields:
-
timeSource specifies the external time source to which UE time was locked during the OTDOA measurements. Enumerated value "mixed" indicates that UE time was locked to more than one external time source during OTDOA measurements (e.g. is applicable to a change in serving cell when the serving cell was used as a time source). The value "other" indicates some other external time source. The value "none" indicates that UE time was not locked to an external time source.
-
northingVelocity, eastingVelocity, downwardVelocity specify the target device velocity in a local North-East-Down (NED) coordinate system at the time indicated by systemFrameNumber. Scale factor 1 mm/s (millimeter per second) (range ~ ±131 m/s).
- 
northAcceleration, eastAcceleration, downwardAcceleration specify the target device acceleration (excluding gravity) in a local North-East-Down (NED) coordinate system at the time indicated by systemFrameNumber. Scale factor 0.00980665 m/s/s (1 mg) (range ~ ±2 g).

	physCellIdNeighbour

This field specifies the physical cell identity of the neighbour cell for which the RSTDs are provided.

	cellGlobalIdNeighbour

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the neighbour cell for which the RSTDs are provided. The target device shall provide this IE if it was able to determine the ECGI of the neighbour cell at the time of measurement.

	earfcnNeighbour

This field specifies the EARFCN of the neighbour cell used for the RSTD measurements.

	rstd

This field specifies the relative timing difference between this neighbour cell and the RSTD reference cell, as defined in [17]. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.3.

	rstd-Quality

This field specifies the target device’s best estimate of the quality of the measured rstd. 
When motionInfoRef and motionInfoNeighbour are both included, the target device shall not include measurement errors caused by motion of the target device in rstd-Quality (e.g. the target device may assume the target device was stationary during OTDOA measurements).

	tpIdNeighbour

This field specifies the transmission point ID for the neighbour cell for which the RSTDs are provided.

	prsIdNeighbour

This field specifies the PRS-ID of the first PRS configuration of the neighbour cell for which the RSTDs are provided.

	delta-rstd

This field specifies the higher-resolution RSTD RSTD as defined in [18] subclause 9.1.10.4. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.4.

	additionalPathsNeighbour

This field specifies one or more additional detected path timing values for the neighbour cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdNeighbour

This field specifies the NPRS-ID of the neighbour cell for which the RSTDs are provided.

	carrierFreqOffsetNB-Neighbour

This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnNeighbour as defined in TS 36.101 [21].

	motionInfoNeighbour
This field provides information concerning the movement of the target device and comprises the following subfields:
-
delta-SFN together with systemFrameNumber specifies the measurement-SFN of the RSTD reference cell when the TOA measurement for this neighbour cell has been made for determining the rstd. The measurement‑SFN is given by systemFrameNumber + delta-SFN. (The actual SFN is the measurement-SFN modulo 1024.)
-
delta-northingVelocity, delta-eastingVelocity, delta-downwardVelocity: 
If delta-SFN >0, these fields specify the target device change in velocity in a local North-East-Down (NED) coordinate system at the time indicated by delta-SFN relative to the velocity for the most recent previous reported measurement since systemFrameNumber (i.e., measurement corresponding to the largest previous reported delta-SFN > 0, or to systemFrameNumber if this is the first motionInfoNeighbour report with delta-SFN > 0). 
If delta-SFN <0, these fields specify the target device change in velocity in a local North-East-Down (NED) coordinate system at the time indicated by delta-SFN relative to the velocity for the latest previous reported measurement before systemFrameNumber (i.e., measurement corresponding to the largest previous reported delta-SFN < 0, or to systemFrameNumber if this is the first motionInfoNeighbour report with delta-SFN < 0).
Scale factor 1 mm/s (millimeter per second) (range ~ ±16 m/s). 

-
delta-northAcceleration, delta-eastAcceleration, delta-downwardAcceleration:
If delta-SFN >0, these fields specify the target device change in acceleration (excluding gravity) in a local North-East-Down (NED) coordinate system at the time indicated by delta-SFN relative to the acceleration for the most recent previous reported measurement since systemFrameNumber (i.e., measurement corresponding to the largest previous reported delta-SFN > 0, or to systemFrameNumber if this is the first motionInfoNeighbour report with delta-SFN > 0).
If delta-SFN <0, these fields specify the target device change in acceleration (excluding gravity) in a local North-East-Down (NED) coordinate system at the time indicated by delta-SFN relative to the acceleration for the latest previous reported measurement before systemFrameNumber (i.e., measurement corresponding to the largest previous reported delta-SFN < 0, or to systemFrameNumber if this is the first motionInfoNeighbour report with delta-SFN <0).
Scale factor 0.00980665 m/s/s (1 mg) (range ~ ±0.5 g).
-
delta-northingLocation, delta-eastingLocation, delta-downwardLocation:
If delta-SFN >0, these fields specify the target device change in location in a local North-East-Down (NED) coordinate system at the time indicated by delta-SFN relative to the location for the most recent previous reported measurement since systemFrameNumber (i.e., measurement corresponding to the largest previous reported delta-SFN > 0, or to the location at systemFrameNumber if this is the first motionInfoNeighbour report with delta-SFN > 0). 
If delta-SFN <0, these fields specify the target device change in location in a local North-East-Down (NED) coordinate system at the time indicated by delta-SFN relative to the location for the latest previous reported measurement before systemFrameNumber (i.e., measurement corresponding to the largest previous reported delta-SFN < 0, or to the location at systemFrameNumber if this is the first motionInfoNeighbour report with delta-SFN < 0).
Scale factor 1 cm (range ~ ±655 meters). 

If multiple neighbour cell measurements are made at the same time (i.e., multiple neighbour cell measurements for the same delta-SFN), or if delta-SFN=0, the motionInfoNeighbour field needs to include the delta velocity/acceleration/location fields only for one of the reported neighbour cell measurements with the same delta‑SFN.


–
OTDOA-SignalMeasurementInformation-NB

The IE OTDOA-SignalMeasurementInformation-NB is used by the target device to provide RSTD measurements to the location server. The RSTD measurements are provided for a neighbour cell and the RSTD reference cell, both of which are provided in the IE OTDOA-ProvideAssistanceData. The RSTD reference cell may or may not be the same as the assistance data reference cell provided in OTDOA-ReferenceCellInfo or OTDOA-ReferenceCellInfoNB. If the target device stops reporting inter-frequency RSTD measurements, where the inter-frequency RSTD measurement is an OTDOA RSTD measurement with at least one cell on a frequency different from the serving cell frequency, the LPP layer shall inform lower layers that inter-frequency RSTD measurements are stopped.
NOTE 1:
If there are more than 24 NeighbourMeasurementElement-NB to be sent, the target device may send them in multiple ProvideLocationInformation messages, as described under sub-clause 5.3.

NOTE 2:
If NPRS/PRS antenna ports are quasi co-located, the target device provides a single RSTD measurement for the quasi co-located antenna ports of NPRS/PRS.

-- ASN1START

OTDOA-SignalMeasurementInformation-NB-r14 ::= SEQUENCE {


systemFrameNumber-r14


BIT STRING (SIZE (10)),


physCellIdRef-r14



INTEGER (0..503),


cellGlobalIdRef-r14



ECGI




OPTIONAL,


earfcnRef-r14




ARFCN-ValueEUTRA-r14
OPTIONAL,
-- Cond NotSameAsRef0


referenceQuality-r14


OTDOA-MeasQuality

OPTIONAL,


neighbourMeasurementList-r14
NeighbourMeasurementList-NB-r14,


tpIdRef-r14





INTEGER (0..4095)

OPTIONAL,
-- Cond ProvidedByServer0


prsIdRef-r14




INTEGER (0..4095)

OPTIONAL,
-- Cond ProvidedByServer1


additionalPathsRef-r14


AdditionalPathList-r14
OPTIONAL,


nprsIdRef-r14




INTEGER (0..4095)

OPTIONAL,
-- Cond ProvidedByServer2


carrierFreqOffsetNB-Ref-r14

CarrierFreqOffsetNB-r14
OPTIONAL,
-- Cond NB-IoT


hyperSFN-r14




BIT STRING (SIZE (10))
OPTIONAL,
-- Cond H-SFN


...

}

NeighbourMeasurementList-NB-r14 ::= SEQUENCE (SIZE(1..24)) OF NeighbourMeasurementElement-NB-r14
NeighbourMeasurementElement-NB-r14 ::= SEQUENCE {


physCellIdNeighbour-r14

INTEGER (0..503),


cellGlobalIdNeighbour-r14
ECGI




OPTIONAL,


earfcnNeighbour-r14


ARFCN-ValueEUTRA-r14
OPTIONAL,

-- Cond NotSameAsRef2


rstd-r14




INTEGER (0..12711),


rstd-Quality-r14


OTDOA-MeasQuality,


tpIdNeighbour-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer0


prsIdNeighbour-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer1


delta-rstd-r14



INTEGER (0..5)


OPTIONAL,


additionalPathsNeighbour-r14










AdditionalPathList-r14
OPTIONAL,


nprsIdNeighbour-r14


INTEGER (0..4095)

OPTIONAL,

-- Cond ProvidedByServer2


carrierFreqOffsetNB-Neighbour-r14









CarrierFreqOffsetNB-r14
OPTIONAL,

-- Cond NB-IoT


...

}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsRef0
	The target device shall include this field if the EARFCN of the RSTD reference cell is not the same as the EARFCN of the assistance data reference cell provided in the OTDOA assistance data.

	NotSameAsRef2
	The target device shall include this field if the EARFCN of this neighbour cell is not the same as the earfcnRef for the RSTD reference cell.

	ProvidedByServer0
	The target device shall include this field if a tpId for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer1
	The target device shall include this field if a prsID for this transmission point is included in the OTDOA-ProvideAssistanceData. Otherwise the field is absent.

	ProvidedByServer2
	The target device shall include this field if an nprsID for this cell is included in the OTDOA-ProvideAssistanceData and if this cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	NB-IoT
	The target device shall include this field if the cell is a NB-IoT only cell (without associated LTE PRS cell). Otherwise the field is absent.

	H-SFN
	The target device shall include this field if it was able to determine a hyper SFN of the RSTD reference cell. 


	OTDOA-SignalMeasurementInformation-NB field descriptions

	systemFrameNumber

This field specifies the SFN of the RSTD reference cell containing the starting subframe of the PRS or NPRS positioning occasion if PRS or NPRS are available on the RSTD reference cell, or subframe of the CRS for RSTD measurements if PRS and NPRS are not available on the RSTD reference cell during which the most recent neighbour cell RSTD measurement was performed.

In case of more than a single PRS configuration on the RSTD reference cell, the first PRS configuration is referenced.

	physCellIdRef 

This field specifies the physical cell identity of the RSTD reference cell.

	cellGlobalIdRef

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the RSTD reference cell. The target shall provide this IE if it knows the ECGI of the RSTD reference cell.

	earfcnRef

This field specifies the EARFCN of the RSTD reference cell.

	referenceQuality

This field specifies the target device’s best estimate of the quality of the TOA measurement from the RSTD reference cell, TSubframeRxRef, where TSubframeRxRef is the time of arrival of the signal from the RSTD reference cell.

	neighbourMeasurementList

This list contains the measured RSTD values for neighbour cells together with the RSTD reference cell, along with quality for each measurement.

	tpIdRef

This field specifies the transmission point ID of the RSTD reference cell.

	prsIdRef

This field specifies the PRS-ID of the first PRS configuration of the RSTD reference cell.

	additionalPathsRef 

This field specifies one or more additional detected path timing values for the RSTD reference cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdRef

This field specifies the NPRS-ID of the RSTD reference cell.

	carrierFreqOffsetNB-Ref

This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnRef as defined in TS 36.101 [21]. 

	hyperSFN

This field specifies the hyper SFN as defined in [12] of the RSTD reference cell for the systemFrameNumber. 

	physCellIdNeighbour

This field specifies the physical cell identity of the neighbour cell for which the RSTDs are provided.

	cellGlobalIdNeighbour

This field specifies the ECGI, the globally unique identity of a cell in E-UTRA, of the neighbour cell for which the RSTDs are provided. The target device shall provide this IE if it was able to determine the ECGI of the neighbour cell at the time of measurement.

	earfcnNeighbour

This field specifies the EARFCN of the neighbour cell used for the RSTD measurements.

	rstd

This field specifies the relative timing difference between this neighbour cell and the RSTD reference cell, as defined in [17]. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.3.

	rstd-Quality

This field specifies the target device’s best estimate of the quality of the measured rstd.

	tpIdNeighbour

This field specifies the transmission point ID for the neighbour cell for which the RSTDs are provided.

	prsIdNeighbour

This field specifies the PRS-ID of the first PRS configuration of the neighbour cell for which the RSTDs are provided.

	delta-rstd

This field specifies the higher-resolution RSTD RSTD as defined in [18] subclause 9.1.10.4. Mapping of the measured quantity is defined as in [18] subclause 9.1.10.4.

	additionalPathsNeighbour

This field specifies one or more additional detected path timing values for the neighbour cell, relative to the path timing used for determining the rstd value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nprsIdNeighbour

This field specifies the NPRS-ID of the neighbour cell for which the RSTDs are provided.

	carrierFreqOffsetNB-Neighbour

This field specifies the offset of the NB-IoT channel number to EARFCN given by earfcnNeighbour as defined in TS 36.101 [21].


–
OTDOA-MeasQuality

-- ASN1START

OTDOA-MeasQuality ::= SEQUENCE {


error-Resolution

BIT STRING (SIZE (2)),


error-Value



BIT STRING (SIZE (5)),


error-NumSamples

BIT STRING (SIZE (3))



OPTIONAL,


...

}

-- ASN1STOP

	OTDOA-MeasQuality field descriptions

	error-Resolution

This field specifies the resolution R used in error-Value field. The encoding on two bits is as follows:


'00'


5   meters


'01'


10 meters


'10'


20 meters


'11'


30 meters.

	error-Value

This field specifies the target device’s best estimate of the uncertainty of the OTDOA (or TOA) measurement.

The encoding on five bits is as follows:


'00000'
0 

to 
 (R*1-1) meters


'00001' 
R*1 
to
 (R*2-1) meters


'00010'
R*2 
to
 (R*3-1) meters


…


'11111'
 R*31 
meters or more;

where R is the resolution defined by error-Resolution field. 

E.g., R=20 m corresponds to 0-19 m, 20-39 m,…,620+ m. 

	error-NumSamples

If the error-Value field provides the sample uncertainty of the OTDOA (or TOA) measurement, this field specifies how many measurements have been used by the target device to determine this (i.e., sample size). Following 3 bit encoding is used:

‘000’

Not the baseline metric


'001'

5-9


'010'

10-14


'011'

15-24


'100'

25-34


'101'

35-44


'110' 

45-54


'111'

55 or more.

In case of the value ‘000’, the error-Value field contains the target device’s best estimate of the uncertainty of the OTDOA (or TOA) measurement not based on the baseline metric. E.g., other measurements such as signal-to-noise-ratio or signal strength can be utilized to estimate the error-Value.
If this field is absent, the value of this field is ‘000’.


–
AdditionalPath

The IE AdditionalPath is used by the target device to provide information about additional paths in association to the RSTD measurements in the form of a relative time difference and a quality value. The additional path relativeTimeDifference is the detected path timing relative to the detected path timing used for the rstd value [17], and each additional path can be associated with a quality value path-Quality.
-- ASN1START

AdditionalPath-r14 ::= SEQUENCE {


relativeTimeDifference-r14
INTEGER (-256..255),


path-Quality-r14


OTDOA-MeasQuality



OPTIONAL,


...

}

-- ASN1STOP

	AdditionalPath field descriptions

	relativeTimeDifference

This field specifies the additional detected path timing relative to the detected path timing used for the rstd value in units of 0.5 Ts, with Ts=1/(15000*2048) seconds. A positive value indicates that the particular path is later in time than the detected path used for RSTD; a negative value indicates that the particular path is earlier in time than the detected path used for RSTD.

	path-Quality

This field specifies the target device’s best estimate of the quality of the detected timing of the additional path.


6.5.1.6
OTDOA Location Information Request

–
OTDOA-RequestLocationInformation
The IE OTDOA-RequestLocationInformation is used by the location server to request OTDOA location measurements from a target device. Details of the required measurements (e.g. details of assistance data reference cell and neighbour cells) are conveyed in the OTDOA-ProvideAssistanceData IE in a separate Provide Assistance Data message.

-- ASN1START

OTDOA-RequestLocationInformation ::= SEQUENCE {


assistanceAvailability

BOOLEAN,


...,


[[



multipathRSTD-r14

ENUMERATED { requested }
OPTIONAL,

-- Need ON


maxNoOfRSTDmeas-r14

INTEGER (1..32)



OPTIONAL        -- Need ON

]],

[[



motionMeasurements-r15
ENUMERATED { requested }
OPTIONAL

-- Need ON


]]
}

-- ASN1STOP

	OTDOA-RequestLocationInformation field descriptions

	assistanceAvailability

This field indicates whether the target device may request additional OTDOA assistance data from the server. TRUE means allowed and FALSE means not allowed.

	multipathRSTD
This field, if present, indicates that the target device is requested to report additional detected path timing information per RSTD reference and neighbour cell.

	maxNoOfRSTDmeas

This field, if present, indicates the maximum number of NeighbourMeasurementElement fields (i.e., RSTD measurements) the target device can provide in OTDOA-SignalMeasurementInformation.

	motionMeasurements
This field, if present, indicates that the target device is requested to report the motion measurements in OTDOA‑SignalMeasurementInformation.


6.5.1.7
OTDOA Capability Information

–
OTDOA-ProvideCapabilities
The IE OTDOA-ProvideCapabilities is used by the target device to indicate its capability to support OTDOA and to provide its OTDOA positioning capabilities to the location server. 

-- ASN1START

OTDOA-ProvideCapabilities ::= SEQUENCE {


otdoa-Mode

BIT STRING { 
ue-assisted 

(0),










ue-assisted-NB-r14
(1) } (SIZE (1..8)),


...,

supportedBandListEUTRA 

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA

OPTIONAL,


supportedBandListEUTRA-v9a0
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v9a0






















OPTIONAL,

interFreqRSTDmeasurement-r10

ENUMERATED { supported }





OPTIONAL,


additionalNeighbourCellInfoList-r10
ENUMERATED { supported }





OPTIONAL,


prs-id-r14






ENUMERATED { supported }





OPTIONAL,


tp-separation-via-muting-r14

ENUMERATED { supported }





OPTIONAL,


additional-prs-config-r14


ENUMERATED { supported }





OPTIONAL,


prs-based-tbs-r14




ENUMERATED { supported }





OPTIONAL,


additionalPathsReport-r14


ENUMERATED { supported }





OPTIONAL,


densePrsConfig-r14




ENUMERATED { supported }





OPTIONAL,


maxSupportedPrsBandwidth-r14 

ENUMERATED { n6, n15, n25, n50, n75, n100, ...}
OPTIONAL,


prsOccGroup-r14





ENUMERATED { supported }





OPTIONAL,

prsFrequencyHopping-r14 


ENUMERATED { supported }





OPTIONAL,

maxSupportedPrsConfigs-r14


ENUMERATED { c2, c3 }






OPTIONAL,


periodicalReporting-r14



ENUMERATED { supported }





OPTIONAL,


multiPrbNprs-r14




ENUMERATED { supported }





OPTIONAL,


idleStateForMeasurements-r14

ENUMERATED { required }






OPTIONAL,


numberOfRXantennas-r14



ENUMERATED { rx1, ... }






OPTIONAL,

motionMeasurements-r15



ENUMERATED { supported }





OPTIONAL
}

maxBands INTEGER ::= 64

SupportedBandEUTRA ::= SEQUENCE {


bandEUTRA






INTEGER (1..maxFBI)
}

SupportedBandEUTRA-v9a0 ::=

SEQUENCE {


bandEUTRA-v9a0





INTEGER (maxFBI-Plus1..maxFBI2)

OPTIONAL

}

maxFBI







INTEGER
::=
64
-- Maximum value of frequency band indicator
maxFBI-Plus1





INTEGER ::= 65
-- lowest value extended FBI range

maxFBI2







INTEGER ::= 256
-- highest value extended FBI range

-- ASN1STOP

	OTDOA-ProvideCapabilities field descriptions

	otdoa-Mode

This field specifies the OTDOA mode(s) supported by the target device. This is represented by a bit string, with a one‑value at the bit position means the particular OTDOA mode is supported; a zero‑value means not supported. A zero-value in all bit positions in the bit string means OTDOA positioning method is not supported by the target device.
ue-assisted: 

Bit 0 indicates that the target device supports UE-assisted OTDOA and LTE PRS.

ue-assisted-NB: 
Bit 1 indicates that the target device supports UE-assisted OTDOA and NB-IoT NPRS.

	SupportedBandEUTRA

This field specifies the frequency bands for which the target device supports RSTD measurements. One entry corresponding to each supported E‑UTRA band as defined in TS 36.101 [21]. In case the target device includes bandEUTRA-v9a0, the target device shall set the corresponding entry of bandEUTRA (i.e. without suffix) to maxFBI.

	interFreqRSTDmeasurement

This field, if present, indicates that the target device supports inter-frequency RSTD measurements within and between the frequency bands indicated in SupportedBandEUTRA.

	additionalNeighbourCellInfoList

This field, if present, indicates that the target device supports up to 3×24 OTDOA-NeighbourCellInfoElement in OTDOA‑NeighbourCellInfoList in OTDOA-ProvideAssistanceData without any restriction for the earfcn in each OTDOA-NeighbourCellInfoElement as specified in subclause 6.5.1.2.

	prs-id

This field, if present, indicates that the target device supports PRS generation based on the PRS-ID as specified in [16] and support for TP-ID in OTDOA-ReferenceCellInfo and OTDOA-NeighbourCellInfoList.

	tp-separation-via-muting
This field, if present, indicates that the target device supports RSTD measurements for cells which have associated transmission points (e.g., Remote Radio Heads) within the cell coverage and where these associated transmission points have the same physical cell identity as the associated cell, and where these transmission points are identified via a different muting pattern. The field also indicates support for TP-ID in OTDOA-ReferenceCellInfo and OTDOA‑NeighbourCellInfoList.

	additional-prs-config

This field, if present, indicates that the target device supports additional PRS configurations. The additional PRS configuration in PRS-Info IE comprise:

- support for prs-ConfigurationIndex > 2399;
- support for NPRS values in addition to 1, 2, 4 and 6 (add-numDL-Frames in PRS-Info);

- support for muting bit string lengths > 16 bits.

	prs-based-tbs

This field, if present, indicates that the target device supports RSTD measurements for PRS-only TPs.

	additionalPathsReport

This field, if present, indicates that the target device supports reporting of timing information for additional detected paths for RSTD reference and each neighbour cell.

	densePrsConfig 

This field, if present, indicates that the target device supports a subset of the additional PRS configurations associated with capability additional-prs-config which comprises:

- support for prs-ConfigurationIndex > 2404;

- support for NPRS values of 10, 20, 40, 80 and 160 (in addition to 1, 2, 4 and 6).

In case additional-prs-config is present, this field is not present.

	maxSupportedPrsBandwidth 

This field, if present, indicates the maximum PRS bandwidth supported by the target device. Enumerated value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If this field is not present, the target device is assumed to support the PRS bandwidth associated with the target device type, which for LTE devices including Cat-M1/M2 is 100 resource blocks and for NB-IoT devices is 1 resource block.

	prsOccGroup 

This field, if present, indicates that the target device supports PRS occasion groups, which implies that each bit of a configured muting pattern applies per PRS occasion group.

	prsFrequencyHopping 

This field, if present, indicates that the target device supports PRS occasion frequency hopping, as specified in [16].

	maxSupportedPrsConfigs

This field, if present, indicates that the target device supports multiple PRS configurations per cell. Enumerated value c2 indicates support for up to 2 configurations; c3 indicates support for up to 3 configurations.

	periodicalReporting

This field, if present, indicates that the target device supports periodicalReporting of RSTD measurements. If this field is absent, the location server may assume that the target device does not support periodicalReporting in CommonIEsRequestLocationInformation.

	multiPrbNprs

This field, if present, indicates that the target device supports NPRS configuration in more than one resource block (i.e., maxCarrier in PRS-Info-NB greater 1).

	idleStateForMeasurements

This field, if present, indicates that the target device requires idle state to perform RSTD measurements.

	numberOfRXantennas

This field is not applicable to NB-IoT devices.

This field, if present, indicates the number of UE downlink receive antennas for RSTD measurements (see 3GPP TS 36.133 [18]). Enumerated value rx1 indicates a single antenna receiver. If this field is absent, the target device is assumed to support two RX antennas for RSTD measurements. 

	motionMeasurements
This field, if present, indicates that the target device supports reporting of motion measurements in OTDOA‑SignalMeasurementInformation.


Editor’s Note: 
Whether the capability multiPrbNprs is needed or not is FFS.

6.5.1.8
OTDOA Capability Information Request

–
OTDOA-RequestCapabilities
The IE OTDOA-RequestCapabilities is used by the location server to request the capability of the target device to support OTDOA and to request OTDOA positioning capabilities from a target device. 

-- ASN1START

OTDOA-RequestCapabilities ::= SEQUENCE {


...

}

-- ASN1STOP

6.5.1.9
OTDOA Error Elements

–
OTDOA-Error
The IE OTDOA-Error is used by the location server or target device to provide OTDOA error reasons to the target device or location server, respectively. 

-- ASN1START

OTDOA-Error ::= CHOICE {


locationServerErrorCauses

OTDOA-LocationServerErrorCauses,


targetDeviceErrorCauses


OTDOA-TargetDeviceErrorCauses,

...

}

-- ASN1STOP

–
OTDOA-LocationServerErrorCauses
The IE OTDOA-LocationServerErrorCauses is used by the location server to provide OTDOA error reasons to the target device.

-- ASN1START

OTDOA-LocationServerErrorCauses ::= SEQUENCE {


cause

ENUMERATED
{
undefined,









assistanceDataNotSupportedByServer,









assistanceDataSupportedButCurrentlyNotAvailableByServer,









...








},


...

}

-- ASN1STOP

–
OTDOA-TargetDeviceErrorCauses
The IE OTDOA-TargetDeviceErrorCauses is used by the target device to provide OTDOA error reasons to the location server.

-- ASN1START

OTDOA-TargetDeviceErrorCauses ::= SEQUENCE {


cause

ENUMERATED {
undefined,









assistance-data-missing,









unableToMeasureReferenceCell,









unableToMeasureAnyNeighbourCell,









attemptedButUnableToMeasureSomeNeighbourCells,









...








},


...

}

-- ASN1STOP

