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1. Overall Description:

RAN2 thanks SA5 for their LS on adding PRB usage distribution and IP throughput distribution.
RAN2 is discussing the following new measurements:

(1) Distribution of total PRB usage for DL/UL

(2) Distribution of Scheduled IP Throughput in DL/UL
(3) Distribution of PRB usage per traffic class for DL/UL
(4) Distribution of Scheduled IP Throughput in DL/UL (per QCI)
For (1) and (2), RAN2 agreed to introduce them and agreed CRs are attached.
For (3) and (4), RAN2 has one question.
Question 1: Results per QCI may generate lots of samples, so it may lead to signalling overhead between RAN and OAM. Whether it is acceptable from SA5 point of view?
For example, for PRB distribution per traffic class, there may need X*Y counters of Z types, or X*Z counters of Y types.

Where:

- X = 2, i.e. for DL and UL

- Y = the number of QCI

- Z = the number of distribution, if PRB utilization (value range: 0-100%) is divided by 5%, Z is 20
2. Actions:

To SA5:
RAN2 kindly asks SA5 to provide answers to the question above.
3. Date of Next RAN2 Meetings:

RAN2 Meeting #101-Bis

16 Apr – 20 Apr 2018

Sanya, China
RAN2 Meeting #102

21 May – 25 May 2018

Busan, Korea
