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1. Overall Description:

RAN2 discussed RRM and made the following agreements:

1
NR-ARFCN is used instead of GSCN to indicate SSB location both in serving cell configuration and MO (FFS mandatory in MO for the case of sync obtained from serving cell as indicated by other IEs).

2
RAN2 assumes that NR-ARFCN is pointing to the centre of the SSB.

3
For CSI-RS, NR-ARFCN points to lowest subcarrier in PRB 0

4
AssociatedSSB is described as follows:

associatedSSB
The IE is configured only if SSB-ConfigMobility is present. The IE should be configured if useServingCellTimingForSync is set to FALSE. If present, the UE may base the timing of the CSI-RS resource to the timing of the cell, given by the CellId of the CSI-RS resource. And the UE is not required to monitor CSI-RS resource(s) when the UE can’t detect the associated SSB with the corresponding CellId. If absent, the UE is required to perform measurements based on CSI-RS(s) even if SS/PBCH block(s) with corresponding CellId are not detected. UE shall base the timing of the CSI-RS resource(s) to the timing of the serving cell.

5 NR-ARFCN of SSB in MO is optional

6 a condition saying that it shall be present if associatedSSB is configured

2. Actions:

To RAN1 and RAN4:

ACTION: RAN2 kindly ask RAN1 and RAN4 to take the above information into account and inform RAN2 if there is any issue with the above agreements.

3. Date of Next RAN2 Meetings:
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