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	Reason for change:
	The description of reducedIntNonContComb-r13 refers to the IE BandCombinationParametersCommon which is not defined.

	
	

	Summary of change:
	The following changes are introduced: 

· Remove the reference to the undefined IE BandCombinationParametersCommon
Impact Analysis

Impacted functionality:

Ambiguity on the usage of the IE reducedIntNonContComb-r13 is removed.
Inter-operability:

1. If the network is implemented according to the CR and the UE is not, there is no interoperability issue. 

2. If the UE is implemented according to the CR and the network is not, there is no interoperability issue.
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	The description of the usage of reducedIntNonContComb-r13 in the UE is incorrect

	
	

	Clauses affected:
	4.3.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Beginning of changes
4.3.5
RF parameters

(---------------------------------------------------Unmodified parts omitted--------------------------------------------------------(
4.3.5.21
reducedIntNonContComb-r13
This field defines whether the UE supports receiving requestReducedIntNonContComb. If the UE supports reducedIntNonContComb-r13, the UE only includes one intra-band non-contiguous CA band combination, and exclude the other intra-band non-contiguous CA band combinations for which the presence of uplink CA bandwidth class in the band combination entry is different. One band combination entry can also indicate support of any other possible permutations in the presence of uplink CA bandwidth class where a paired downlink CA bandwidth class is the same or where the number of UL CCs is smaller than the one of paired DL CCs expressed by the CA bandwidth class.

For example, if the UE supports reducedIntNonContComb-r13, the UE only needs to report "DL: CA_42C-42A, UL: 42A paired with DL 42C", in order to indicate also support of "DL: CA_42C-42A, UL: 42A paired with DL 42A", "DL: CA_42A-42C, UL: 42A paired with DL 42A" and "DL: CA_42A-42C, UL: 42A paired with DL 42C".

For these band combinations not included in the capability, RF parameters specified within BandCombinationParameters (e.g., supportedMIMO-CapabilityUL, multipleTimingAdvance if supported) and measurement parameters specified within BandCombinationListEUTRA are the same as the ones for the band combination included in the UE capability.

(---------------------------------------------------Unmodified parts omitted--------------------------------------------------------(
End of changes

