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	Start of change


6.7.3.1
NB-IoT System information blocks

<Omitted>
–
SystemInformationBlockType22-NB

The IE SystemInformationBlockType22-NB contains radio resource configuration for paging and random access procedure on non-anchor carriers.  

SystemInformationBlockType22-NB information element
-- ASN1START

SystemInformationBlockType22-NB-r14 ::=
SEQUENCE {


dl-ConfigList-r14  




DL-ConfigCommonList-NB-r14
 OPTIONAL,
-- Need OR


ul-ConfigList-r14  




UL-ConfigCommonList-NB-r14
 OPTIONAL,
-- Need OR


pagingWeightAnchor-r14



PagingWeight-NB-r14


OPTIONAL,
-- Cond pcch-config


nprach-ProbabilityAnchorList-r14
NPRACH-ProbabilityAnchorList-NB-r14
OPTIONAL,
-- Cond nprach-config


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...,


[[
dl-ConfigListExt-r15  



DL-ConfigCommonList-NB-r14
 OPTIONAL,
-- Need OR



ul-ConfigListExt-r15  



UL-ConfigCommonList-NB-r14
 OPTIONAL
-- Need OR


]]
}

DL-ConfigCommonList-NB-r14 ::=
 
SEQUENCE (SIZE (1.. maxNonAnchorCarriers-NB-r14)) OF 












DL-ConfigCommon-NB-r14 

UL-ConfigCommonList-NB-r14 ::=

SEQUENCE (SIZE (1.. maxNonAnchorCarriers-NB-r14)) OF












UL-ConfigCommon-NB-r14

DL-ConfigCommon-NB-r14 ::=


SEQUENCE {


dl-CarrierConfig-r14



DL-CarrierConfigCommon-NB-r14,


pcch-Config-r14  




PCCH-Config-NB-r14


OPTIONAL, -- Need OR


...

}

PCCH-Config-NB-r14 ::=



SEQUENCE {


npdcch-NumRepetitionPaging-r14

ENUMERATED {












r1, r2, r4, r8, r16, r32, r64, r128, 












r256, r512, r1024, r2048, 












spare4, spare3, spare2, spare1} OPTIONAL, -- Need OP


pagingWeight-r14





PagingWeight-NB-r14 
DEFAULT w1,


...

}

PagingWeight-NB-r14
::= 


ENUMERATED {w1, w2, w3, w4, w5, w6, w7, w8,













w9, w10, w11, w12, w13, w14, w15, w16}

UL-ConfigCommon-NB-r14 ::=


SEQUENCE {


ul-CarrierFreq-r14




CarrierFreq-NB-r13,


nprach-ParametersList-r14  


NPRACH-ParametersList-NB-r14
OPTIONAL, -- Need OR


...

}

NPRACH-ParametersList-NB-r14 ::=

SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF 












NPRACH-Parameters-NB-r14

NPRACH-Parameters-NB-r14 ::=


SEQUENCE {


nprach-Parameters-r14




SEQUENCE {



nprach-Periodicity-r14 




ENUMERATED {ms40, ms80, ms160, ms240, 
















ms320, ms640, ms1280, ms2560} 














OPTIONAL,
-- NEED OP 



nprach-StartTime-r14




ENUMERATED {ms8, ms16, ms32, ms64, 
















ms128, ms256, ms512, ms1024}














OPTIONAL,
-- NEED OP



nprach-SubcarrierOffset-r14



ENUMERATED {n0, n12, n24, n36, n2, n18, n34, spare1} 














OPTIONAL,
-- NEED OP



nprach-NumSubcarriers-r14



ENUMERATED {n12, n24, n36, n48} 














 OPTIONAL,
-- NEED OP



nprach-SubcarrierMSG3-RangeStart-r14
ENUMERATED {zero, oneThird, twoThird, one}














OPTIONAL,
-- NEED OP



npdcch-NumRepetitions-RA-r14


ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128,
















r256, r512, r1024, r2048, 
















spare4, spare3, spare2, spare1} 














OPTIONAL,
-- NEED OP



npdcch-StartSF-CSS-RA-r14



ENUMERATED {v1dot5, v2, v4, v8, v16, v32, v48, v64} 















OPTIONAL,
-- NEED OP



npdcch-Offset-RA-r14




ENUMERATED {zero, oneEighth, oneFourth, threeEighth}














OPTIONAL,
-- NEED OP



nprach-NumCBRA-StartSubcarriers-r14

ENUMERATED {n8, n10, n11, n12, n20, n22, n23, n24,
















n32, n34, n35, n36, n40, n44, n46, n48}














OPTIONAL,
-- NEED OP  



npdcch-CarrierIndex-r14




INTEGER (1..maxNonAnchorCarriers-NB-r14) 














OPTIONAL, 
-- Need OP 



...


}
OPTIONAL
-- Need OR

}

NPRACH-ProbabilityAnchorList-NB-r14 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF













NPRACH-ProbabilityAnchor-NB-r14

NPRACH-ProbabilityAnchor-NB-r14 ::=

SEQUENCE {


nprach-ProbabilityAnchor-r14


ENUMERATED {













zero, oneSixteenth, oneFifteenth, oneFourteenth, 













oneThirteenth, oneTwelfth, oneEleventh, oneTenth,













oneNinth, oneEighth, oneSeventh, oneSixth,













oneFifth, oneFourth, oneThird, oneHalf} 















OPTIONAL 
-- Need OP 

}

-- ASN1STOP

	SystemInformationBlockType22-NB field descriptions

	dl-CarrierConfig
Provides the configuration of the DL non-anchor carrier.

	dl-ConfigList, dl-ConfigListExt 

List of DL non-anchor carriers and associated configuration that can be used for paging and/or random access. EUTRAN configures DL non-anchor carrier, for which the operation mode, standalone or inband/guardband, is different from the anchor carrier in dl-ConfigListExt.

If the UE supports mixedOperationMode it creates a combined list for padding and/or random access by concatenating the entries in dl-ConfigListExt to the entries in dl-ConfigList while maintaining the order among them. The total maximum number of non-anchor carriers in dl-ConfigList and dl-ConfigListExt is maxNonAnchorCarriers-NB-r14.

	npdcch-CarrierIndex

Index of the carrier in the list of DL non anchor carriers. The first entry in the list has index ‘1’, the second entry has index ‘2’ and so on.

If the field is absent, the DL anchor carrier is used.

	npdcch-NumRepetitionPaging

Maximum number of repetitions for NPDCCH common search space (CSS) for paging, see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-NumRepetitionPaging configured in SystemInformationBlockType2-NB in IE pcch-Config applies.

	npdcch-NumRepetitions-RA

Maximum number of repetitions for NPDCCH common search space (CSS) for RAR, Msg3 retransmission and Msg4, see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-NumRepetitions-RA configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies. 

	npdcch-Offset-RA
Fractional period offset of starting subframe for NPDCCH common search space (CSS Type 2), see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-Offset-RA configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	npdcch-StartSF-CSS-RA
Starting subframe configuration for NPDCCH common search space (CSS), including RAR, Msg3 retransmission, and Msg4, see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-StartSF-CSS-RA configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-NumCBRA-StartSubcarriers

The number of start subcarriers from which a UE can randomly select a start subcarrier as specified in TS 36.321 [6]. The start subcarrier indices that the UE is allowed to randomly select from, are given by:

nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1]. 

If the field is absent, the value of nprach-NumCBRA-StartSubcarriers configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-NumSubcarriers

Number of sub-carriers in a NPRACH resource, see TS 36.211 [21, 10.1.6]. In number of subcarriers.

If the field is absent, the value of nprach-NumSubcarriers configured in SystemInformationBlockType2-NB for the PRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-ParametersList

Configure NPRACH parameters for each NPRACH resource on one non-anchor UL carrier. Up to three NPRACH resources can be configured on one non-anchor UL carrier. Each NPRACH resource is associated with a different number of NPRACH repetitions.

E-UTRAN includes the same number of entries, and listed in the same order, as in nprach-ParametersList in SystemInformationBlockType2-NB.

	nprach-Periodicity

Periodicity of a NPRACH resource, see TS 36.211 [21, 10.1.6]. Unit in millisecond.

If the field is absent, the value of nprach-Periodicity configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry in nprach-ParametersList applies.

	nprach-ProbabilityAnchor

Configure the selection probability for the anchor carrier NPRACH resource. Value zero corresponds to a probability of 0, oneSixteenth corresponds to the probability of 1/16, oneFifteenth corresponds to the probability of 1/15, and so on. 

If the field is absent, the selection probability of the anchor carrier NPRACH resource is 1.
All non-anchor carriers NPRACH resources have equal probability between them. The probability of selecting a non-anchor carrier NPRACH resource is (1- nprach-ProbabilityAnchor).

	nprach-ProbabilityAnchorList

Configures the selection probability for each NPRACH resource on the anchor carrier.  
E-UTRAN includes the same number of entries, and listed in the same order, as in nprach-ParametersList in SystemInformationBlockType2-NB.

	nprach-StartTime

Start time of the NPRACH resource in one period, see TS 36.211 [21, 10.1.6]. Unit in millisecond.

If the field is absent, the value of nprach-StartTime configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-SubcarrierOffset

Frequency location of the NPRACH resource, see TS 36.211 [21, 10.1.6]. In number of subcarriers, offset from sub-carrier 0.

If the field is absent, the value of nprach-SubcarrierOffset configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-SubcarrierMSG3-RangeStart

Fraction for calculating the starting subcarrier index of the range reserved for indication of UE support for multi-tone Msg3 transmission, within the NPRACH resource, see TS 36.211 [21, 10.1.6]. Multi-tone Msg3 transmission is not supported for {32, 64, 128} repetitions of NPRACH. For at least one of the NPRACH resources with the number of NPRACH repetitions other than {32, 64, 128}, the value of nprach-SubcarrierMSG3-RangeStart should not be 0.

If nprach-SubcarrierMSG3-RangeStart is equal to zero, no start subcarrier index for the single-tone Msg3 NPRACH is allocated and the start subcarrier indexes for the multi-tone Msg3 NPRACH partition are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1].

If nprach-SubcarrierMSG3-RangeStart is equal to oneThird or twoThird the start subcarrier indexes for the two partitions are given by:

nprach-SubcarrierOffset + [0, FLOOR (nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart) -1] 

for the single-tone Msg3 NPRACH partition;

nprach-SubcarrierOffset + [FLOOR (nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart), nprach-NumCBRA-StartSubcarriers - 1] 

for the multi-tone Msg3 NPRACH partition;

If nprach-SubcarrierMSG3-RangeStart is equal to one, the start subcarrier indexs for the single-tone Msg3 NPRACH are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1] and no start subcarrier index for the multi-tone Msg3 NPRACH partition is allocated.
If the field is absent, the value of nprach-SubcarrierMSG3-RangeStart configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	pagingWeight

Weight of the non-anchor paging carrier for uneven paging load distribution across the carriers. Value w1 corresponds to a relative weight of 1, w2 corresponds to a relative weight of 2, and so on.

The paging load for a carrier 'i' is equal to w(i)/W where i is equal to 0 for the anchor carrier and equal to the index of the carrier in the dl-ConfigList for a non-anchor carrier, W is the sum of the weights of all paging carriers.

To avoid correlation between paging carrier and paging occasion, the weights should be assigned such that:  nB * W <= 16384.

	pagingWeightAnchor

Weight of the anchor carrier for uneven paging load distribution across the carriers. Value w1 corresponds to a relative weight of 1, w2 corresponds to a relative weight of 2, and so on.

If the field is absent, the (default) value of w0 is applied, i.e. the anchor carrier is not used for paging.

	pcch-Config

Configure the PCCH parameters for the non-anchor DL carrier.

	ul-CarrierFreq

UL carrier frequency of the non-anchor carrier as defined in TS 36.101 [42, 5.7.3F]. 

	ul-ConfigList, ul-ConfigListExt 

List of UL non-anchor carriers and associated configuration that can be used for random access.
If the UE supports mixedOperationMode, it creates a combined list for paging and/or random access by concatenating the entries in ul-ConfigListExt to the entries in ul-ConfigList while maintaining the order among them. The total maximum number of non-anchor carriers in ul-ConfigList and ul-ConfigListExt is maxNonAnchorCarriers-NB-r14.


Editor’s Note: It is FFS whether the UL carrier always operates in the same mode of operation (standalone or inband/guardand) as the downlink carrier.
	Conditional presence
	Explanation

	pcch-Config
	This field is optionally present, Need OP, if the field dl-ConfigList is present and at least one of the carriers in dl-ConfigList is configured for paging. Otherwise the field is not present and only the anchor carrier is used for paging.

	nprach-config
	This field is mandatory present, if the field ul-ConfigList is present and at least one of the carriers in ul-ConfigList is configured for random access. Otherwise the field is not present and only the anchor carrier is used for random access.


	The next change


6.7.3.2
NB-IoT Radio resource control information elements

–
CarrierConfigDedicated-NB
The IE CarrierConfigDedicated-NB is used to specify a carrier in NB-IoT.

CarrierConfigDedicated-NB information elements
-- ASN1START

CarrierConfigDedicated-NB-r13 ::=

SEQUENCE {


dl-CarrierConfig-r13

DL-CarrierConfigDedicated-NB-r13,


ul-CarrierConfig-r13

UL-CarrierConfigDedicated-NB-r13

}

DL-CarrierConfigDedicated-NB-r13 ::=
SEQUENCE {


dl-CarrierFreq-r13





CarrierFreq-NB-r13,


downlinkBitmapNonAnchor-r13



CHOICE {



useNoBitmap-r13






NULL,



useAnchorBitmap-r13





NULL,



explicitBitmapConfiguration-r13


DL-Bitmap-NB-r13,



spare








NULL


}

OPTIONAL,
 -- Need ON


dl-GapNonAnchor-r13





CHOICE {



useNoGap-r13






NULL,



useAnchorGapConfig-r13




NULL,



explicitGapConfiguration-r13


DL-GapConfig-NB-r13,



spare








NULL


}

OPTIONAL,
 -- Need ON


inbandCarrierInfo-r13




SEQUENCE {



samePCI-Indicator-r13




CHOICE
{




samePCI-r13







SEQUENCE {





indexToMidPRB-r13





INTEGER (-55..54)




},




differentPCI-r13





SEQUENCE {





eutra-NumCRS-Ports-r13




ENUMERATED {same, four}




}



} 






OPTIONAL,

-- Cond anchor-guardband-or-standalone


eutraControlRegionSize-r13



ENUMERATED {n1, n2, n3}



}







OPTIONAL,

-- Cond non-anchor-inband


...,


[[
nrs-PowerOffsetNonAnchor-v1330

ENUMERATED {dB-12, dB-10, dB-8, dB-6, 















dB-4, dB-2, dB0, dB3}











OPTIONAL 
-- Need ON 


]]

}

UL-CarrierConfigDedicated-NB-r13 ::=
SEQUENCE {


ul-CarrierFreq-r13


CarrierFreq-NB-r13

OPTIONAL,
-- Need OP


...

}

-- ASN1STOP

	CarrierConfigDedicated-NB field descriptions

	dl-CarrierConfig

Downlink carrier used for all unicast transmissions.

	dl-CarrierFreq

DL carrier frequency. The downlink carrier is not in a E-UTRA PRB which contains E-UTRA PSS/SSS/PBCH.

	dl-GapNonAnchor

Downlink transmission gap configuration for the anchor/ non-anchor carrier, see TS 36.211 [21, 10.2.3.4].

	downlinkBitmapNonAnchor

NB-IoT downlink subframe configuration for downlink transmission on the anchor/ non-anchor carrier. See TS 36.213 [23, 16.4].

	eutraControlRegionSize

Indicates the control region size of the E-UTRA cell for the in-band operation mode, see TS 36.213 [23]. Unit is in number of OFDM symbols. If operationModeInfo in MIB-NB is set to inband-SamePCI or inband-DifferentPCI, it should be set to the value broadcast in SIB1-NB.

	eutra-NumCRS-Ports

Number of E-UTRA CRS antenna ports, either the same number of ports as NRS or 4 antenna ports. See TS 36.211 [21], TS 36.212 [22], and TS 36.213 [23].

	inbandCarrierInfo

Provides the configuration of the anchor/ non-anchor inband carrier.
If operationModeInfo is set to standalone in the MIB, E-UTRAN only configures the field for a non-anchor carrier if the UE supports mixedOperationMode.

	indexToMidPRB

The PRB index is signaled by offset from the middle of the EUTRA system.

	nrs-PowerOffsetNonAnchor

Provides the power offset of the downlink narrowband reference-signal EPRE of the anchor/ non-anchor carrier relative to the anchor carrier, unit in dB. Value dB-12 corresponds to -12 dB, dB-10 corresponds to -10 dB and so on. See TS 36.213 [23, 16.2.2].

	samePCI-Indicator

This parameter specifies whether the anchor/ non-anchor carrier reuses the same PCI as the EUTRA carrier.

	ul-CarrierConfig

Uplink anchor/ non-anchor carrier used for all unicast transmissions. 

	ul-CarrierFreq

UL carrier frequency as defined in TS 36.101 [42, 5.7.3F]. If absent, the same TX-RX frequency separation and carrier frequency offset as for the anchor carrier applies.


Editor’s Note: It is FFS whether the UL carrier always operates in the same mode of operation (standalone or inband/guardand) than the downlink carrier.
	Conditional presence
	Explanation

	non-anchor-inband
	The field is mandatory present if the anchor/ non-anchor carrier is an inband carrier; otherwise it is not present.

	anchor-guardband-or-standalone
	The field is mandatory present if operationModeInfo is set to guardband or standalone in the MIB; otherwise it is not present.


<Omitted>
–
DL-CarrierConfigCommon-NB
The IE DL-CarrierConfigCommon-NB is used to specify the common configuration of a DL non-anchor carrier in NB-IoT.

DL-CarrierConfigCommon-NB information elements

-- ASN1START

DL-CarrierConfigCommon-NB-r14 ::=
SEQUENCE {


dl-CarrierFreq-r14




CarrierFreq-NB-r13,


downlinkBitmapNonAnchor-r14


CHOICE {



useNoBitmap-r14





NULL,



useAnchorBitmap-r14




NULL,



explicitBitmapConfiguration-r14

DL-Bitmap-NB-r13


},


dl-GapNonAnchor-r14




CHOICE {



useNoGap-r14





NULL,



useAnchorGapConfig-r14



NULL,



explicitGapConfiguration-r14

DL-GapConfig-NB-r13


},



inbandCarrierInfo-r14



SEQUENCE {



samePCI-Indicator-r14



CHOICE
{




samePCI-r14






SEQUENCE {





indexToMidPRB-r14




INTEGER (-55..54) 




},




differentPCI-r14




SEQUENCE {





eutra-NumCRS-Ports-r14



ENUMERATED {same, four}




}



} 
OPTIONAL,

-- Cond anchor-guardband-or-standalone


eutraControlRegionSize-r14


ENUMERATED {n1, n2, n3}



}
OPTIONAL,

-- Cond non-anchor-inband


nrs-PowerOffsetNonAnchor-r14 

ENUMERATED {dB-12, dB-10, dB-8, dB-6, 














dB-4, dB-2, dB0, dB3}
DEFAULT dB0, 


...

}

-- ASN1STOP

	DL-CarrierConfigCommon-NB field descriptions

	dl-CarrierFreq

DL carrier frequency. The downlink carrier is not in a E-UTRA PRB which contains E-UTRA PSS/SSS/PBCH.

	dl-GapNonAnchor

Downlink transmission gap configuration for the non-anchor carrier, see TS 36.211 [21, 10.2.3.4].

	downlinkBitmapNonAnchor

NB-IoT downlink subframe configuration for downlink transmission on the non-anchor carrier. See TS 36.213 [23, 16.4].

	eutraControlRegionSize

Indicates the control region size of the E-UTRA cell for the in-band operation mode, see TS 36.213 [23]. Unit is in number of OFDM symbols. If operationModeInfo in MIB-NB is set to inband-SamePCI or inband-DifferentPCI, it should be set to the value broadcast in SIB1-NB.

	eutra-NumCRS-Ports

Number of E-UTRA CRS antenna ports, either the same number of ports as NRS or 4 antenna ports. See TS 36.211 [21], TS 36.212 [22], and TS 36.213 [23].

	inbandCarrierInfo

Provides the configuration of a non-anchor inband carrier. 
If operationModeInfo is set to standalone in the MIB, E-UTRAN can only configure the field for a non-anchor carrier in dl-ConfigListExt.

	indexToMidPRB

The PRB index is signaled by offset from the middle of the EUTRA system.

	nrs-PowerOffsetNonAnchor

Provides the downlink narrowband reference-signal EPRE offset of the non-anchor carrier relative to the downlink narrowband reference-signal EPRE of the anchor carrier, unit in dB. Value dB-12 corresponds to -12 dB, dB-10 corresponds to -10 dB and so on. See TS 36.213 [23, 16.2.2].

	samePCI-Indicator

This parameter specifies whether the non-anchor carrier reuses the same PCI as the EUTRA carrier.


	Conditional presence
	Explanation

	non-anchor-inband
	The field is mandatory present if the non-anchor carrier is an inband carrier; otherwise it is not present.

	anchor-guardband-or-standalone
	The field is mandatory present, if operationModeInfo is set to guardband or standalone in the MIB; otherwise it is not present.


	The next change


6.7.3.6
NB-IoT Other information elements

<Omitted>
–
UE-Capability-NB
The IE UE-Capability-NB is used to convey the NB-IoT UE Radio Access Capability Parameters, see TS 36.306 [5]. The IE UE-Capability-NB is transferred in NB-IoT only.

UE-Capability-NB information element
-- ASN1START

UE-Capability-NB-r13 ::=

SEQUENCE {


accessStratumRelease-r13

AccessStratumRelease-NB-r13,


ue-Category-NB-r13



ENUMERATED {nb1}




OPTIONAL,


multipleDRB-r13




ENUMERATED {supported}



OPTIONAL,


pdcp-Parameters-r13



PDCP-Parameters-NB-r13



OPTIONAL,


phyLayerParameters-r13


PhyLayerParameters-NB-r13,


rf-Parameters-r13



RF-Parameters-NB-r13,


dummy






SEQUENCE {}






OPTIONAL

}

UE-Capability-NB-Ext-r14-IEs ::=

SEQUENCE {


ue-Category-NB-r14




ENUMERATED {nb2}



OPTIONAL,


mac-Parameters-r14




MAC-Parameters-NB-r14


OPTIONAL,


phyLayerParameters-v1430


PhyLayerParameters-NB-v1430

OPTIONAL,


rf-Parameters-v1430




RF-Parameters-NB-v1430,


nonCriticalExtension



UE-Capability-NB-v1440-IEs

OPTIONAL

}

UE-Capability-NB-v1440-IEs ::=

SEQUENCE {


phyLayerParameters-v1440


PhyLayerParameters-NB-v1440

OPTIONAL,


nonCriticalExtension



UE-Capability-NB-v15xy-IEs

OPTIONAL

}

UE-Capability-NB-v15xy-IEs ::=

SEQUENCE {


phyLayerParameters-v15xy


PhyLayerParameters-NB-v15xy

OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
AccessStratumRelease-NB-r13 ::=

ENUMERATED {rel13, rel14, spare6, spare5, spare4, spare3, spare2, spare1, ...}

PDCP-Parameters-NB-r13

::= SEQUENCE {


supportedROHC-Profiles-r13


SEQUENCE {



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions-r13
ENUMERATED {cs2, cs4, cs8, cs12}
DEFAULT cs2,


...

}

MAC-Parameters-NB-r14

::=

SEQUENCE {


dataInactMon-r14




ENUMERATED {supported}




OPTIONAL,


rai-Support-r14





ENUMERATED {supported}



OPTIONAL

}

PhyLayerParameters-NB-r13
::=

SEQUENCE {


multiTone-r13





ENUMERATED {supported}


OPTIONAL,


multiCarrier-r13





ENUMERATED {supported}


OPTIONAL


}

PhyLayerParameters-NB-v1430
::=

SEQUENCE {


multiCarrier-NPRACH-r14



ENUMERATED {supported}


OPTIONAL,


twoHARQ-Processes-r14



ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-NB-v1440
::=

SEQUENCE {


interferenceRandomisation-r14

ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-NB-v15xy
::=

SEQUENCE {


mixedOperationMode-r15



ENUMERATED {supported}


OPTIONAL

}
RF-Parameters-NB-r13 
::=


SEQUENCE {


supportedBandList-r13



SupportedBandList-NB-r13,


multiNS-Pmax-r13




ENUMERATED {supported}

OPTIONAL

}

RF-Parameters-NB-v1430 ::=


SEQUENCE {


powerClassNB-14dBm-r14



ENUMERATED {supported}

OPTIONAL

}

SupportedBandList-NB-r13 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBand-NB-r13

SupportedBand-NB-r13
::=


SEQUENCE {


band-r13






FreqBandIndicator-NB-r13,


powerClassNB-20dBm-r13



ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-Capability-NB field descriptions

	accessStratumRelease

Set to rel14 in this version of the specification.

	dataInactMon
Indicates whether the UE supports the data inactivity monitoring as specified in TS 36.321 [6].

	dummy
This field is not used in the specification. It shall not be sent by the UE.

	interferenceRandomisation

Indicates whether the UE supports interference randomisation in connected mode as defined in TS.36.211 [21].

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.

	mixedOperationMode
Defines whether the UE supports multi-carrier operation with different operation mode, standalone or inband/guardband, between the anchor carrier and non-anchor carrier, as specified in TS 36.300 [9].

	multiCarrier

Defines whether the UE supports multi -carrier operation.

	multicarrier-NPRACH

Defines whether the UE supports NPRACH on non-anchor carrier as specified in TS 36.321 [6].

	multipleDRB

Defines whether the UE supports multiple DRBs.

	multiNS-Pmax

Defines whether the UE supports the mechanisms defined for NB-IoT cells broadcasting NS-PmaxList-NB.

	multiTone

Defines whether the UE supports UL multi-tone transmissions on NPUSCH.

	powerClassNB-14dBm

Defines whether the UE supports power class 14dBm in all the bands supported by the UE as specified in TS 36.101 [42]. 

If powerClassNB-20dBm is included, the UE shall not include the field powerClassNB-14dBm.

	powerClassNB-20dBm

Defines whether the UE supports power class 20dBm in NB-IoT for the band, as specified in TS 36.101 [42]. If neither powerClassNB-14dBm nor powerClassNB-20dBm is included, UE supports power class 23 dBm in the NB-IoT band.

	rai-Support

Defines whether the UE supports release assistance indication (RAI) as specified in TS 36.321 [6].

	supportedBandList
Includes the supported NB-IoT bands as defined in TS 36.101 [42].

	supportedROHC-Profiles

List of supported ROHC profiles as defined in TS 36.323 [8].

	twoHARQ-Processes

Defines whether the UE supports two HARQ processes operation in DL and UL as specified in TS 36.212 [22] and TS 36.213 [23].

	ue-Category-NB

UE category as defined in TS 36.306 [5]. Value nb1 corresponds to UE category NB1, value nb2 corresponds to UE category NB2. 

A UE shall always include the field ue-Category-NB-r13 in this version of the specification.


NOTE 1:
The IE UE-Capability-NB does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

–
UE-RadioPagingInfo-NB
The IE UE-RadioPagingInfo-NB contains UE NB-IoT capability information needed for paging.

UE-RadioPagingInfo-NB information element

-- ASN1START

UE-RadioPagingInfo-NB-r13 ::=

SEQUENCE {


ue-Category-NB-r13



ENUMERATED {nb1}


OPTIONAL,


...,


[[ multiCarrierPaging-r14

ENUMERATED {true}


OPTIONAL


]],


[[
mixedOperationMode-r15  

ENUMERATED {true}


OPTIONAL

]]
}

-- ASN1STOP

	UE-RadioPagingInfo-NB field descriptions

	mixedOperationMode
Defines whether the UE supports multi-carrier operation with different operation mode, standalone or inband/guardband, between the anchor carrier and non-anchor carrier, as specified in TS 36.300 [9].

	multiCarrierPaging

Indicates whether the UE supports paging on non-anchor carriers as defined in TS 36.304 [4].

	ue-Category-NB

UE NB-IoT category as defined in TS 36.306 [5]. A UE shall always include the field ue-Category-NB-r13 in this version of the specification.


	End of change


