Page 4
Draft prETS 300 ???: Month YYYY


3GPP TSG RAN WG2 Meeting #101bis
R2-1805081
Sanya, P.R. China, 16th – 20th April 2018               Resubmission of R2-1802222
Agenda Item:
9.14.2
Source: 
Huawei, HiSilicon
Title:
Early DL data transmission
Document for:
Discussion and Decision
1 Introduction
A new WID on further NB IoT enhancements and a new WID on ever further enhanced MTC were approved at RAN#75 and revised at RAN#76 and RAN#77[1][2]. 
One of the objective is for further latency and power consumption reduction as follows for NB-IoT and efeMTC:

A-1. Further latency and power consumption reduction

· (NB-IoT) Evaluate power consumption/latency gain and specify necessary support for DL/UL data transmission on a dedicated resource during the Random Access procedure after NPRACH transmission and before the RRC connection setup is completed. [RAN2, RAN1, RAN3] 
· (efeMTC) Evaluate power consumption/latency gain and specify necessary support for DL/UL data transmission on a dedicated resource during the Random Access procedure (after PRACH transmission and before the RRC connection setup is completed) at least in the RRC Suspend/Resume case. [RAN2, RAN1, RAN3]

Early data transmission was discussed in the last three meetings and significant progress was achieved.
	Agreements
- Protocol overhead (MAC/RLC/PDCP/RRC) for EDT is assumed to be 25 bytes for TBS evaluations.
- The minimum possible TB size is assumed to be around 320 bits based on the values in (N)PUSCH tables.
- If new UL grant format is defined, it does not need to be backwards compatible.
- Same RAR format is used for EDT UEs.

- The EDT UL grant shall always allow the max TB size broadcasted in system information unless the provided UL grant is for legacy Msg3.
- The EDT UL grant shall allow the UE to choose an appropriate TB size, MCS, repetitions, and RUs (for NB-IoT) from a set of TB sizes provided based on the UL data. It is FFS how the set of possible TB sizes, MCS, repetitions, and RUs (for NB-IoT) is provided, e.g. hardcoded in the specs. This is pending RAN1 confirmation.

- RAN2 assumes that 8 possible candidate values for the maximum TB size broadcasted in system information. RAN2 assumes that for each maximum TB size broadcasted, up to 4 possible TB sizes, i.e. blind decoding options, are allowed.

- For eMTC, the reserved bit in MAC RAR can be used for the EDT feature in eMTC only if it is necessary.
- Send an LS reply to RAN1 capturing the agreements above including the agreement on the maximum and minimum possible TB sizes and ask RAN1 for confirmation.




In this document, we will discuss DL-initiated early data transmission.
2 Discussion
As shown above, it has been agreed that UE supporting EDT shall support both UL and DL EDT.
For DL-initiated early data transmission, in order to reuse the procedure of UL-initiated early data transmission and reduce the impact on current specification, we can assume that UE will be aware of the possibility of using early data transmission according to the service/ application characteristics. Then the following procedures can be used for DL-initiated early data transmission in the CP solution and the UP solution. 

2.1 CP solution
The DL-initiated data transmission for CP solution is depicted below.
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Figure 1 Example of CP solution for DL-initiated early data transmission in Msg4

The steps different from UL-initiated early data transmission are briefly described below:
0. The eNB broadcasts support for early data transmission.

1. S-GW indicates to the MME the DL data notification.
2/3. MME/eNB transmits the paging message as in the legacy procedure.

B. Upon receiving the paging message, UE determines that early data transmission can be used and selects a PRACH resource based on the announced resources.

4/5. The same as the steps for UL-initiated early data transmission.

6. UE sends RRCEarlyDataRequest message to eNB to request early data transmission.
9-11. The same as the steps UL-initiated early data transmission.
From the above description, it can observed that there is not many differences for the CP solution between UL-initiated early data transmission and DL-initiated early data transmission.
2.2 UP solution
The DL-initiated early data transmission for UP solution is depicted below.
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 Figure 2 Example of UP solution for DL-initiated early data transmission in Msg4

The steps different from UL-initiated early data transmission are briefly described below:

0. The eNB broadcasts support for early data transmission.
1. S-GW indicates to the MME the DL data notification.

2/3. MME/eNB transmits the paging message as in the legacy procedure.

B. Upon receiving the paging message, UE determines that early data transmission can be used and selects a PRACH resource based on the announced resources.

4/5. The same as the steps for UL-initiated early data transmission.

6. UE sends RRCConnectionResumeRequest message to eNB and optionally indicates either no UL data in Msg3 or no further more DL data after Msg4.

9-11. the same as the steps for UL-initiated early data transmission.
From the above description, it can be observed that there is not many differences for the UP solution between UL-initiated early data transmission and DL-initiated early data transmission.
Proposal 1: For the CP solution, DL-initiated early data transmission reuses the procedure for UL-initiated data transmission.

Proposal 2: For the UP solution, DL-initiated early data transmission reuses the procedure for UL-initiated early data transmission.
3 Conclusion 
In this paper, we discussed DL-initiated early data transmission and proposed: 
Proposal 1: For the CP solution, DL-initiated early data transmission reuses the procedure for UL-initiated data transmission.

Proposal 2: For the UP solution, DL-initiated early data transmission reuses the procedure for UL-initiated early data transmission.
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