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1. Overall Description:

RAN2 thanks RAN4 for their LS on signalling CRS muting information for MTC UEs. RAN2 has discussed the topic and informs RAN4 on the following agreements: 
On UE capability signalling for CRS muting:

· The UE shall indicate whether it relies on CRS outside a particular bandwidth, i.e. narrowband (6 PRBs) or wideband (24 PRBs) as a capability.
On network indication of CRS muting and the number of PRBs where CRS is transmitted:

· The network indicates whether CRS muting is enabled in the serving cell via system information broadcast.
· If CRS muting is enabled, the network indicates the number of PRBs in the central frequency of the cell bandwidth, i.e. 6 PRBs or 24 PRBs, via system information broadcast.
RAN2 further discussed on how information on CRS muting configuration is provided for UEs in connected mode. Dedicated signalling can be used, and the following was agreed to make it possible UE enables CRS muting in sync with system information change:

· Introduce a flag in the dedicated signalling that provides the bandwidth reduced versions of SIB1 and SIB2 to indicate that the provided system information message is valid from next modification period on.

For the handover case, the CRS muting configuration in dedicated version of SIB1 or SIB2 can be provided as part of the handover command message to source eNB. 
2. Actions:

To RAN4:
ACTION: 
RAN2 kindly asks RAN4 to take the above RAN2 agreements on signalling CRS muting information into account. 
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #102

21 - 25 May 2018, 


South Korea

TSG RAN2 Meeting #103 
20 - 24 August 2018, 


Gothenburg, Sweden


