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for EDT, the available set of PRACH resources associated with EDT for each enhanced coverage level, prach-ConfigIndex.
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Editor’s note: Details on PRACH resource partitioning for EDT is FFS. 

In subclause 5.1.4, following notes are added.

Editor’s note: It is FFS how MAC/RRC interaction is modeled and what are the actions when EDT was initiated and the UL grant provided in Random Access Response message is for legacy Msg3.
Editor’s note: It is FFS what happens when the maximum TBS for EDT for the enhanced coverage level broadcast in system information is smaller than the size of Msg3 in the Msg3 buffer in case UE considers to be in the next enhanced coverage level.
In subclause 5.4.5, following is added

For EDT, the MAC entity shall not generate a BSR MAC control element if new transmission is for Msg3.
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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

BL


Bandwidth reduced Low complexity
BR


Bandwidth Reduced

BSR


Buffer Status Report

C-RNTI


Cell RNTI

CBR


Channel Busy Ratio

CC-RNTI


Common Control RNTI

CQI


Channel Quality Indicator

CRI


CSI-RS Resource Indicator

CSI


Channel State Information
EDT


Early Data Transmission
eIMTA


Enhanced Interference Management and Traffic Adaptation

eIMTA-RNTI


Enhanced Interference Management and Traffic Adaptation - RNTI

E-UTRA


Evolved UMTS Terrestrial Radio Access

E-UTRAN


Evolved UMTS Terrestrial Radio Access Network
G-RNTI


Group RNTI
MAC


Medium Access Control

MCG


Master Cell Group

M-RNTI


MBMS RNTI

MPDCCH


MTC Physical Downlink Control Channel

LCG


Logical Channel Group
NB-IoT


Narrow Band Internet of Things

NPDCCH


Narrowband Physical Downlink Control Channel

NPDSCH


Narrowband Physical Downlink Shared channel
NPRACH


Narrowband Physical Random Access Control Channel
NPUSCH


Narrowband Physical Uplink Shared channel
PCell


Primary Cell

PSCell


Primary Secondary Cell

PHR


Power Headroom Report

PMI


Precoding Matrix Index

PPPP


ProSe Per-Packet Priority

P-RNTI


Paging RNTI

ProSe


Proximity-based Services

pTAG


Primary Timing Advance Group 

PTI


Precoding Type Indicator

RA-RNTI


Random Access RNTI

RAI


Release Assistance Indication 

RI


Rank Indicator

RN


Relay Node

RNTI


Radio Network Temporary Identifier

SCell


Secondary Cell

SC-FDM


Single-Carrier Frequency Division Multiplexing

SCG


Secondary Cell Group

SCI


Sidelink Control Information

SC-N-RNTI


Single Cell Notification RNTI
SC-PTM


Single Cell Point to Multipoint
SC-RNTI


Single Cell RNTI

SI-RNTI


System Information RNTI

SL


Sidelink

SL-RNTI


Sidelink RNTI

SL-V-RNTI


Sidelink V2X RNTI

SR


Scheduling Request

SRS


Sounding Reference Symbols

SRS-TPC-RNTI


Sounding Reference Symbols-Transmit Power Control-RNTI

SpCell


Special Cell

sTAG


Secondary Timing Advance Group

TAG


Timing Advance Group

TB


Transport Block

TPC-PUCCH-RNTI
Transmit Power Control-Physical Uplink Control Channel-RNTI

TPC-PUSCH-RNTI
Transmit Power Control-Physical Uplink Shared Channel-RNTI

V2X


Vehicle-to-Everything
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5
MAC procedures

5.1
Random Access procedure

5.1.1
Random Access Procedure initialization

The Random Access procedure described in this subclause is initiated by a PDCCH order, by the MAC sublayer itself or by the RRC sublayer. Random Access procedure on an SCell shall only be initiated by a PDCCH order. If a MAC entity receives a PDCCH transmission consistent with a PDCCH order [5] masked with its C-RNTI, and for a specific Serving Cell, the MAC entity shall initiate a Random Access procedure on this Serving Cell. For Random Access on the SpCell a PDCCH order or RRC optionally indicate the ra-PreambleIndex and the ra-PRACH-MaskIndex, except for NB-IoT where the subcarrier index is indicated; and for Random Access on an SCell, the PDCCH order indicates the ra-PreambleIndex with a value different from 000000 and the ra-PRACH-MaskIndex. For the pTAG preamble transmission on PRACH and reception of a PDCCH order are only supported for SpCell. If the UE is an NB-IoT UE, the Random Access procedure is performed on the anchor carrier or one of the non-anchor carriers for which PRACH resource has been configured in system information.

Before the procedure can be initiated, the following information for related Serving Cell is assumed to be available for UEs other than NB-IoT UEs, BL UEs or UEs in enhanced coverage [8], unless explicitly stated otherwise:

-
the available set of PRACH resources for the transmission of the Random Access Preamble, prach-ConfigIndex.

-
the groups of Random Access Preambles and the set of available Random Access Preambles in each group (SpCell only):


The preambles that are contained in Random Access Preambles group A and Random Access Preambles group B are calculated from the parameters numberOfRA-Preambles and sizeOfRA-PreamblesGroupA:


If sizeOfRA-PreamblesGroupA is equal to numberOfRA-Preambles then there is no Random Access Preambles group B. The preambles in Random Access Preamble group A are the preambles 0 to sizeOfRA-PreamblesGroupA – 1 and, if it exists, the preambles in Random Access Preamble group B are the preambles sizeOfRA-PreamblesGroupA to numberOfRA-Preambles – 1 from the set of 64 preambles as defined in [7].

-
if Random Access Preambles group B exists, the thresholds, messagePowerOffsetGroupB and messageSizeGroupA, the configured UE transmitted power of the Serving Cell performing the Random Access Procedure, PCMAX, c [10], and the offset between the preamble and Msg3, deltaPreambleMsg3, that are required for selecting one of the two groups of Random Access Preambles (SpCell only).

-
the RA response window size ra-ResponseWindowSize.

-
the power-ramping factor powerRampingStep.

-
the maximum number of preamble transmission preambleTransMax.

-
the initial preamble power preambleInitialReceivedTargetPower.

-
the preamble format based offset DELTA_PREAMBLE (see subclause 7.6).

-
the maximum number of Msg3 HARQ transmissions maxHARQ-Msg3Tx (SpCell only).
-
the Contention Resolution Timer mac-ContentionResolutionTimer (SpCell only).

NOTE:
The above parameters may be updated from upper layers before each Random Access procedure is initiated.

The following information for related Serving Cell is assumed to be available before the procedure can be initiated for NB-IoT UEs, BL UEs or UEs in enhanced coverage [8]:
-
if the UE is a BL UE or a UE in enhanced coverage:
-
the available set of PRACH resources associated with each enhanced coverage level supported in the Serving Cell for the transmission of the Random Access Preamble, prach-ConfigIndex.
-
for EDT, the available set of PRACH resources associated with EDT for each enhanced coverage level, prach-ConfigIndex.

-

the groups of Random Access Preambles and the set of available Random Access Preambles in each group(SpCell only):

-
If sizeOfRA-PreamblesGroupA is not equal to numberOfRA-Preambles:
-
Random Access Preambles group A and B exist and are calculated as above; 
-
else:

-
the preambles that are contained in Random Access Preamble groups for each enhanced coverage level, if it exists, are the preambles firstPreamble to lastPreamble.
NOTE:
When a PRACH resource is shared for multiple enhanced coverage levels, and enhanced coverage levels are differentiated by different preamble indices, Group A and Group B is not used for this PRACH resource.

-
if the UE is an NB-IoT UE:

-
the available set of PRACH resources supported in the Serving Cell on the anchor carrier, nprach-ParametersList, and on the non-anchor carriers, in ul-ConfigList.
-
for EDT, the available set of PRACH resources associated with EDT on anchor carrier, nprach-ParametersList-EDT, and on the non-anchor carriers, in ul-ConfigList.
-
for random access resource selection and preamble transmission:

-
a PRACH resource is mapped into an enhanced coverage level.

-
each PRACH resource contains a set of nprach-NumSubcarriers subcarriers which can be partitioned into one or two groups for single/multi-tone Msg3 transmission by nprach-SubcarrierMSG3-RangeStart and nprach-NumCBRA-StartSubcarriers as specified in TS 36.211 [7, 10.1.6.1]. Each group is referred to as a Random Access Preamble group below in the procedure text.

-
a subcarrier is identified by the subcarrier index in the range:
[nprach-SubcarrierOffset, nprach-SubcarrierOffset + nprach-NumSubcarriers -1]

-
each subcarrier of a Random Access Preamble group corresponds to a Random Access Preamble.

-
when the subcarrier index is explicitly sent from the eNB as part of a PDCCH order ra-PreambleIndex shall be set to the signalled subcarrier index.

-
the mapping of the PRACH resources into enhanced coverage levels is determined according to the following:

-
the number of enhanced coverage levels is equal to one plus the number of RSRP thresholds present in rsrp-ThresholdsPrachInfoList.

-
each enhanced coverage level has one anchor carrier PRACH resource present in nprach-ParametersList and zero or one PRACH resource for each non-anchor carrier signalled in ul-ConfigList.
-
for EDT, each enhanced coverage level has zero or one anchor carrier PRACH resource present in nprach-ParametersList-EDT and zero or one PRACH resource for each non-anchor carrier signalled in ul-ConfigList.
-
enhanced coverage levels are numbered from 0 and the mapping of PRACH resources to enhanced coverage levels are done in increasing numRepetitionsPerPreambleAttempt order.

-
when multiple carriers provide PRACH resources for the same enhanced coverage level, the UE will randomly select one of them using the following selection probabilities:

-
the selection probability of the anchor carrier PRACH resource for the given enhanced coverage level, nprach-ProbabilityAnchor, is given by the corresponding entry in nprach-ProbabilityAnchorList

-
the selection probability is equal for all non-anchor carrier PRACH resources and the probability of selecting one PRACH resource on a given non-anchor carrier is (1- nprach-ProbabilityAnchor)/(number of non-anchor NPRACH resources)

-
the criteria to select PRACH resources based on RSRP measurement per enhanced coverage level supported in the Serving Cell rsrp-ThresholdsPrachInfoList.

-
the maximum number of preamble transmission attempts per enhanced coverage level supported in the Serving Cell maxNumPreambleAttemptCE.

-
the number of repetitions required for preamble transmission per attempt for each enhanced coverage level supported in the Serving Cell numRepetitionPerPreambleAttempt.

-
the configured UE transmitted power of the Serving Cell performing the Random Access Procedure, PCMAX, c [10].

-
the RA response window size ra-ResponseWindowSize and the Contention Resolution Timer mac-ContentionResolutionTimer (SpCell only) per enhanced coverage level supported in the Serving Cell.
-
for EDT, the Contention Resolution Timer mac-ContentionResolutionTimer configured for EDT (SpCell only) per enhanced coverage level supported in the Serving Cell.
-
the power-ramping factor powerRampingStep and optionally powerRampingStepCE1.

-
the maximum number of preamble transmission preambleTransMax-CE. 

-
the initial preamble power preambleInitialReceivedTargetPower and optionally preambleInitialReceivedTargetPowerCE1.

-
the preamble format based offset DELTA_PREAMBLE (see subclause 7.6). For NB-IoT the DELTA_PREAMBLE is set to 0.

-
for NB-IoT, the use of contention free random access ra-CFRA-Config.
The Random Access procedure shall be performed as follows:

-
Flush the Msg3 buffer;

-
set the PREAMBLE_TRANSMISSION_COUNTER to 1;

-
if the UE is an NB-IoT UE, a BL UE or a UE in enhanced coverage:

-
set the PREAMBLE_TRANSMISSION_COUNTER_CE to 1;

-
if the starting enhanced coverage level, or for NB-IoT the starting number of NPRACH repetitions, has been indicated in the PDCCH order which initiated the Random Access procedure, or if the starting enhanced coverage level has been provided by upper layers:

-
the MAC entity considers itself to be in that enhanced coverage level regardless of the measured RSRP;

-
else:

-
if the RSRP threshold of enhanced coverage level 3 is configured by upper layers in rsrp-ThresholdsPrachInfoList and the measured RSRP is less than the RSRP threshold of enhanced coverage level 3 and the UE is capable of enhanced coverage level 3 then:

-
the MAC entity considers to be in enhanced coverage level 3;

-
else if the RSRP threshold of enhanced coverage level 2 configured by upper layers in rsrp-ThresholdsPrachInfoList and the measured RSRP is less than the RSRP threshold of enhanced coverage level 2 and the UE is capable of enhanced coverage level 2 then:

-
the MAC entity considers to be in enhanced coverage level 2;

-
else if the measured RSRP is less than the RSRP threshold of enhanced coverage level 1 as configured by upper layers in rsrp-ThresholdsPrachInfoList then:

-
the MAC entity considers to be in enhanced coverage level 1;

-
else:

-
the MAC entity considers to be in enhanced coverage level 0;

-
set the backoff parameter value to 0 ms;

-
for the RN, suspend any RN subframe configuration; 

-
proceed to the selection of the Random Access Resource (see subclause 5.1.2).

NOTE:
There is only one Random Access procedure ongoing at any point in time in a MAC entity. If the MAC entity receives a request for a new Random Access procedure while another is already ongoing in the MAC entity, it is up to UE implementation whether to continue with the ongoing procedure or start with the new procedure.

NOTE:
An NB-IoT UE measures RSRP on the anchor carrier.

5.1.2
Random Access Resource selection

The Random Access Resource selection procedure shall be performed as follows: 
-
For BL UEs or UEs in enhanced coverage, select the PRACH resource set corresponding to the selected enhanced coverage level. If EDT was initiated, the PRACH resource set shall correspond to the set associated with EDT for the selected enhanced coverage level.
Editor’s note: It is assumed that if EDT is initiated, the PRACH resource for EDT is avaialble and potential message size (UL data available for transmission plus MAC header and, where required, MAC control elements) is less than or equal to maximum UL grant size for Msg3 broadcast for the selected enhanced coverage level.
-
If, except for NB-IoT, ra-PreambleIndex (Random Access Preamble) and ra-PRACH-MaskIndex (PRACH Mask Index) have been explicitly signalled and ra-PreambleIndex is not 000000:

-
the Random Access Preamble and the PRACH Mask Index are those explicitly signalled;

-
else, for NB-IoT, if ra-PreambleIndex (Random Access Preamble) and PRACH resource have been explicitly signalled:

-
the PRACH resource is that explicitly signalled;
-
if the ra-PreambleIndex signalled is not 000000:

-
if ra-CFRA-Config is configured:

-
the Random Access Preamble is set to nprach-SubcarrierOffset + nprach-NumCBRA-StartSubcarriers + (ra-PreambleIndex modulo (nprach-NumSubcarriers - nprach-NumCBRA-StartSubcarriers)), where nprach-SubcarrierOffset, nprach-NumCBRA-StartSubcarriers and nprach-NumSubcarriers are parameters in the currently used PRACH resource.

-
else:

-
the Random Access Preamble is set to nprach-SubcarrierOffset + (ra-PreambleIndex modulo nprach-NumSubcarriers), where nprach-SubcarrierOffset and nprach-NumSubcarriers are parameters in the currently used PRACH resource.
-
else:

-
select the Random Access Preamble group according to the PRACH resource and the support for multi-tone Msg3 transmission. A UE supporting multi-tone Msg3 shall only select the single-tone Msg3 Random Access Preambles group if there is no multi-tone Msg3 Random Access Preambles group.
-
randomly select a Random Access Preamble within the selected group.

-
else the Random Access Preamble shall be selected by the MAC entity as follows:

-
For BL UEs or UEs in enhanced coverage, if EDT was initiated, select the Random Access Preambles group corresponding to PRACH resource for EDT for the selected enhanced coverage level. Otherwise, if Random Access Preamble group B does not exist, select the Random Access Preambles group corresponding to the selected enhanced coverage level.
-
For NB-IoT, randomly select one of the PRACH resources corresponding to the selected enhanced coverage level according to the configured probability distribution, and select the Random Access Preambles group corresponding to the PRACH resource and the support for multi-tone Msg3 transmission. A UE supporting multi-tone Msg3 shall only select the single-tone Msg3 Random Access Preambles group if there is no multi-tone Msg3 Random Access Preambles group. If EDT was initiated, the PRACH resource shall correspond to resource associated with EDT for the selected enhanced coverage level.
Editor’s note: Details on PRACH resource partitioning for EDT is FFS.
-
Except for BL UEs or UEs in enhanced coverage in case preamble group B does not exist, or except for NB-IoT UEs, if Msg3 has not yet been transmitted, the MAC entity shall:
-
if Random Access Preambles group B exists and any of the following events occur:

-
the potential message size (UL data available for transmission plus MAC header and, where required, MAC control elements) is greater than messageSizeGroupA and the pathloss is less than PCMAX,c (of the Serving Cell performing the Random Access Procedure) – preambleInitialReceivedTargetPower – deltaPreambleMsg3 – messagePowerOffsetGroupB;
-
the Random Access procedure was initiated for the CCCH logical channel and the CCCH SDU size plus MAC header is greater than messageSizeGroupA;
-
select the Random Access Preambles group B;

-
else:

-
select the Random Access Preambles group A.

-
else, if Msg3 is being retransmitted, the MAC entity shall:

-
select the same group of Random Access Preambles as was used for the preamble transmission attempt corresponding to the first transmission of Msg3.

-
randomly select a Random Access Preamble within the selected group. The random function shall be such that each of the allowed selections can be chosen with equal probability;

-
except for NB-IoT, set PRACH Mask Index to 0.

-
determine the next available subframe containing PRACH permitted by the restrictions given by the prach-ConfigIndex (except for NB-IoT), the PRACH Mask Index (except for NB-IoT, see subclause 7.3), physical layer timing requirements [2] and in case of NB-IoT, the subframes occupied by PRACH resources related to a higher enhanced coverage level (a MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH subframe);

-
if the transmission mode is TDD and the PRACH Mask Index is equal to zero:

-
if ra-PreambleIndex was explicitly signalled and it was not 000000 (i.e., not selected by MAC):

-
randomly select, with equal probability, one PRACH from the PRACHs available in the determined subframe.

-
else:

-
randomly select, with equal probability, one PRACH from the PRACHs available in the determined subframe and the next two consecutive subframes.

-
else:

-
determine a PRACH within the determined subframe in accordance with the requirements of the PRACH Mask Index, if any.
-
for NB-IoT UEs, BL UEs or UEs in enhanced coverage, select the ra-ResponseWindowSize and mac-ContentionResolutionTimer corresponding to the selected enhanced coverage level and PRACH.
-
proceed to the transmission of the Random Access Preamble (see subclause 5.1.3).
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5.1.4
Random Access Response reception

Once the Random Access Preamble is transmitted and regardless of the possible occurrence of a measurement gap or a Sidelink Discovery Gap for Transmission or a Sidelink Discovery Gap for Reception, and regardless of the prioritization of V2X sidelink communication described in subclause 5.14.1.2.2, the MAC entity shall monitor the PDCCH of the SpCell for Random Access Response(s) identified by the RA-RNTI defined below, in the RA Response window which starts at the subframe that contains the end of the preamble transmission [7] plus three subframes and has length ra-ResponseWindowSize. If the UE is a BL UE or a UE in enhanced coverage, RA Response window starts at the subframe that contains the end of the last preamble repetition plus three subframes and has length ra-ResponseWindowSize for the corresponding enhanced coverage level. If the UE is an NB-IoT UE, in case the number of NPRACH repetitions is greater than or equal to 64, RA Response window starts at the subframe that contains the end of the last preamble repetition plus 41 subframes and has length ra-ResponseWindowSize for the corresponding enhanced coverage level, and in case the number of NPRACH repetitions is less than 64, RA Response window starts at the subframe that contains the end of the last preamble repetition plus 4 subframes and has length ra-ResponseWindowSize for the corresponding enhanced coverage level. The RA-RNTI associated with the PRACH in which the Random Access Preamble is transmitted, is computed as:

RA-RNTI= 1 + t_id + 10*f_id

where t_id is the index of the first subframe of the specified PRACH (0≤ t_id <10), and f_id is the index of the specified PRACH within that subframe, in ascending order of frequency domain (0≤ f_id< 6) except for NB-IoT UEs, BL UEs or UEs in enhanced coverage. If the PRACH resource is on a TDD carrier, the f_id is set to 
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, where 
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 is defined in Section 5.7.1 of [7].

For BL UEs and UEs in enhanced coverage, RA-RNTI associated with the PRACH in which the Random Access Preamble is transmitted, is computed as:

RA-RNTI=1+t_id + 10*f_id + 60*(SFN_id mod (Wmax/10))
where t_id is the index of the first subframe of the specified PRACH (0≤ t_id <10), f_id is the index of the specified PRACH within that subframe, in ascending order of frequency domain (0≤ f_id< 6), SFN_id is the index of the first radio frame of the specified PRACH, and Wmax is 400, maximum possible RAR window size in subframes for BL UEs or UEs in enhanced coverage. If the PRACH resource is on a TDD carrier, the f_id is set to 
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, where 
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 is defined in Section 5.7.1 of [7].

For NB-IoT UEs, the RA-RNTI associated with the PRACH in which the Random Access Preamble is transmitted, is computed as:

RA-RNTI=1 + floor(SFN_id/4) + 256*carrier_id
where SFN_id is the index of the first radio frame of the specified PRACH and carrier_id is the index of the UL carrier associated with the specified PRACH. The carrier_id of the anchor carrier is 0.
The MAC entity may stop monitoring for Random Access Response(s) after successful reception of a Random Access Response containing Random Access Preamble identifiers that matches the transmitted Random Access Preamble.

-
If a downlink assignment for this TTI has been received on the PDCCH for the RA-RNTI and the received TB is successfully decoded, the MAC entity shall regardless of the possible occurrence of a measurement gap or a Sidelink Discovery Gap for Transmission or a Sidelink Discovery Gap for Reception, and regardless of the prioritization of V2X sidelink communication described in subclause 5.14.1.2.2:

-
if the Random Access Response contains a Backoff Indicator subheader:

-
set the backoff parameter value as indicated by the BI field of the Backoff Indicator subheader and Table 7.2-1, except for NB-IoT where the value from Table 7.2-2 is used.

-
else, set the backoff parameter value to 0 ms.

-
if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble (see subclause 5.1.3), the MAC entity shall:

-
consider this Random Access Response reception successful and apply the following actions for the serving cell where the Random Access Preamble was transmitted:
-
process the received Timing Advance Command (see subclause 5.2);

-
indicate the preambleInitialReceivedTargetPower and the amount of power ramping applied to the latest preamble transmission to lower layers (i.e., (PREAMBLE_TRANSMISSION_COUNTER – 1) * powerRampingStep);

-
if the SCell is configured with ul-Configuration-r14, ignore the received UL grant otherwise process the received UL grant value and indicate it to the lower layers;

-
if, except for NB-IoT, ra-PreambleIndex was explicitly signalled and it was not 000000 (i.e., not selected by MAC):

-
consider the Random Access procedure successfully completed. 
-
else if, the UE is an NB-IoT UE, ra-PreambleIndex was explicitly signalled and it was not 000000 (i.e., not selected by MAC) and ra-CFRA-Config is configured:

-
consider the Random Access procedure successfully completed.

-
the UL grant provided in the Random Access Response message is valid only for the configured carrier.

-
else:

 -
if the Random Access Preamble was selected by the MAC entity; or

-
if the UE is an NB-IoT UE, the ra-PreambleIndex was explicitly signalled and it was not 000000 and ra-CFRA-Config is not configured:

-
set the Temporary C-RNTI to the value received in the Random Access Response message no later than at the time of the first transmission corresponding to the UL grant provided in the Random Access Response message;

-
if this is the first successfully received Random Access Response within this Random Access procedure:

-
if the transmission is not being made for the CCCH logical channel, indicate to the Multiplexing and assembly entity to include a C-RNTI MAC control element in the subsequent uplink transmission;

-
obtain the MAC PDU to transmit from the "Multiplexing and assembly" entity and store it in the Msg3 buffer.

Editor’s note: It is FFS how MAC/RRC interaction is modeled and what are the actions when EDT was initiated and the UL grant provided in Random Access Response message is for legacy Msg3. 
NOTE:
When an uplink transmission is required, e.g., for contention resolution, the eNB should not provide a grant smaller than 56 bits (or 88 bits for NB-IoT) in the Random Access Response.
NOTE:
If within a Random Access procedure, an uplink grant provided in the Random Access Response for the same group of Random Access Preambles has a different size than the first uplink grant allocated during that Random Access procedure, the UE behavior is not defined.

If no Random Access Response or, for NB-IoT UEs, BL UEs or UEs in enhanced coverage for mode B operation, no PDCCH scheduling Random Access Response is received within the RA Response window, or if none of all received Random Access Responses contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble, the Random Access Response reception is considered not successful and the MAC entity shall:

-
if the notification of power ramping suspension has not been received from lower layers:

-
increment PREAMBLE_TRANSMISSION_COUNTER by 1;

-
if the UE is an NB-IoT UE, a BL UE or a UE in enhanced coverage:

-
if PREAMBLE_TRANSMISSION_COUNTER = preambleTransMax-CE + 1:

-
if the Random Access Preamble is transmitted on the SpCell:

-
indicate a Random Access problem to upper layers;
-
if NB-IoT:

-
consider the Random Access procedure unsuccessfully completed;
-
else:

-
if PREAMBLE_TRANSMISSION_COUNTER = preambleTransMax + 1:

-
if the Random Access Preamble is transmitted on the SpCell:

-
indicate a Random Access problem to upper layers;

-
if the Random Access Preamble is transmitted on an SCell:

-
consider the Random Access procedure unsuccessfully completed.

-
if in this Random Access procedure, the Random Access Preamble was selected by MAC:

-
based on the backoff parameter, select a random backoff time according to a uniform distribution between 0 and the Backoff Parameter Value;

-
delay the subsequent Random Access transmission by the backoff time;
-
else if the SCell where the Random Access Preamble was transmitted is configured with ul-Configuration-r14:

-
delay the subsequent Random Access transmission until the Random Access Procedure is initiated by a PDCCH order with the same ra-PreambleIndex and ra-PRACH-MaskIndex;

-
if the UE is an NB-IoT UE, a BL UE or a UE in enhanced coverage:

-
increment PREAMBLE_TRANSMISSION_COUNTER_CE by 1;
-
if PREAMBLE_TRANSMISSION_COUNTER_CE = maxNumPreambleAttemptCE for the corresponding enhanced coverage level + 1:

-
reset PREAMBLE_TRANSMISSION_COUNTER_CE;

-
consider to be in the next enhanced coverage level, if it is supported by the Serving Cell and the UE, otherwise stay in the current enhanced coverage level; 
Editor’s note: It is FFS what happens when the maximum TBS for EDT for the enhanced coverage level broadcast in system information is smaller than the size of Msg3 in the Msg3 buffer in case UE considers to be in the next enhanced coverage level. 
-
if the UE is an NB-IoT UE:

-
if the Random Access Procedure was initiated by a PDCCH order:

-
select the PRACH resource in the list of UL carriers providing a PRACH resource for the selected enhanced coverage level for which the carrier index is equal to ((Carrier Indication from the PDCCH order) modulo (Number of PRACH resources in the selected enhanced coverage));

-
consider the selected PRACH resource as explicitly signalled;
-
proceed to the selection of a Random Access Resource (see subclause 5.1.2).

5.1.5
Contention Resolution

Contention Resolution is based on either C-RNTI on PDCCH of the SpCell or UE Contention Resolution Identity on DL-SCH.

Once Msg3 is transmitted, the MAC entity shall:

-
except for a BL UE or a UE in enhanced coverage, or an NB-IoT UE, start mac-ContentionResolutionTimer and restart mac-ContentionResolutionTimer at each HARQ retransmission;

-
for a BL UE or a UE in enhanced coverage, or an NB-IoT UE, start mac-ContentionResolutionTimer and restart mac-ContentionResolutionTimer at each HARQ retransmission of the bundle in the subframe containing the last repetition of the corresponding PUSCH transmission;
-
regardless of the possible occurrence of a measurement gap or Sidelink Discovery Gap for Reception, monitor the PDCCH until mac-ContentionResolutionTimer expires or is stopped;

-
if notification of a reception of a PDCCH transmission is received from lower layers, the MAC entity shall:

-
if the C-RNTI MAC control element was included in Msg3:

-
if the Random Access procedure was initiated by the MAC sublayer itself or by the RRC sublayer and the PDCCH transmission is addressed to the C-RNTI and contains an UL grant for a new transmission; or 

-
if the Random Access procedure was initiated by a PDCCH order and the PDCCH transmission is addressed to the C-RNTI: 

-
consider this Contention Resolution successful;

-
stop mac-ContentionResolutionTimer;

-
discard the Temporary C-RNTI;
-
if the UE is an NB-IoT UE:

-
the UL grant or DL assignment contained in the PDCCH transmission is valid only for the configured carrier.
-
consider this Random Access procedure successfully completed.

-
else if the CCCH SDU was included in Msg3 and the PDCCH transmission is addressed to its Temporary C-RNTI:

-
if the MAC PDU is successfully decoded:

-
stop mac-ContentionResolutionTimer;

-
if the MAC PDU contains a UE Contention Resolution Identity MAC control element; and

-
if the UE Contention Resolution Identity included in the MAC control element matches the 48 first bits of the CCCH SDU transmitted in Msg3:

-
consider this Contention Resolution successful and finish the disassembly and demultiplexing of the MAC PDU;

-
set the C-RNTI to the value of the Temporary C-RNTI;

-
discard the Temporary C-RNTI;

-
consider this Random Access procedure successfully completed.

-
else

-
discard the Temporary C-RNTI;

-
consider this Contention Resolution not successful and discard the successfully decoded MAC PDU.

-
if mac-ContentionResolutionTimer expires:
-
for BL UEs or UEs in CE or NB-IoT UEs:

-
if notification of a reception of a PDCCH transmission has been received from lower layers before mac-ContentionResolutionTimer expired; and

-
if the MAC PDU received until the subframe that contains the last repetition of the corresponding PDSCH transmission is successfully decoded; and

-
if the MAC PDU contains a UE Contention Resolution Identity MAC control element; and

-
if the UE Contention Resolution Identity included in the MAC control element matches the 48 first bits of the CCCH SDU transmitted in Msg3:

-
consider this Contention Resolution successful and finish the disassembly and demultiplexing of the MAC PDU;

-
set the C-RNTI to the value of the Temporary C-RNTI;

-
discard the Temporary C-RNTI;

-
consider this Random Access procedure successfully completed.

-
else:

-
discard the Temporary C-RNTI;

-
consider this Contention Resolution not successful.

-
except for BL UEs or UEs in CE or NB-IoT UEs:
-
discard the Temporary C-RNTI;

-
consider the Contention Resolution not successful.

-
if the Contention Resolution is considered not successful the MAC entity shall:

-
flush the HARQ buffer used for transmission of the MAC PDU in the Msg3 buffer;

-
if the notification of power ramping suspension has not been received from lower layers:

-
increment PREAMBLE_TRANSMISSION_COUNTER by 1; 

-
if the UE is an NB-IoT UE, a BL UE or a UE in enhanced coverage:

-
if PREAMBLE_TRANSMISSION_COUNTER = preambleTransMax-CE + 1:

-
indicate a Random Access problem to upper layers.
-
if NB-IoT:

-
consider the Random Access procedure unsuccessfully completed;
-
else:

-
if PREAMBLE_TRANSMISSION_COUNTER = preambleTransMax + 1:

-
indicate a Random Access problem to upper layers.

-
based on the backoff parameter, select a random backoff time according to a uniform distribution between 0 and the Backoff Parameter Value;

-
delay the subsequent Random Access transmission by the backoff time;

-
proceed to the selection of a Random Access Resource (see subclause 5.1.2).
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5.4
UL-SCH data transfer
	Skipped


5.4.5
Buffer Status Reporting

The Buffer Status reporting procedure is used to provide the serving eNB with information about the amount of data available for transmission in the UL buffers associated with the MAC entity. RRC controls BSR reporting by configuring the three timers periodicBSR-Timer, retxBSR-Timer and logicalChannelSR-ProhibitTimer and by, for each logical channel, optionally signalling logicalChannelGroup which allocates the logical channel to an LCG [8].

For the Buffer Status reporting procedure, the MAC entity shall consider all radio bearers which are not suspended and may consider radio bearers which are suspended.
For NB-IoT the Long BSR is not supported and all logical channels belong to one LCG.
A Buffer Status Report (BSR) shall be triggered if any of the following events occur:

-
UL data, for a logical channel which belongs to a LCG, becomes available for transmission in the RLC entity or in the PDCP entity (the definition of what data shall be considered as available for transmission is specified in [3] and [4] or [17] respectively) and either the data belongs to a logical channel with higher priority than the priorities of the logical channels which belong to any LCG and for which data is already available for transmission, or there is no data available for transmission for any of the logical channels which belong to a LCG, in which case the BSR is referred below to as "Regular BSR";

-
UL resources are allocated and number of padding bits is equal to or larger than the size of the Buffer Status Report MAC control element plus its subheader, in which case the BSR is referred below to as "Padding BSR";

-
retxBSR-Timer expires and the MAC entity has data available for transmission for any of the logical channels which belong to a LCG, in which case the BSR is referred below to as "Regular BSR";

-
periodicBSR-Timer expires, in which case the BSR is referred below to as "Periodic BSR".

For Regular BSR:

-
if the BSR is triggered due to data becoming available for transmission for a logical channel for which logicalChannelSR-Prohibit is configured by upper layers:

-
start or restart the logicalChannelSR-ProhibitTimer;

-
else:

-
if running, stop the logicalChannelSR-ProhibitTimer.

For Regular and Periodic BSR:

-
if more than one LCG has data available for transmission in the TTI where the BSR is transmitted: report Long BSR;

-
else report Short BSR.

For Padding BSR:

-
if the number of padding bits is equal to or larger than the size of the Short BSR plus its subheader but smaller than the size of the Long BSR plus its subheader:

-
if more than one LCG has data available for transmission in the TTI where the BSR is transmitted: report Truncated BSR of the LCG with the highest priority logical channel with data available for transmission;

-
else report Short BSR.

-
else if the number of padding bits is equal to or larger than the size of the Long BSR plus its subheader, report Long BSR.

For NB-IoT or BL UEs:

-
if rai-Activation is configured, and a buffer size of zero bytes has been triggered for the BSR, and the UE may have more data to send or receive in the near future:

-
cancel any pending BSR.
If the Buffer Status reporting procedure determines that at least one BSR has been triggered and not cancelled:

-
if the MAC entity has UL resources allocated for new transmission for this TTI:

-
instruct the Multiplexing and Assembly procedure to generate the BSR MAC control element(s);

-
start or restart periodicBSR-Timer except when all the generated BSRs are Truncated BSRs;

-
start or restart retxBSR-Timer.

-
else if a Regular BSR has been triggered and logicalChannelSR-ProhibitTimer is not running:

-
if an uplink grant is not configured or the Regular BSR was not triggered due to data becoming available for transmission for a logical channel for which logical channel SR masking (logicalChannelSR-Mask) is setup by upper layers:

-
a Scheduling Request shall be triggered.

A MAC PDU shall contain at most one MAC BSR control element, even when multiple events trigger a BSR by the time a BSR can be transmitted in which case the Regular BSR and the Periodic BSR shall have precedence over the padding BSR.
For EDT, the MAC entity shall not generate a BSR MAC control element if new transmission is for Msg3.
Editor’s note: wording for the above sentence may be changed if required.
The MAC entity shall restart retxBSR-Timer upon indication of a grant for transmission of new data on any UL-SCH.

All triggered BSRs shall be cancelled in case the UL grant(s) in this TTI can accommodate all pending data available for transmission but is not sufficient to additionally accommodate the BSR MAC control element plus its subheader. All triggered BSRs shall be cancelled when a BSR is included in a MAC PDU for transmission.

The MAC entity shall transmit at most one Regular/Periodic BSR in a TTI. If the MAC entity is requested to transmit multiple MAC PDUs in a TTI, it may include a padding BSR in any of the MAC PDUs which do not contain a Regular/Periodic BSR.

All BSRs transmitted in a TTI always reflect the buffer status after all MAC PDUs have been built for this TTI. Each LCG shall report at the most one buffer status value per TTI and this value shall be reported in all BSRs reporting buffer status for this LCG.

NOTE:
A Padding BSR is not allowed to cancel a triggered Regular/Periodic BSR, except for NB-IoT. A Padding BSR is triggered for a specific MAC PDU only and the trigger is cancelled when this MAC PDU has been built.
	END Text Proposal Change


Annex <x> (informative; to be removed later): RAN2 Agreements
X.1 RAN2#99bis meeting (Prague, Czech Republic)

	Agreements
- PRACH partitioning is used to indicate UE’s intention to use early data transmission in Msg3. Backward compatibility shall be preserved. FFS: details on the PRACH pool, e.g., preamble/time/frequency/carrier domain of PRACH partitioning.
- For CP during the UL EDT procedure, if the UE receives a grant in which data does not fit, the UE does not send the data in Msg3. For UP solution it is FFS if the EDT grant can be used for UL data if the grant is smaller than the UL data size.

- It is FFS if there is a need to introduce an authorization mechanism.

- Maximum possible grant size for Msg3 is broadcast per CE. It is FFS if the UE indicates the grant size it needs for Msg3 via PRACH partitioning.

- Send an LS to RAN1 with the agreements we have from this meeting and indicate that we assume that the legacy TBS table for PUSCH transmission is used for EDT.
- Msg4 decides whether the UE goes to RRC connected mode or RRC idle mode. The content of Msg4 for EDT is FFS.

- The intention to use EDT is for data, i.e. not for NAS signalling.

- Send an LS to RAN3/SA2/CT1 whether any of the following parameters which are included in Msg5 in legacy procedure should be included in Msg3 for EDT: selectedPLMN-Identity, registeredMME, gummei-Type, attachWithoutPDN-Connectivity, up-CIoT-EPS-Optimisation, cp-CIoT-EPS-Optimisation, dcn-ID.
- RAN2 assumes that S-TMSI for CP, and resumeID and shortResumeMAC-I for UP solutions  are sufficient to identify UE at the MME and eNB respectively. We will provide this assumption in an LS.to RAN3, SA2, SA3, CT1.
- For CP solution, NAS PDU for data is encapsulated in the RRC message sent in Msg3 and transmitted as CCCH SDU.
- For UP solution SRB0 is used to transmit the RRC message in Msg3.

- For UP solution, CCCH (RRC message) and DTCH (UP data) are multiplexed in MAC in Msg3.

- For UP, AS security is resumed before transmitting Msg3, and data transmitted in Msg3 is protected by AS security.

- For CP solution, NAS PDU data in the DL can be optionally encapsulated in the RRC message sent in Msg4 and transmitted as CCCH SDU.
- For UP solution, DL data can be optionally multiplexed in MAC, i.e. DCCH (RRC message(s)) and DTCH (UP data) in Msg4.
- FFS: For UP solution: case for pinned connection, i.e. CCCH (RRCConnectionResumeReq) + DCCH (NAS PDU via pinned connection)




X.2 RAN2#100 meeting (Reno, USA) 
	Agreements
- The UE initiates EDT in Msg1 when the size of Msg3 including the user data, which UE intends to transmit, is equal or smaller than the maximum possible TBS size for Msg3 broadcast per CE.

- PRACH partitioning for EDT indication is configured per enhanced coverage level.

- Working assumption: Support for segmentation for this case is not prioritized.

- Working assumption: PRACH resource partitioning is not supported to indicate the intended data size other than legacy or maximum TBS broadcast per CE.

- FFS how to adress the padding issue in Msg3.

- UE category is not indicated in Msg1.

- For EDT indication, PRACH resources can be configured as in legacy eMTC or NB-IoT with respect to physical layer resources, preambles/subcarriers.

- PRACH resource pool, i.e. physical layer resources, preambles/subcarriers, for EDT indication is separate from PRACH resource pool for legacy RACH procedure.


	Agreements
For CP solution

- None of the parameters currently provided in Msg5 are included in Msg3 for EDT.

- UE is in RRC_IDLE when transmitting Msg3 for EDT, same as legacy.

- UE shall perform access barring check before initiating EDT.

- FFS whether changes to T300 and mac-contentionResolutionTimer are needed.

- New RRC message is introduced for Msg3.

- New RRC message is introduced for Msg4 in case network sends the UE to idle mode.

- UE supporting EDT shall support both UL and DL EDT.

- Msg4, which is agreed to be introduced as the new RRC message, optionally includes a NAS PDU, extendedWaitTime, redirectedCarrierInfo and for eMTC idleModeMobilityControlInfo. No need to include extendedWaitTime-CPdata in this case.

- FFS whether releaseCause is included in the new Msg4.

- UE is in RRC_IDLE when receiving the new Msg4 and it does not transit to RRC_CONNECTED.

- When the UE receives the new Msg4, the UE forwards the DL NAS PDU, if any, to upper layers, follows the legacy behavior based on included IEs, and indicates the completion of the procedure to the upper layers.

- Legacy RRCConnectionSetup message is used when the network wants the UE to move to RRC_CONNECTED. The UE assumes that UL data transmission was succesful, i.e. up to MME.

- In EDT, it is possible for the UE to receive RRCConnectionReject message in response to the new Msg3.

- Legacy RRCConnectionSetupComplete is used when the network wants the UE to move to RRC_CONNECTED. NAS container in RRCConnectionSetupComplete message may be sent empty. FFS if this is possible from ASN.1 standpoint.

For UP solution

- UE supporting EDT shall support both UL and DL EDT.

- The UE shall have NCC prior ro indicating EDT.

- resumeID, shortResumeMAC-I, and resumeCause are included in Msg3 for EDT.

- None of the parameters currently provided in MSG5 are included in Msg3 for EDT.

- UE is in RRC_IDLE when transmitting Msg3 for EDT, same as legacy.

- UE shall perform access barring check before initiating EDT.

- UE shall restore the UE context, reactivate security, and re-establish/resume all SRBs/DRBs. The UE shall derive new keys based on the NCC provided in the previous connection. It is FFS in which message NCC is provided in the previous connection. The FFS is pending SA3 feedback.

- Legacy RRCConnectionResumeRequest message is used in Msg3.

- Legacy RRCConnectionRelease message with suspend is extended to include NCC in Msg4 when the network wants the UE to move to RRC_IDLE.


X.3 RAN2#101 meeting (Athens, Greece) 
	Agreements
- Protocol overhead (MAC/RLC/PDCP/RRC) for EDT is assumed to be 25 bytes for TBS evaluations.

- The minimum possible TB size is assumed to be around 320 bits based on the values in (N)PUSCH tables.

- If new UL grant format is defined, it does not need to be backwards compatible.

- Same RAR format is used for EDT UEs.

- The EDT UL grant shall always allow the max TB size broadcasted in system information unless the provided UL grant is for legacy Msg3.

- The EDT UL grant shall allow the UE to choose an appropriate TB size, MCS, repetitions, and RUs (for NB-IoT) from a set of TB sizes provided based on the UL data. It is FFS how the set of possible TB sizes, MCS, repetitions, and RUs (for NB-IoT) is provided, e.g. hardcoded in the specs. This is pending RAN1 confirmation.

- RAN2 assumes that 8 possible candidate values for the maximum TB size broadcasted in system information. RAN2 assumes that for each maximum TB size broadcasted, up to 4 possible TB sizes, i.e. blind decoding options, are allowed.

- For eMTC, the reserved bit in MAC RAR can be used for the EDT feature in eMTC only if it is necessary.

- Send an LS reply to RAN1 capturing the agreements above including the agreement on the maximum and minimum possible TB sizes and ask RAN1 for confirmation.


X.3 RAN2#101bis meeting (Sanya, China) 
	Agreements
- EDT description is captured in the connection procedures in sections 5.3.1 and 5.3.3.

- RRCEarlyDataRequest and RRCEarlyDataComplete are used.

- NAS layer does not need to indicate an intention to use EDT when requesting the establishment/resumption of a connection and the decision to use EDT is taken by the AS layer.

- Only the following establishment causes apply to EDT: mo-Data, mo-ExceptionData (NB-IoT only) and delayTolerant with call type ‘originating calls’.

- If EDT has been triggered the UE shall not send BSR in Msg3, i.e. the eNB may assume that there is no data to follow in the UL, which means that BSR is equal to 0 implicitly.

- RRCConnectionReject can be a response to RRCConnectionResumeRequest for EDT and it indicates unsuccessful delivery of the UL data.

- multiToneSupport and multiCarrierSupport IEs are not included in RRCEarlyDataRequest.

- RAN2 does not intend to capture the behaviour regarding cell reselection during EDT, i.e. up to UE implementation.

- dedicatedInfoNAS in RRCConnectionSetupComplete in response to RRCEarlyDataRequest is always set to a zero-length octet string. This will be captured in the normative text.

- dedicatedInfoNAS is always included in RRCConnectionSetupComplete in response to RRCConnectionResumeRequest for EDT.

- T300, T302, T303, T305, T306, T308, T320 and T322 are stopped upon reception of RRCEarlyDataComplete.

- releaseCause is not included in RRCEarlyDataComplete. “Other” is implicit.

- For eMTC, it should be possible for the network to configure both ‘separate PRACH resources, i.e. time and frequency, per CE level for EDT and non-EDT’ and/or ‘separate preambles within a RACH resource for EDT and non-EDT’.

- For NB-IoT, it should be possible to configure 0, 1, 2 or 3 NPRACH resources for EDT on any carrier, i.e. anchor and/or non-anchor carriers. All carriers should have equal probability.

- For NB-IoT and eMTC, it should be possible not to configure PRACH resources for EDT for some of the CE levels/NPRACH repetition levels.

- Delta configuration for nprach-ParametersList-EDT on any carrier is relative to nprach-ParametersList if any on the same carrier, otherwise nprach-ParametersList on the anchor carrier.

- For NB-IoT, a new mac-ContentionResolutionTimer is introduced for EDT with the legacy value range.

- For eMTC, a new mac-ContentionResolutionTimer is introduced for EDT with an extended value range. The value range is FFS.

- A new T300 is introduced for EDT with an extended value range.

- Support for EDT for the CP solution and support for EDT for the UP solution are considered separately with respect to UE capabilities.

- Support of EDT for UP solution is optional with capability signalling.

- The indication of eNB support for EDT for the CP and UP solutions are explicitly signalled in SIB2 (SIB2-NB).
- If a UE is suspended without NCC, UE shall not initiate EDT.

- NCC is optionally provided in RRCConnectionRelease message with suspend when the UE is using EDT or the UE is in RRC_CONNECTED.

- Send an LS to SA3 (cc:RAN3) to check whether there are any concerns if old or new keys are used and what their suggestion would be, and whether any additional parameters need to be included in the calculation of shortResumeMAC-I for Msg3 in EDT considering that security issues such as replay attack and MiM attack exist in legacy RRC resume procedure.
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