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============================START OF 1ST CHANGE======================================

RRCReconfiguration message

-- ASN1START

-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::= 



SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



rrcReconfiguration




RRCReconfiguration-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCReconfiguration-IEs ::= 


SEQUENCE {


-- Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. 

    -- In EN-DC this field may only be present if the RRCReconfiguration


-- is transmitted over SRB3. 


radioBearerConfig





RadioBearerConfig 













OPTIONAL, -- Need M


-- Configuration of secondary cell group (EN-DC):


secondaryCellGroup





OCTET STRING (CONTAINING CellGroupConfig)







OPTIONAL, -- Need M

fullConfig







ENUMERATED
{true}













OPTIONAL, -- Need M

measConfig







MeasConfig















OPTIONAL, -- Need M


lateNonCriticalExtension



OCTET STRING














OPTIONAL,


nonCriticalExtension




SEQUENCE {}















OPTIONAL 
}

-- TAG-RRCRECONFIGURATION-STOP

-- ASN1STOP
============================END OF THE CHANGES======================================

