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5.4.2.2
HARQ process

Each HARQ process is associated with a HARQ buffer.

New transmissions are performed on the resource and with the MCS indicated on either PDCCH, Random Access Response, or RRC. Retransmissions are performed on the resource and, if provided, with the MCS indicated on PDCCH, or on the same resource and with the same MCS as was used for last made transmission attempt within a bundle.
If the HARQ entity requests a new transmission for a TB, the HARQ process shall:

1>
store the MAC PDU in the associated HARQ buffer;

1>
store the uplink grant received from the HARQ entity;
1>
generate a transmission as described below.

If the HARQ entity requests a retransmission for a TB, the HARQ process shall:

1>
store the uplink grant received from the HARQ entity;

1>
generate a transmission as described below.

To generate a transmission for a TB, the HARQ process shall:

1>
if the MAC PDU was obtained from the Msg3 buffer; or

1>
if there is no measurement gap at the time of the transmission and, in case of retransmission, the retransmission does not collide with a transmission for a MAC PDU obtained from the Msg3 buffer:

2>
instruct the physical layer to generate a transmission according to the stored uplink grant.
2> indicate the prirotiy of the transmission to the physical layer according to the priority of the LCH(s) of highest priority among the LCH(s) of which data is included in the MAC PDU to be transmitted.
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