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1   Introduction

Procedural texts were provided by the Rapporteur in the email discussion of [101bis#10][NR UP] SDAP TS (Huawei) to implement the agreement of “An uplink end marker, is introduced in the SDAP layer, for QoS flow relocation.” As some companies wished to discuss these procedural texts in this meeting, they are provided in this paper for approval.  
2   Text Proposal for TS 37.324
------------------------------ TEXT PROPOSAL (BEGIN) ------------------------------------------
5.3
QoS flow to DRB mapping

5.3.1
Configuration
When RRC [3] configures an UL QoS flow to DRB mapping rule for  a QoS flow, the SDAP entity shall:
-
if there is no stored QoS flow to DRB mapping rule for the QoS flow, the SDAP entity shall:

-
construct an SDAP end-marker PDU, as specified in subclause 6.2.2.x, for the QoS flow; 
-
map the SDAP end-marker PDU to the default DRB;
-
deliver the SDAP end-marker PDU to the lower layers;
- if the stored UL QoS flow to DRB mapping rule is different from the configured QoS flow to DRB mapping rule for the QoS flow, the SDAP entity shall:
-
construct an SDAP end-marker PDU, as specified in subclause 6.2.2.x, for the QoS flow; 

-
map the SDAP end-marker PDU to the DRB according to the stored QoS flow to DRB mapping rule;
-
deliver the SDAP end-marker PDU to the lower layers;
-
store the configured UL QoS flow to DRB mapping rule for the QoS flow.
5.3.2
Reflective mapping

For each received DL SDAP PDU with RDI set to 1, the SDAP entity shall:

-
process the QFI field in the SDAP header and determine the QoS flow; 
-
if there is no stored QoS flow to DRB mapping rule for the QoS flow, the SDAP entity shall:

-
construct an SDAP end-marker PDU, as specified in subclause 6.2.2.x, for the QoS flow; 
-
map the SDAP end-marker PDU to the default DRB;
-
deliver the SDAP end-marker PDU to the lower layers;
-
if the stored QoS flow to DRB mapping rule for the QoS flow is different from the QoS flow to DRB mapping of the DL SDAP PDU, the SDAP entity shall:
-
construct an SDAP end-marker PDU, as specified in subclause 6.2.2.x, for the QoS flow; 
-
map the SDAP end-marker PDU to the DRB according to the stored QoS flow to DRB mapping rule;
-
deliver the SDAP end-marker PDU to the lower layers;
-
store the QoS flow to DRB mapping of the DL SDAP PDU as the QoS flow to DRB mapping rule for the UL.
5.3.3
DRB release

When a DRB is released, the SDAP entity shall:

-
remove all QoS flow to DRB mappings associated with the released DRB based on the subclauses 5.3.1 and 5.3.2. 
--------------------------------- TEXT PROPOSAL (END) -------------------------------------------
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