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9.2.2.4
State Transitions

9.2.2.4.1
UE triggered transition from RRC_INACTIVE to RRC_CONNECTED

The following figure describes the UE triggered transition from RRC_INACTIVE to RRC_CONNECTED:
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Figure 9.2.2.4.1-1: UE triggered transition from RRC_INACTIVE to RRC_CONNECTED

1.
The UE resumes from RRC_INACTIVE by sending an RRCConnectionResumeRequest to the gNB, providing the I-RNTI, allocated by the last serving gNB.

2.
The gNB, if able to resolve the gNB identity contained in the I-RNTI, requests the last serving gNB to provide UE Context data.

3.
The last serving gNB provides UE context data.

4.
The gNB responds with an RRCConnectionResume. 
5.   The UE responds with an RRCConnectionResumeComplete to confirm that the RRC connection was resumed successfully, along with UL data, whenever possible, to the eNB.
6.
If loss of DL user data buffered in the last serving gNB shall be prevented, the gNB provides forwarding addresses.

7./8. The gNB performs path switch.

9.
The gNB triggers the release of the UE resources at the last serving gNB.

After step 1 above, when the gNB decides to reject the Resume Request and keep the UE in RRC_INACTIVE without any reconfiguration, or when the gNB decides to setup a new RRC connection, SRB0 (without security) can be used. When the gNB decides to reconfigure the UE (e.g. with a new DRX cycle or RNA) or when the gNB decides to push the UE to RRC_IDLE, SRB1 (with at least integrity protection) shall be used.

NOTE:
SRB1 can only be used once the UE Context is retrieved i.e. after step 3.
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