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Discussion and Decision
1      Introduction
In the latest draft TS38.331, there is some procedure text missing for intra-NR mobility. This contribution is to add the procedure text for the intra-NR mobility that is missing in the current specification. Next section provide TP based on the latest TS38.331 from RAN2 reflector. 
2      Text proposal
-------------------------------------------------------------Text proposal starts------------------------------------------------------------
Text Omitted
5.3.5.2
Initiation

The Network may initiate the RRC reconfiguration procedure to a UE in RRC_CONNECTED. The Network applies the procedure as follows:

-
the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is performed only when AS security has been activated;

-
the addition of Secondary Cell Group and SCells is performed only when AS security has been activated;

-
the reconfigurationWithSync is included in secondaryCellGroup only when at least one DRB is setup in SCG.

-
the reconfigurationWithSync is included only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;
5.3.5.3
Reception of an RRCReconfiguration by the UE

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1> if the RRCReconfiguration message includes reconfigurationWithSync; 
2> perform the reconfiguration with sync procedure as specified in 5.3.5.5.2;
1>
if the RRCReconfiguration message includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

1>
if the RRCReconfiguration message contains the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>  if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (MCG is E-UTRA): 

2> if RRCReconfiguration was received via SRB1:

3> construct RRCReconfigurationComplete message and submit it via the EUTRA MCG embedded in E-UTRA RRC message RRCConnectionReconfigurationCompleteas specified in TS 36.331 [10].

3> if reconfigurationWithSync was included in spCellConfig of an SCG:

4> initiate the random access procedure on the SpCell, as specified in TS 38.321 [3];

2> else (RRCReconfiguration was received via SRB3):

3> submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;

NOTE:
In the case of SRB1, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case of SRB3, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete. 
1>  if MAC of an NR cell group successfully completes a random access procedure triggered above; 

2>  stop timer T304 for that cell group;

2>  apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;

2>apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;

2>  the procedure ends.
 Text Omitted
-------------------------------------------------------------Text proposal ends------------------------------------------------------------
3      Conclusion 
Proposal 1: Agree the text proposal provided in section 2.
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