
3GPP TSG-RAN WG2 Meeting 102
R2-1807454
Busan, Korea, 21th - 25th May 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	0096
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction to support PHR without NR type-2 PH

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-04-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In Rel-15, NR doesn’t support Type-2 PH as agreed by RAN1. In NR specifications, there are two IEs phr-Type2PCell and phr-Type2OtherCell which are not useful for NR cells. However, for MR-DC, these two IEs can be used to configure the UE to report type-2 PH for SpCell or PUCCH SCell of the other MAC entity.


	
	

	Summary of change:
	1. Change the IE name from phr-Type2PCell to phr-Type2OtherSpCell and its field description.
2. Change the IE name from phr-Type2OtherCell to phr-Type2OtherPucchSCell and its field description.
Impact analysis
Impacted functionality:

PHR
Inter-operability: 

1. If the UE is implemented according to this CR but the network is not, there is a backward compatibility issue; The UE and the network may have different understanding on PHR.
2. If the network is implemented according to this CR but the UE is not, there is a backward compatibility issue. The UE and the network may have different understanding on PHR.
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	IEs phr-Type2PCell and phr-Type2OtherCell can be configured for the UE to report type-2 PH for NR PCell or PUCCH SCell, but NR does not support type-2 PH. 
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*******[Start of change]********

< Unchanged parts are omitted >
6.3.2
Radio resource control information elements
... 
PHR-Config ::=





SEQUENCE {


phr-PeriodicTimer




ENUMERATED {sf10, sf20, sf50, sf100, sf200,sf500, sf1000, infinity},


phr-ProhibitTimer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,sf200, sf500, sf1000},


phr-Tx-PowerFactorChange


ENUMERATED {dB1, dB3, dB6, infinity},


multiplePHR






BOOLEAN,


phr-Type2OtherSpCell





BOOLEAN,


 phr-Type2OtherPucchSCell




BOOLEAN,


phr-ModeOtherCG





ENUMERATED {real, virtual}

}
...
	MAC-CellGroupConfig field descriptions

	phr-Type2OtherSpCell-LTE
Indicates whether or not PHR type 2 is reported for the SpCell of the other MAC entity.

	phr-Type2OtherPucchSCell
Indicates whether or not PHR type 2 is reported for thePUCCH SCells of the other MAC entity.


*******[End of change]********
