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1 Introduction

This document is a text proposal to show our proposals in R2-1808348.
2 Text proposal
============================== Begin Text Proposal ============================

5.x
Activation/Deactivation of PDCP duplication
If one or more DRBs are configured with PDCP duplication, the network may activate and deactivate the PDCP duplication for the configured DRB(s) by sending the PDCP Duplication Activation/Deactivation MAC CE described in subclause 6.1.3.y. When PDCP duplication is configured, it can be either activated or deactivated based on upper layer signalling. Both MCG and SCG can send PDCP Duplication Activation/Deactivation MAC CE for the DC-based PDCP duplication. MCG and SCG take control of the CA-based PDCP duplication activation/deactivation respectively.
Upon reception of a PDCP Duplication Activation/Deactivation MAC CE, the MAC entity shall for each DRB configured with duplication: 

-
if the MAC CE indicates that PDCP duplication for the DRB shall be activated:

-
activate PDCP duplication for the DRB;

-
if the MAC CE indicates that PDCP duplication for the DRB shall be deactivated:

-
deactivate PDCP duplication for the DRB.

============================== Next Text Proposal ============================

6.1.3.y
PDCP Duplication Activation/Deactivation MAC Control Element

PDCP Duplication Activation/Deactivation MAC control element is identified by a MAC PDU subheader with LCID as specified in table 6.2.1-1. It has a fixed size, consists of a single octet containing eight D-fields, and is defined as follows (figure 6.1.3.y-1): 
-
Di: this field refers to the i-th DRB in the ascending order of the DRB identity among the established DRB(s) configured with duplication. The value of i generated via MeNB and SeNB should be aligned.If the PDCP duplication of this DRB shall be activated, Di field set to "1" and Di field set to "0" indicates that the duplication shall be deactivated.  
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Figure 6.1.3.y-1: PDCP Duplication Activation/Deactivation MAC control element

============================== End Text Proposal ============================

3GPP



Oct 1
D7
D8
D6
D5
D4
D3
D2
D1



