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1. Overall Description:

Transmission of paging can be performed as PDCCH+PDSCH or PDCCH only transmissions, in the latter case so far agreed only for ETWS/CMAS/SI update notifications. In both cases, the DCI on the PDCCH is not fully utilized and thus includes a number of reserved bits. RAN2 has agreed to introduce the option to utilize these bits for truncated UE ID(s) as an optimizing feature in conjunction with paging of UE(s). The RRC Paging message on the PDSCH would still include the full UE ID, but the truncated UE ID(s) in the DCI allows most of the UEs not targeted by the page to skip decoding and parsing of the PDSCH message. To make this optimization optional, a bit is needed in the paging DCI to indicate presence or absence of truncated UE ID(s).

RAN2 also sees potential benefits of utilizing these reserved bits for various other optimization features, such as dedicated preamble(s), information about the downlink data that triggered the page or information related to a system information update. To indicate which of a number of such optional features the available DCI bits are used for, a single bit would no longer suffice, but rather a format field of more than one bit would be needed. At present, however, inclusion of truncated UE ID(s) is the only agreed optimization feature utilizing the currently reserved bits in the paging.
Hence, RAN1 is respectfully requested to allocate at least one bit for indication of presence or absence of truncated UE ID(s) (or other optimization feature) in the paging DCI (i.e. when the DCI CRC is scrambled with the P-RNTI).

2. Actions:

To RAN1 group.

ACTION: 
RAN2 respectfully asks RAN1 to allocate at least one bit for indication of presence or absence of truncated UE ID(s) in the DCI when the DCI CRC is scrambled with the P-RNTI.
3. Date of Next RAN2 Meetings:

TSG RAN2 Ad hoc #1807 
2 – 6 July, 2018


Montreal, Canada

TSG RAN2 #103

20 – 24 August, 2018

Gothenburg, Sweden
