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1 Introduction

For RRC_INACTIVE in NR, the UE AS context is stored in NG-RAN and the UE. However, so far the agreements on the content of AS context for inactive UE are as follows.
1: Agree to the context description as a baseline, with additional enhancements FFS, and with the RLC information as FFS:

The UE context in RRC_INACTIVE includes the configuration of radio bearers, logical channels and security.  The UE maintains the same PDCP entity like in RRC_CONNECTED and maintains PDCP COUNT and SN of PDCP.  The possibility to maintain the RLC entity and SN is FFS.  Additional information can be considered for the context if a need is identified.
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SDAP configuration is stored in inactive (user plane session should discuss whether there is any SDAP state information that needs to be maintained in inactive)
Additionally, according to the agreed running CR on RRC connection control [1] in the last meeting, the content of AS context for inactive UE in NR takes that for suspended UE in LTE as the baseline.
However, it can be seen that even for the configuration of radio bearers agreed to be included in AS context, its details are to be determined. In this contribution, we will discuss the content of AS context for inactive UE in NR.

2 Discussion
The AS context for inactive UE refers to the AS context that should be stored in both NG-RAN and the UE when the UE is sent to inactive state. Here the purpose of storing the UE AS context is to reuse the information in the stored context when resuming the RRC connection in order to save the required signalling overhead and latency. In general, the parameters, except for at least the following cases, may be useful during the resume procedure and thus are worth being stored:
· The parameter will be reset when the UE is sent to inactive state
· The parameter will be broadcasted in system information by the target gNB
Proposal 1: among the UE AS context in NR, the parameters that cannot be considered as the AS context for inactive UE include at least the ones that will be reset when the UE is sent to inactive state, and the ones that will be broadcasted in system information by the target gNB.
In LTE, upon leaving RRC_CONNECTED, triggered by suspension of the RRC, the UE shall suspend all SRB(s) and DRB(s), except SRB0, and store the following AS context [2]:

· the current RRC configuration
· the current security context
· the PDCP state including ROHC state
· C-RNTI used in the source PCell
· the cellIdentity
· the physical cell identity of the source PCell
According to Section 10.3 in [2], the AS-Config IE, which can be used during the RRC resume, contains information about RRC configuration information in the source eNB, and it includes radio configuration in the source PCell, radio resource configuration of the SCells configured in the source eNB (optional), SCG radio configuration (optional) and so on. Hence, the content of AS context for suspended UE in LTE is limited to the AS-Config IE. Moreover, since some of the information covered by the AS-Config IE, if stored as UE AS context, will be useless when the UE transits from inactive to connected, it is not necessary to take all of information covered by the AS-Config IE as UE AS context. Even for the radio resource configuration, it is open whether to take DC/CA and LWA related configuration as part of the content of AS context for suspended UE in LTE.
Observation 1: at least from the perspective of radio resource configuration, the content of AS context for suspended UE has not been strictly confined in LTE.
Upon leaving RRC_CONNECTED which is triggered by suspension of the RRC, the UE shall re-establish RLC entities for all SRBs and DRBs in LTE, which means that RLC SN will be reset and the re-established RLC entities will be used in the following resume procedure. Additionally, unless the reconfiguration occurs, the RLC entity is re-established according to the current RLC configuration. Accordingly, if the suspension procedure in LTE is regarded as the baseline, the UE does not maintain the same RLC entity and RLC SN like that before it is sent to inactive state, while the RLC configuration should be stored as the AS context for inactive UE.
Proposal 2: when the UE is sent to inactive state, it does not maintain the same RLC entity and RLC SN like that before being sent to inactive state.

Observation 2: RLC configuration should be stored as AS context for inactive UE.
Moreover, the necessity of storing DC/CA configuration as UE AS context has been discussed in [3-4], in which even the potential benefits showed through simulations. In LTE when the UE is resuming an RRC connection, release the MCG SCell(s), if configured, and release the entire SCG configuration, if configured, except for the DRB configuration. AS to NR, in [5] SA2 prefers that dual connectivity configuration is maintained while the UE is in RRC inactive in order to potentially avoid unnecessary signalling between the RAN and CN, and within the CN. RAN2 decided not to work on this optimisation for Rel-15 [6]. In the corresponding LS out [7], it was said that RAN2 agreed not to maintain the dual connectivity configuration when UE returns from suspended/inactive in Rel-15, and RAN2 is still discussing what this implies in terms of SDAP/PDCP configurations in the SCG. Based these agreements, it is FFS whether SDAP/PDCP configurations in the SCG are allowed to be stored as inactive UE AS context.
Additionally, RAN2 has agreed that a network slice has a RAN part and a CN part, and the UE can be configured to support the requirements of the supported slices (e.g by appropriate configuration of different DRBs of different PDU sessions). Hence, it is assumed that a set of slice related parameters will be configured at RAN side. Accordingly, whether to take the slice related configuration as AS context needs to be discussed further.
Proposal 3: RAN2 is asked to discuss the necessity of introducing RAN slice related information and CA/DC configuration information into inactive UE AS context.
Based on the foregoing observations and the related agreements above, we have:

Proposal 4: the UE should maintain at least the following content of AS context when the UE enter INACTIVE mode:
· radio bearers configuration including SDAP configuration when NR connects to the 5GC
· logical channels configuration 

· security configuration
· PDCP entity

· PDCP COUNT and SN
· RLC configuration
3 Conclusion
This contribution discusses the content of AS context for inactive UE in NR, and gets the following observation and proposals:
Observation 1: at least from the perspective of radio resource configuration, the content of AS context for suspended UE has not been strictly confined in LTE.

Proposal 1: among the UE AS context in NR, the parameters that cannot be considered as the AS context for inactive UE include at least the ones that will be reset when the UE is sent to inactive state, and the ones that will be broadcasted in system information by the target gNB.
Proposal 2: when the UE is sent to inactive state, it does not maintain the same RLC entity and RLC SN like that before being sent to inactive state.
Observation 2: RLC configuration should be stored as AS context for inactive UE. 
Proposal 3: RAN2 is asked to discuss the necessity of introducing RAN slice related information and CA/DC configuration information into inactive UE AS context.

Proposal 4: the UE should maintain at least the following content of AS context when the UE enter INACTIVE mode:
· radio bearers configuration including SDAP configuration when NR connects to the 5GC
· logical channels configuration 

· security configuration
· PDCP entity

· PDCP COUNT and SN
· RLC configuration
4 References
[1] R2-1805355, CR on RRC Connection Control, RAN2#101bis, 2018
[2] 3GPP TS 36.331, Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification (v14.4.0), 2017
[3] R2-1706634, RRC suspend/resume in LTE-NR tight interworking, Ericsson

[4] R2-1706892, MR-DC Mode in Inactive, Qualcomm Incorporated

[5] R2-1710065, LS on coexistence between RRC inactive and dual connectivity (S2-176158; contact: Qualcomm)
[6] RAN2#99bis Meeting Report
7] R2-1712063, Reply LS on coexistence between RRC inactive and dual connectivity, RAN WG2
3GPP


