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	Reason for change:
	[bookmark: _GoBack]1) When a reset of the MAC entity is requested by upper layers, it is important that the UE switches to a BWP known by the network. Otherwise the UE would not be able to receive PDCCH.

2) When a reset of the MAC entity is requested by upper layers, it is important that the current state of the beam failure recovery procedure is not carried over to the new set MAC entity as that could lead to spurious beam failure recovery requests.


	
	

	Summary of change:
	1) Switch to the default DL and UL BWP at a MAC Reset.

2) Reset the BFI_COUNTER.
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[bookmark: _Toc510431895]5.12	MAC Reset
If a reset of the MAC entity is requested by upper layers, the MAC entity shall:
1>	initialize Bj for each logical channel to zero;
1>	stop (if running) all timers;
1>	consider all timeAlignmentTimers as expired and perform the corresponding actions in subclause 5.2;
1>	set the NDIs for all uplink HARQ processes to the value 0;
1>	stop, if any, ongoing RACH procedure;
1>	discard explicitly signalled contention-free Random Access Resources, if any;
1>	flush Msg3 buffer;
1>	cancel, if any, triggered Scheduling Request procedure;
1>	cancel, if any, triggered Buffer Status Reporting procedure;
1>	cancel, if any, triggered Power Headroom Reporting procedure;
1>	flush the soft buffers for all DL HARQ processes;
1>	for each DL HARQ process, consider the next received transmission for a TB as the very first transmission;
1>	release, if any, Temporary C-RNTI;
1>	switch the active DL BWP to initial DL BWP;
1>	switch the active UL BWP to initial UL BWP;
1>	reset BFI_COUNTER.
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