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1. Introduction

This contribution provides major open issue list on UE capabilities.
2. Discussion
2.1 Open issues on band combination and baseband processing combination:
· To discuss details of UE capability structure enhancements (For both EN-DC and SA) [1].
2.2 L1 capability parameters in 4.7 physical layer parameters and 4.8 RF parameters:
· To clean up parameters including FFS/TBD in TS38.331 [2] and TS38.306 [3] (For both EN-DC and SA).
· To address any new parameters (For both EN-DC and SA) *
Note1*: Further RAN1/4 inputs may be needed.

2.3 Completion of L2/3 capabilities: 
· To address mandatory with IOT and optional feature (For EN-DC). * 

· To address new L2/3 capabilities (For SA).
Note1*: Further discussion may be continued in RAN instead of RAN WG2. 
2.4 Max data rate formula and total L2 buffer size calculation
· To address RTT value in L2 buffer size calculation (For EN-DC and SA).
· To address both MN and SN terminated split bearers in L2 buffer size calculation (For EN-DC).
2.5 Procedures
· To address UE capability transfer procedure including UE id based capability reporting (For SA).
· To address temporary capability restriction (For SA).
3. Conclusion
RAN2 is asked to take the open issues in section 2 into account for further discussion on UE capabilities.  
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