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5.6.10
UE Assistance Information

5.6.10.1
General
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Figure 5.6.10.1-1: UE Assistance Information

The purpose of this procedure is to inform E-UTRAN of the UE's power saving preference and SPS assistance information, maximum PDSCH/PUSCH bandwidth configuration preference, overheating assistance information, or the UE's delay budget report carrying desired increment/decrement in the Uu air interface delay or connected mode DRX cycle length and for BL UEs or UEs in CE of the RLM event ("early-out-of-sync" or "early-in-sync") and RLM information. Upon configuring the UE to provide power preference indications E-UTRAN may consider that the UE does not prefer a configuration primarily optimised for power saving until the UE explictly indicates otherwise.

5.6.10.2
Initiation

A UE capable of providing power preference indications in RRC_CONNECTED may initiate the procedure in several cases including upon being configured to provide power preference indications and upon change of power preference. A UE capable of providing SPS assistance information in RRC_CONNECTED may initiate the procedure in several cases including upon being configured to provide SPS assistance information and upon change of SPS assistance information.

A UE capable of providing delay budget report in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide delay budget report and upon change of delay budget preference.
A UE capable of CE mode and providing maximum PDSCH/PUSCH bandwidth preference in RRC_CONNECTED may initiate the procedure upon being configured to provide maximum PDSCH/PUSCH bandwidth preference and/or upon change of maximum PDSCH/PUSCH bandwidth preference.

A UE capable of providing overheating assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting internal overheating, or upon detecting that it is no longer experiencing an overheating condition.

Upon initiating the procedure, the UE shall:

1>
if configured to provide power preference indications:

2>
if the UE did not transmit a UEAssistanceInformation message with powerPrefIndication since it was configured to provide power preference indications; or

2>
if the current power preference is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T340 is not running:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

1>
if configured to provide maximum PDSCH/PUSCH bandwidth preference:

2>
if the UE did not transmit a UEAssistanceInformation message with bw-Preference since it was configured to provide maximum PDSCH/PUSCH bandwidth preference; or

2>
if the current maximum PDSCH/PUSCH bandwidth preference is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T341 is not running;

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

1>
if configured to provide SPS assistance information:

2>
if the UE did not transmit a UEAssistanceInformation message with sps-AssistanceInformation since it was configured to provide SPS assistance information; or

2>
if the current SPS assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

1>
if configured to report RLM events:

2>
if "early-out-of-sync" event has been detected and T343 is not running; or

2>
if "early-in-sync" event has been detected and T344 is not running:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>
if configured to provide delay budget report:

2>
if the UE did not transmit a UEAssistanceInformation message with delayBudgetReport since it was configured to provide delay budget report; or

2>
if the current delay budget is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T342 is not running:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;

1>
if configured to provide overheating assistance information:

2>
if the overheating condition has been detected and T345 is not running; or

2>
if the current overheating assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T345 is not running:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>
if configured to provide flight path information:

2>
if the UE did not transmit a UEAssistanceInformation message with routeInformation since it was configured to provide flight path information; or
2>
if the current flight path information is different from the one indicated in the last transmission of the UEAssistanceInformation message:

3>
initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
5.6.10.3
Actions related to transmission of UEAssistanceInformation message

The UE shall set the contents of the UEAssistanceInformation message for power preference indications:

1>
if configured to provide power preference indication and if the UE prefers a configuration primarily optimised for power saving:

2>
set powerPrefIndication to lowPowerConsumption;

1>
else if configured to provide power preference indication:

2>
start or restart timer T340 with the timer value set to the powerPrefIndicationTimer;

2>
set powerPrefIndication to normal;

The UE shall set the contents of the UEAssistanceInformation message for SPS assistance information:

1>
if configured to provide SPS assistance information:

2>
if there is any traffic for V2X sidelink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListSL in the UEAssistanceInformation message;

2>
if there is any traffic for uplink communication which needs to report SPS assistance information:

3>
include trafficPatternInfoListUL in the UEAssistanceInformation message;

The UE shall set the contents of the UEAssistanceInformation message for bandwidth preference indications:

1>
start timer T341 with the timer value set to the bw-PreferenceIndicationTimer;

1>
set bw-Preference to its preferred configuration;

The UE shall set the contents of the UEAssistanceInformation message for delay budget report:

1>
if configured to provide delay budget report:
2>
if the UE prefers an adjustment in the connected mode DRX cycle length:

3>
set delayBudgetReport to type1 according to a desired value;

2>
else if the UE prefers coverage enhancement configuration change:

3>
set delayBudgetReport to type2 according to a desired value;
2>
start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer;
The UE shall set the contents of the UEAssistanceInformation message for the RLM report:

1>
if T314 has expired:

2>
set rlm-event to earlyOutOfSync;

2>
start timer T343 with the timer value set to the rlmReportTimer:

1>
if T315 has expired:

2>
set rlm-event to earlyInSync;

2>
start timer T344 with the timer value set to the rlmReportTimer:

2>
if configured to report rlmReportRep-MPDCCH:

3>
set excessRep-MPDCCH to the value indicated by lower layers;

The UE shall set the contents of the UEAssistanceInformation message for overheating assistance indication:

1>
if the UE experiences internal overheating:

2> if the UE prefers to temporarily reduce its DL category and UL category:

3> include reducedUE-Category in the OverheatingAssistance IE;

3> set reducedUE-CategoryDL to the number to which the UE prefers to temporarily reduce its DL category;

3> set reducedUE-CategoryUL to the number to which the UE prefers to temporarily reduce its UL category;

2> if the UE prefers to temporarily reduce the number of maximum secondary component carriers:

3> include reducedMaxCCs in the OverheatingAssistance IE;

3> set reducedCCsDL to the number of maximum SCells the UE prefers to be temporarily configured in downlink;

3> set reducedCCsUL to the number of maximum SCells the UE prefers to be temporarily configured in uplink;

2> start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;

1>
else (if the UE no longer experiences an overheating condition):

2> do not include reducedUE-Category and reducedMaxCCs in OverheatingAssistance IE;

2> start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;
The UE shall set the contents of the UEAssistanceInformation message for flight path information:
1> if configured to provide flight path information:
2> if zoneConfig is included in SystemInformationBlockTypeX of the PCell:

3> determine an identity of the zone (i.e. Zone_id) in which it is located using the formulae specified in 5.10.13.2 with zoneConfig is included in SystemInformationBlockTypeX
3> set zoneList of routeInformation in the UEAssistanceInformation message;
The UE shall submit the UEAssistanceInformation message to lower layers for transmission.

NOTE 1:
It is up to UE implementation when and how to trigger SPS assistance information.

NOTE 2:
It is up to UE implementation to set the content of trafficPatternInfoListSL and trafficPatternInfoListUL.

NOTE 3:
Traffic patterns for different Destination Layer 2 IDs are provided in different entries in trafficPatternInfoListSL.
	Next Change


UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

UEAssistanceInformation message
-- ASN1START

UEAssistanceInformation-r11 ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ueAssistanceInformation-r11


UEAssistanceInformation-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEAssistanceInformation-r11-IEs ::=

SEQUENCE {


powerPrefIndication-r11



ENUMERATED
{normal, lowPowerConsumption}
OPTIONAL,


lateNonCriticalExtension


OCTET STRING








OPTIONAL,


nonCriticalExtension



UEAssistanceInformation-v1430-IEs


OPTIONAL

}

UEAssistanceInformation-v1430-IEs ::=

SEQUENCE
{


bw-Preference-r14




BW-Preference-r14








OPTIONAL,


sps-AssistanceInformation-r14

SEQUENCE {



trafficPatternInfoListSL-r14

TrafficPatternInfoList-r14

OPTIONAL,



trafficPatternInfoListUL-r14

TrafficPatternInfoList-r14

OPTIONAL


}


OPTIONAL,


rlm-Report-r14





SEQUENCE {



rlm-Event-r14





ENUMERATED {earlyOutOfSync, earlyInSync},



excessRep-MPDCCH-r14



ENUMERATED {excessRep1, excessRep2}

OPTIONAL


}



















OPTIONAL,
delayBudgetReport-r14



DelayBudgetReport-r14





OPTIONAL,


nonCriticalExtension



UEAssistanceInformation-v1450-IEs


OPTIONAL

}

UEAssistanceInformation-v1450-IEs ::=

SEQUENCE {


overheatingAssistance-r14



OverheatingAssistance-r14



OPTIONAL,


nonCriticalExtension




UEAssistanceInformation-r15-IEs


OPTIONAL
}

UEAssistanceInformation-r15-IEs ::=

SEQUENCE {


routeInformation-r15



RouteInformation-r15



OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL
}
BW-Preference-r14 ::= SEQUENCE {


dl-Preference-r14

ENUMERATED
{mhz1dot4, mhz5, mhz20 }





OPTIONAL,


ul-Preference-r14

ENUMERATED
{mhz1dot4, mhz5}





OPTIONAL

}

TrafficPatternInfoList-r14 ::= SEQUENCE (SIZE (1..maxTrafficPattern-r14)) OF TrafficPatternInfo-r14

TrafficPatternInfo-r14 ::=
SEQUENCE {


trafficPeriodicity-r14


ENUMERATED {












sf20, sf50, sf100, sf200, sf300, sf400, sf500,












sf600, sf700, sf800, sf900, sf1000},


timingOffset-r14




INTEGER (0..10239),


priorityInfoSL-r14




SL-Priority-r13







OPTIONAL,


logicalChannelIdentityUL-r14

INTEGER (3..10)







OPTIONAL,


messageSize-r14




BIT STRING (SIZE (6))
}

DelayBudgetReport-r14::=
CHOICE {


type1






ENUMERATED {











msMinus1280, msMinus640, msMinus320, msMinus160,











msMinus80, msMinus60, msMinus40, msMinus20, ms0, ms20,











ms40, ms60, ms80, ms160, ms320, ms640, ms1280},


type2






ENUMERATED {











msMinus192, msMinus168,msMinus144, msMinus120,











msMinus96, msMinus72, msMinus48, msMinus24, ms0, ms24,











ms48, ms72, ms96, ms120, ms144, ms168, ms192}

}

OverheatingAssistance-r14 ::=
SEQUENCE {



reducedUE-Category


SEQUENCE {




reducedUE-CategoryDL



INTEGER (0..19),




reducedUE-CategoryUL



INTEGER (0..21)



}

OPTIONAL,



reducedMaxCCs



SEQUENCE {




reducedCCsDL





INTEGER (0..31),




reducedCCsUL





INTEGER (0..31)



}

OPTIONAL

}

RouteInformation-r15 ::=
SEQUENCE {


zoneList-r15




ZoneList







OPTIONAL,

}

ZoneList-r15 ::= SEQUENCE (SIZE(1..maxNoOfRoutes)) OF ZoneId-r15
ZoneId-r15 ::=
INTEGER (0..FFS)
-- ASN1STOP

	UEAssistanceInformation field descriptions

	delayBudgetReport
Indicates the UE-preferred adjustment to connected mode DRX or coverage enhancement configuration.

	dl-Preference

Indicates UE's preference on configuration of maximum PDSCH bandwidth. The value mhz1dot4 corresponds to CE mode usage in 1.4MHz bandwidth, mhz5 corresponds to CE mode usage in 5MHz bandwidth, and mhz20 corresponds to CE mode usage in 20MHz bandwidth or normal coverage.

	excessRep-MPDCCH
Indicates the excess number of repetitions on MPDCCH. Value excessRep1 and excessRep2 indicate the excess number of repetitions defined in TS 36.133 [16].

	logicalChannelIdentityUL
Indicates the logical channel identity associated with the reported traffic pattern in the uplink logical channel.

	messageSize
Indicates the maximum TB size based on the observed traffic pattern. The value refers to the index of TS 36.321 [6, table 6.1.3.1-1].

	powerPrefIndication

Value lowPowerConsumption indicates the UE prefers a configuration that is primarily optimised for power saving. Otherwise the value is set to normal.

	priorityInfoSL

Indicates the traffic priority (i.e., PPPP) associated with the reported traffic pattern for V2X sidelink communication.

	reducedCCsDL

Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink SCells indicated by the field, to address overheating.

	reducedCCsUL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink SCells indicated by the field, to address overheating.

	reducedUE-CategoryDL, reducedUE-CategoryUL

Indicates that UE prefers a configuration corresponding to the reduced UE category, to address overheating. The reduced UE DL category and reduced UE UL category should be indicated according to supported combinations for UE UL and DL Categories, see TS 36.306 [5, Table 4.1A-6].

	rlm-Event
This field provides the RLM event ("early-out-of-sync" or "early-in-sync").

	rlm-Report
This field provides the RLM report for BL UEs and UEs in CE.

	sps-AssistanceInformation

Indicates the UE assistance information to assist E-UTRAN to configure SPS.

	timingOffset

This field indicates the estimated timing for a packet arrival in a SL/UL logical channel. Specifically, the value indicates the timing offset with respect to subframe#0 of SFN#0 in milliseconds.

	trafficPatternInfoListSL

This field provides the traffic characteristics of sidelink logical channel(s) that are setup for V2X sidelink communication.

	trafficPatternInfoListUL

This field provides the traffic characteristics of uplink logical channel(s).

	trafficPeriodicity

This field indicates the estimated data arrival periodicity in a SL/UL logical channel. Value sf20 corresponds to 20 ms, sf50 corresponds to 50 ms and so on.

	type1
Indicates the preferred amount of increment/decrement to the connected mode DRX cycle length with respect to the current configuration. Value in number of milliseconds. Value ms40 corresponds to 40 milliseconds, msMinus40 corresponds to -40 milliseconds and so on.

	type2
Indicates the preferred amount of increment/decrement to the coverage enhancement configuration with respect to the current configuration so that the Uu air interface delay changes by the indicated amount. Value in number of milliseconds. Value ms24 corresponds to 24 milliseconds, msMinus24 corresponds to -24 milliseconds and so on.

	ul-Preference

Indicates UE's preference on configuration of maximum PUSCH bandwidth. The value mhz1dot4 corresponds to CE mode usage in 1.4MHz bandwidth, and mhz5 corresponds to CE mode usage in 5MHz bandwidth.

	ZoneList

Indicates the list of zone ID where the UE will move following the route to the destination.


	Next Change


SystemInformationBlockTypeX

The IE SystemInformationBlockTypeX contains Aerial configuration.
SystemInformationBlockTypeX information element
-- ASN1START

SystemInformationBlockTypeX-r15 ::= SEQUENCE {


zoneConfig-r15




Aerial-ZoneConfig-r15



OPTIONAL,
-- Need OR


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


...

}

Aerial-ZoneConfig-r15 ::=

SEQUENCE {


zoneLength-r15

ENUMERATED { m5, m10, m20, m50, m100, m200, m500, spare1},


zoneWidth-r15

ENUMERATED { m5, m10, m20, m50, m100, m200, m500, spare1},

zoneIdLongiMod-r15
INTEGER (1..FFS),


zoneIdLatiMod-r15
INTEGER (1..FFS)

}
-- ASN1STOP

	SystemInformationBlockTypeX field descriptions

	zoneConfig

Indicates zone configurations used for reporting Aerial flight path information in 5.6.10.

	zoneLength

Indicates the length of each geographic zone. Value m5 corresponds to 5 meters, m10 corresponds to 10 meters and so on. 

	zoneWidth

Indicates the width of each geographic zone. Value m5 corresponds to 5 meters, m10 corresponds to 10 meters and so on.

	zoneIdLongiMod
Indicates the total number of zones that is configured with respect to longitude. 

	zoneIdLatiMod
Indicates the total number of zones that is configured with respect to latitude.


	Next Change


HandoverPreparationInformation
This message is used to transfer the E-UTRA RRC information used by the target eNB during handover preparation, including UE capability information.

Direction: source eNB/ source RAN to target eNB

HandoverPreparationInformation message

-- ASN1START

HandoverPreparationInformation ::=
SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




handoverPreparationInformation-r8
HandoverPreparationInformation-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

HandoverPreparationInformation-r8-IEs ::= SEQUENCE {


ue-RadioAccessCapabilityInfo

UE-CapabilityRAT-ContainerList,


as-Config






AS-Config




OPTIONAL,

-- Cond HO


rrm-Config






RRM-Config




OPTIONAL,


as-Context






AS-Context



OPTIONAL,

-- Cond HO


nonCriticalExtension



HandoverPreparationInformation-v920-IEs

OPTIONAL

}

HandoverPreparationInformation-v920-IEs
::= SEQUENCE {


ue-ConfigRelease-r9




ENUMERATED {











rel9, rel10, rel11, rel12, v10j0, v11e0,











v1280, rel13, ..., rel14, rel15}

OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v9d0-IEs

OPTIONAL

}

HandoverPreparationInformation-v9d0-IEs
::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING HandoverPreparationInformation-v9j0-IEs)
OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v9e0-IEs


OPTIONAL

}

-- Late non-critical extensions:

HandoverPreparationInformation-v9j0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



HandoverPreparationInformation-v10j0-IEs

OPTIONAL

}

HandoverPreparationInformation-v10j0-IEs ::= SEQUENCE {


as-Config-v10j0





AS-Config-v10j0


OPTIONAL,


-- Following field is only for late non-critical extensions from REL-10


nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

-- Regular non-critical extensions:

HandoverPreparationInformation-v9e0-IEs
::= SEQUENCE {


as-Config-v9e0





AS-Config-v9e0




OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1130-IEs

OPTIONAL

}

HandoverPreparationInformation-v1130-IEs
::= SEQUENCE {


as-Context-v1130




AS-Context-v1130



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1250-IEs





OPTIONAL

}

HandoverPreparationInformation-v1250-IEs ::= SEQUENCE {


ue-SupportedEARFCN-r12



ARFCN-ValueEUTRA-r9



OPTIONAL,
-- Cond HO3


as-Config-v1250




AS-Config-v1250



OPTIONAL,
-- Cond HO2


nonCriticalExtension



HandoverPreparationInformation-v1320-IEs





OPTIONAL

}

HandoverPreparationInformation-v1320-IEs ::= SEQUENCE {


as-Config-v1320





AS-Config-v1320




OPTIONAL,
-- Cond HO2

as-Context-v1320




AS-Context-v1320



OPTIONAL,
-- Cond HO2

nonCriticalExtension



HandoverPreparationInformation-v1430-IEs





OPTIONAL

}
HandoverPreparationInformation-v1430-IEs ::= SEQUENCE {


as-Config-v1430




AS-Config-v1430





OPTIONAL,
-- Cond HO2


makeBeforeBreakReq-r14


ENUMERATED {true}



OPTIONAL,
-- Cond HO2


nonCriticalExtension


HandoverPreparationInformation-r15-IEs
OPTIONAL

}

HandoverPreparationInformation-r15-IEs ::= SEQUENCE {


as-Config-r15




AS-Config-r15




OPTIONAL,
-- Cond HO2


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	Next Change


AS-Config
The AS-Config IE contains information about RRC configuration information in the source eNB which can be utilized by target eNB to determine the need to change the RRC configuration during the handover preparation phase. The information can also be used after the handover is successfully performed or during the RRC connection re-establishment or resume.

AS-Config information element

-- ASN1START

AS-Config ::=



SEQUENCE {


sourceMeasConfig




MeasConfig,


sourceRadioResourceConfig


RadioResourceConfigDedicated,


sourceSecurityAlgorithmConfig

SecurityAlgorithmConfig,


sourceUE-Identity




C-RNTI,


sourceMasterInformationBlock

MasterInformationBlock,


sourceSystemInformationBlockType1
SystemInformationBlockType1(WITH COMPONENTS












{..., nonCriticalExtension ABSENT}),


sourceSystemInformationBlockType2
SystemInformationBlockType2,


antennaInfoCommon




AntennaInfoCommon,


sourceDl-CarrierFreq



ARFCN-ValueEUTRA,


...,


[[
sourceSystemInformationBlockType1Ext
OCTET STRING (CONTAINING













SystemInformationBlockType1-v890-IEs)
OPTIONAL,



sourceOtherConfig-r9



OtherConfig-r9


-- sourceOtherConfig-r9 should have been optional. A target eNB compliant with this transfer


-- syntax should support receiving an AS-Config not including this extension addition group


-- e.g. from a legacy source eNB


]],


[[
sourceSCellConfigList-r10


SCellToAddModList-r10


OPTIONAL


]],


[[
sourceConfigSCG-r12




SCG-Config-r12

OPTIONAL


]],


[[
as-ConfigNR-r15





AS-ConfigNR-r15




OPTIONAL


]]

}

AS-Config-v9e0 ::=



SEQUENCE {


sourceDl-CarrierFreq-v9e0

ARFCN-ValueEUTRA-v9e0

}

AS-Config-v10j0 ::=



SEQUENCE {


antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL

}

AS-Config-v1250 ::=



SEQUENCE {


sourceWlan-OffloadConfig-r12

WLAN-OffloadConfig-r12



OPTIONAL,


sourceSL-CommConfig-r12



SL-CommConfig-r12




OPTIONAL,


sourceSL-DiscConfig-r12



SL-DiscConfig-r12




OPTIONAL

}

AS-Config-v1320 ::=



SEQUENCE {


sourceSCellConfigList-r13


SCellToAddModListExt-r13


OPTIONAL,


sourceRCLWI-Configuration-r13

RCLWI-Configuration-r13



OPTIONAL
}
AS-Config-v1430 ::=



SEQUENCE {


sourceSL-V2X-CommConfig-r14


SL-V2X-ConfigDedicated-r14




OPTIONAL,


sourceLWA-Config-r14



LWA-Config-r13





OPTIONAL,


sourceWLAN-MeasResult-r14


MeasResultListWLAN-r13



OPTIONAL

}

AS-ConfigNR-r15 ::=



SEQUENCE {


sourceRB-ConfigNR-r15



OCTET STRING


OPTIONAL,


sourceRB-ConfigSN-NR-r15



OCTET STRING


OPTIONAL,


sourceOtherConfigSN-NR-r15


OCTET STRING


OPTIONAL

}

AS-Config-r15 ::=



SEQUENCE {


sourceRouteInformation-r15


RouteInformation

OPTIONAL
}

-- ASN1STOP

NOTE:
The AS-Config re-uses information elements primarily created to cover the radio interface signalling requirements. Consequently, the information elements may include some parameters that are not relevant for the target eNB e.g. the SFN as included in the MasterInformationBlock.

	AS-Config field descriptions

	antennaInfoCommon

This field provides information about the number of antenna ports in the source PCell.

	sourceOtherConfigSN-NR

Other NR config set by SN (cell group, measurements) in case of EN-DC i.e. as defined by the RRCReconfiguration message in TS 38.331 [82].

	sourceRB-ConfigNR

NR radio bearer config set by MN in case of EN-DC, as defined by RadioBearerConfig IE in TS 38.331 [82].

	sourceRB-ConfigSN-NR

NR radio bearer config set by SN in case of EN-DC, as defined by RadioBearerConfig IE in TS 38.331 [82].

	sourceRouteInformation

This field provides the information about the flight path information the aerial UE reported in the source PCell

	sourceDL-CarrierFreq

Provides the parameter Downlink EARFCN in the source PCell, see TS 36.101 [42]. If the source eNB provides AS-Config-v9e0, it sets sourceDl-CarrierFreq (i.e. without suffix) to maxEARFCN.

	sourceLWA-Config

LWA configuration in the source PCell when handover is triggered.

	sourceOtherConfig

Provides other configuration in the source PCell.

	sourceMasterInformationBlock

MasterInformationBlock transmitted in the source PCell.

	sourceMeasConfig

Measurement configuration in the source cell. The measurement configuration for all measurements existing in the source eNB when handover is triggered shall be included. See 10.5.

	sourceRCLWI-Configuration
RCLWI Configuration in the source PCell.

	sourceSL-CommConfig

This field covers the sidelink communication configuration.

	sourceSL-DiscConfig

This field covers the sidelink discovery configuration.

	sourceRadioResourceConfig

Radio configuration in the source PCell. The radio resource configuration for all radio bearers existing in the source PCell when handover is triggered shall be included. See 10.5.

	sourceSCellConfigList

Radio resource configuration (common and dedicated) of the SCells configured in the source eNB.

	sourceSecurityAlgorithmConfig

This field provides the AS integrity protection (SRBs) and AS ciphering (SRBs and DRBs) algorithm configuration used in the source PCell.

	sourceSystemInformationBlockType1

SystemInformationBlockType1 (or SystemInformationBlockType1-BR) transmitted in the source PCell.

	sourceSystemInformationBlockType2

SystemInformationBlockType2 transmitted in the source PCell.

	sourceSL-V2X-CommConfig

Indicates the V2X sidelink communication related configurations configured in the source eNB.

	sourceWLAN-MeasResult

WLAN measurement results in the source PCell when handover is triggered.


	End of the Changes
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