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1
Introduction
This document is a text proposal to capture the proposals in [2] on the value range of the extended timers for EDT in the running CR [1].
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6.3.2
Radio resource control information elements

<<unchanged text skipped>>
–
RACH-ConfigCommon
The IE RACH-ConfigCommon is used to specify the generic random access parameters.

RACH-ConfigCommon information element

-- ASN1START

RACH-ConfigCommon ::=

SEQUENCE {


preambleInfo





SEQUENCE {



numberOfRA-Preambles



ENUMERATED {













n4, n8, n12, n16, n20, n24, n28,













n32, n36, n40, n44, n48, n52, n56,













n60, n64},



preamblesGroupAConfig



SEQUENCE {




sizeOfRA-PreamblesGroupA


ENUMERATED {














n4, n8, n12, n16, n20, n24, n28,














n32, n36, n40, n44, n48, n52, n56,














n60},




messageSizeGroupA





ENUMERATED {b56, b144, b208, b256},




messagePowerOffsetGroupB


ENUMERATED {














minusinfinity, dB0, dB5, dB8, dB10, dB12,














dB15, dB18},




...



}


OPTIONAL












-- Need OP


},


powerRampingParameters



PowerRampingParameters,


ra-SupervisionInfo




SEQUENCE {



preambleTransMax




PreambleTransMax,



ra-ResponseWindowSize



ENUMERATED {













sf2, sf3, sf4, sf5, sf6, sf7,













sf8, sf10},



mac-ContentionResolutionTimer

ENUMERATED {













sf8, sf16, sf24, sf32, sf40, sf48,













sf56, sf64}


},


maxHARQ-Msg3Tx





INTEGER (1..8),


...,


[[
preambleTransMax-CE-r13


PreambleTransMax




OPTIONAL,
-- Need OR



rach-CE-LevelInfoList-r13

RACH-CE-LevelInfoList-r13


OPTIONAL
-- Need OR


]]

}

RACH-ConfigCommon-v1250 ::=

SEQUENCE {


txFailParams-r12 



SEQUENCE {



connEstFailCount-r12




ENUMERATED {n1, n2, n3, n4},



connEstFailOffsetValidity-r12


ENUMERATED {s30, s60, s120, s240, 















s300, s420, s600, s900},



connEstFailOffset-r12




INTEGER (0..15)

OPTIONAL
-- Need OP


}

}

RACH-ConfigCommonSCell-r11 ::=

SEQUENCE {


powerRampingParameters-r11



PowerRampingParameters,


ra-SupervisionInfo-r11




SEQUENCE {



preambleTransMax-r11




PreambleTransMax


},


...

}

RACH-CE-LevelInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCE-Level-r13)) OF RACH-CE-LevelInfo-r13

RACH-CE-LevelInfo-r13 ::=

SEQUENCE {


preambleMappingInfo-r13



SEQUENCE {



firstPreamble-r13




INTEGER(0..63),



lastPreamble-r13




INTEGER(0..63)


},


ra-ResponseWindowSize-r13


ENUMERATED {sf20, sf50, sf80, sf120, sf180,














sf240, sf320, sf400},


mac-ContentionResolutionTimer-r13
ENUMERATED {sf80, sf100, sf120,














sf160, sf200, sf240, sf480, sf960},


rar-HoppingConfig-r13



ENUMERATED {on,off},


...,


[[
edt-parameters-r15


SEQUENCE {




edt-TBS-r15



ENUMERATED {b328, b408, b504, b600, b712, 












b808, b936, b1000or456},




edt-lastPreamble-r15

INTEGER(0..63),




mac-ContentionResolutionTimer-r15
ENUMERATED {sf240, sf480, sf960, sf1920, 















sf3840, sf5760, sf7680, sf10240}















}
OPTIONAL

-- Cond EDT

]]
}

PowerRampingParameters ::=


SEQUENCE {


powerRampingStep




ENUMERATED {dB0, dB2,dB4, dB6},


preambleInitialReceivedTargetPower
ENUMERATED {












dBm-120, dBm-118, dBm-116, dBm-114, dBm-112,












dBm-110, dBm-108, dBm-106, dBm-104, dBm-102,












dBm-100, dBm-98, dBm-96, dBm-94,












dBm-92, dBm-90}

}

PreambleTransMax ::=



ENUMERATED {












n3, n4, n5, n6, n7,
n8, n10, n20, n50,












n100, n200}

-- ASN1STOP

Editor’s Note: ASN.1 for preamble partitioning (edt-lastPreamble-r15) is a placeholder showing one possible way. Final agreements on how to capture in ASN.1 is FFS.



	RACH-ConfigCommon field descriptions

	connEstFailCount

Number of times that the UE detects T300 expiry on the same cell before applying connEstFailOffset. 

	connEstFailOffset

Parameter “Qoffsettemp” in TS 36.304 [4]. If the field is not present the value of infinity shall be used for “Qoffsettemp”.

	connEstFailOffsetValidity

Amount of time that the UE applies connEstFailOffset before removing the offset from evaluation of the cell. Value s30 corresponds to 30 seconds, s60 corresponds to 60 seconds, and so on.

	edt-lastPreamble
Provides the mapping of preambles to groups for each CE level for EDT, as specified in TS 36.321 [6]. The preambles for EDT are the preambles lastPreamble-r13 +1 to edt-lastPreamble-r15. E-UTRAN configures this field only when random access preambles group B is not used.

	edt-TBS
Largest

 TBS for Msg3 for a CE level applicable to a UE performing EDT. Value in bits. Value b328 corresponds to 328 bits, b408 corresponds to 408 bits and so on. Additionally, value b1000or456 corresponds to 1000 bits for CE levels 0 and 1, and 456 bits for CE levels 2 and 3. See TS 36.213 [23].

	mac-ContentionResolutionTimer

Timer for contention resolution in TS 36.321 [6]. Value in subframes. Value sf8 corresponds to 8 subframes, sf16 corresponds to 16 subframes and so on. mac-ContentionResolutionTimer-r15 is only applicable for EDT. UE performing EDT shall use mac-ContentionResolutionTimer-r15, if present.

	maxHARQ-Msg3Tx

Maximum number of Msg3 HARQ transmissions in TS 36.321 [6], used for contention based random access. Value is an integer.

	messagePowerOffsetGroupB

Threshold for preamble selection in TS 36.321 [6]. Value in dB. Value minusinfinity corresponds to –infinity. Value dB0 corresponds to 0 dB, dB5 corresponds to 5 dB and so on.

	messageSizeGroupA

Threshold for preamble selection in TS 36.321 [6]. Value in bits. Value b56 corresponds to 56 bits, b144 corresponds to 144 bits and so on.

	numberOfRA-Preambles

Number of non-dedicated random access preambles in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.

	powerRampingStep

Power ramping factor in TS 36.321 [6]. Value in dB. Value dB0 corresponds to 0 dB, dB2 corresponds to 2 dB and so on.

	preambleInitialReceivedTargetPower

Initial preamble power in TS 36.321 [6]. Value in dBm. Value dBm-120 corresponds to -120 dBm, dBm-118 corresponds to -118 dBm and so on.

	preambleMappingInfo

Provides the mapping of preambles to groups for each CE level, except for EDT, as specified in TS 36.321 [6]. When random access preambles group B is used, firstPreamble-r13 is set to 0 and lastPreamble-r13 is set to numberOfRA-Preambles-1.

	preamblesGroupAConfig

Provides the configuration for preamble grouping in TS 36.321 [6]. If the field is not signalled, the size of the random access preambles group A [6] is equal to numberOfRA-Preambles.

	preambleTransMax, preambleTransMax-CE

Maximum number of preamble transmission in TS 36.321 [6]. Value is an integer. Value n3 corresponds to 3, n4 corresponds to 4 and so on.

	rach-CE-LevelInfoList

Provides RACH information for each coverage level. The first entry in the list contains RACH information of CE level 0, the second entry in the list contains RACH information of CE level 1, and so on. If E-UTRAN includes rach-CE-LevelInfoList, it includes the same number of entries as in prach-ParametersListCE.

	ra-ResponseWindowSize

Duration of the RA response window in TS 36.321 [6]. Value in subframes. Value sf2 corresponds to 2 subframes, sf3 corresponds to 3 subframes and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	rar-HoppingConfig
Frequency hopping activation/deactivation for RAR/Msg3/Msg4 for a CE level, see TS 36.211 [21].

	sizeOfRA-PreamblesGroupA

Size of the random access preambles group A in TS 36.321 [6]. Value is an integer. Value n4 corresponds to 4, n8 corresponds to 8 and so on.


	Conditional presence
	Explanation

	EDT
	The field is optionally present, need OR, if cp-EDT or up-EDT in SystemInformationBlockType2 is present; otherwise the field is not present and the UE shall delete any existing value for this field.


	Next change


6.3.6
Other information elements
<<unchanged text skipped>>
–
UE-TimersAndConstants
The IE UE-TimersAndConstants contains timers and constants used by the UE in either RRC_CONNECTED or RRC_IDLE.

UE-TimersAndConstants information element

-- ASN1START

UE-TimersAndConstants ::=


SEQUENCE {


t300







ENUMERATED {












ms100, ms200, ms300, ms400, ms600, ms1000, ms1500,












ms2000},


t301







ENUMERATED {












ms100, ms200, ms300, ms400, ms600, ms1000, ms1500,












ms2000},


t310







ENUMERATED {












ms0, ms50, ms100, ms200, ms500, ms1000, ms2000},


n310







ENUMERATED {












n1, n2, n3, n4, n6, n8, n10, n20},


t311







ENUMERATED {












ms1000, ms3000, ms5000, ms10000, ms15000,












ms20000, ms30000},


n311







ENUMERATED {












n1, n2, n3, n4, n5, n6, n8, n10},


...,


[[
t300-v1310





ENUMERATED {












ms2500, ms3000, ms3500, ms4000, ms5000, ms6000, ms8000,












ms10000}

OPTIONAL,
-- Need OR



t301-v1310





ENUMERATED {












ms2500, ms3000, ms3500, ms4000, ms5000, ms6000, ms8000,












ms10000}

OPTIONAL
-- Need OR


]], 


[[
t310-v1330






ENUMERATED {ms4000, ms6000}

















OPTIONAL
-- Need OR


]] ,


[[
t300-r15





ENUMERATED {












ms3000, ms5000, ms8000, ms10000, ms15000, ms25000,











ms40000, ms60000
}

OPTIONAL

-- Cond EDT


]]
}

-- ASN1STOP

	UE-TimersAndConstants field descriptions

	n3xy

Constants are described in section 7.4. n1 corresponds with 1, n2 corresponds with 2 and so on.

	t3xy

Timers are described in section 7.3. Value ms0 corresponds with 0 ms, ms50 corresponds with 50 ms and so on. EUTRAN includes an extended value t3xy-v1310 and t3xy-v1330 only in the Bandwidth Reduced (BR) version of the SIB. UEs that support Coverage Enhancement (CE) mode B shall use the extended values t3xy-v1310 and t3xy-v1330, if present, and ignore the value signaled by t3xy (without the suffix).
t300-r15 is only applicable for EDT. UE performing EDT shall use t300-r15, if present.


	Conditional presence
	Explanation

	EDT
	The field is optionally present, need OR, if edt-parameters is present in SIB2; otherwise the field is not present and the UE shall delete any existing value for this field.



	Next change


6.7.3.2
NB-IoT Radio resource control information elements

<<unchanged text skipped>>
–
UE-TimersAndConstants-NB
The IE UE-TimersAndConstants-NB contains timers and constants used by the UE in either RRC_CONNECTED or RRC_IDLE.

UE-TimersAndConstants-NB information element
-- ASN1START

UE-TimersAndConstants-NB-r13 ::=
SEQUENCE {


t300-r13






ENUMERATED {












ms2500, ms4000, ms6000, ms10000,












ms15000, ms25000, ms40000, ms60000},


t301-r13






ENUMERATED {












ms2500, ms4000, ms6000, ms10000,












ms15000, ms25000, ms40000, ms60000},


t310-r13






ENUMERATED {












ms0, ms200, ms500, ms1000, ms2000, ms4000, ms8000},


n310-r13






ENUMERATED {












n1, n2, n3, n4, n6, n8, n10, n20},


t311-r13






ENUMERATED {












ms1000, ms3000, ms5000, ms10000, ms15000,












ms20000, ms30000},


n311-r13






ENUMERATED {












n1, n2, n3, n4, n5, n6, n8, n10},


...,


[[ t311-v1350





ENUMERATED {












ms40000, ms60000, ms90000, ms120000}















OPTIONAL
-- Need OR


]] ,


[[
t300-r15





ENUMERATED {












ms6000, ms10000, ms15000, ms25000, ms40000, ms60000,












ms80000, ms120000
}

OPTIONAL

-- Cond EDT


]]
}

-- ASN1STOP

	UE-TimersAndConstants-NB field descriptions

	n3xy

Constants are described in section 7.4. n1 corresponds with 1, n2 corresponds with 2 and so on.

	t3xy

Timers are described in section 7.3. Value ms0 corresponds with 0 ms, ms200 corresponds with 200 ms and so on. The UE shall use the extended value t311-v1350, if present, and ignore the value signaled by t311-r13. 
t300-r15 is only applicable for EDT. UE performing EDT shall use t300-r15, if present.


	Conditional presence
	Explanation

	EDT
	The field is optionally present, need OR, if edt-TBS-InfoList is present in SIB2-NB; otherwise the field is not present and the UE shall delete any existing value for this field.



�Our preference for this is to have separate parameter for the first preamble. This was also how it was presented in the email discussion handled in Sanya, which most companies seemed to agree with. In out thinking the separate parameters would be more future proof, e.g. to accommodate further grouping and similar. 


�Ok. I think the Editor’s note is clear. We can discuss further based on company contributions in Busan as there has not been any agreement so far.


�Or “Maximum”? 


�I think, in earlier version it was “Maximum”. Based on some comments I changed to “Largest”. No strong opinion.





