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	[bookmark: _Toc510431915][bookmark: _Toc502437816][bookmark: _Toc502437837]Start of 1st change


[bookmark: _Toc510431859]5.1.1	Random Access procedure initialization
The Random Access procedure described in this subclause is initiated by a PDCCH order, by the MAC entity itself, or by RRC for the events in accordance with TS 38.300 [2]. There is only one Random Access procedure ongoing at any point in time in a MAC entity. The Random Access procedure on an SCell other than PSCell shall only be initiated by a PDCCH order with ra-PreambleIndex different from 0b000000 or for beam failure recovery request (see subclause 5.17).

	End of 1st change



	Start of 2nd change


[bookmark: _Toc510431860]5.1.2	Random Access Resource selection
The MAC entity shall:
1>	if the Random Access procedure was initiated for beam failure recovery (as specified in subclause 5.17); and
1>	if the contention-free Random Access Resources for beam failure recovery request associated with any of the SSBs and/or CSI-RSs have been explicitly provided by RRC; and
1>	if at least one of the SSBs with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs or the CSI-RSs with CSI-RSRP above csirs-Thresholdcfra-csirs-DedicatedRACH-Threshold amongst the associated CSI-RSs is available:
2>	select an SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs or a CSI-RS with CSI-RSRP above csirs-Thresholdcfra-csirs-DedicatedRACH-Threshold amongst the associated CSI-RSs;
2>	set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SSB or CSI-RS from the set of Random Access Preambles for beam failure recovery request.
1>	else if the ra-PreambleIndex has been explicitly provided by either PDCCH or RRC; and
1>	if the ra-PreambleIndex is not 0b000000; and
1>	if contention-free Random Access Resource associated with SSBs or CSI-RSs have not been explicitly provided by RRC:
2>	set the PREAMBLE_INDEX to the signalled ra-PreambleIndex.
1>	else if the contention-free Random Access Resources associated with SSBs have been explicitly provided by RRC and at least one SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs is available:
2>	select an SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs;
2>	set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SSB.
1>	else if the contention-free Random Access Resources associated with CSI-RSs have been explicitly provided by RRC and at least one CSI-RS with CSI-RSRP above csirs-Thresholdcfra-csirs-DedicatedRACH-Threshold amongst the associated CSI-RSs is available:
2>	select a CSI-RS with CSI-RSRP above csirs-Thresholdcfra-csirs-DedicatedRACH-Threshold amongst the associated CSI-RSs;
2>	set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected CSI-RS.
1>	else if the Random Access procedure was initiated on SpCell:
2>	if at least one of the SSBs with SS-RSRP above rsrp-ThresholdSSB is available:
3>	select an SSB with SS-RSRP above rsrp-ThresholdSSB.
2>	else:
3>	select any SSB.
2>	if Msg3 has not yet been transmitted:
3>	if Random Access Preambles group B existsis configured; and
3>	if the potential Msg3 size (UL data available for transmission plus MAC header and, where required, MAC CEs) is greater than ra-Msg3SizeGroupA and the pathloss is less than PCMAX (of the Serving Cell performing the Random Access Procedure) – preambleReceivedTargetPower – deltaPreambleMsg3msg3-DeltaPreamble – messagePowerOffsetGroupB:
4>	select the Random Access Preambles group B.
3>	else:
4>	select the Random Access Preambles group A.
2>	else (i.e. Msg3 is being retransmitted):
3>	select the same group of Random Access Preambles as was used for the Random Access Preamble transmission attempt corresponding to the first transmission of Msg3.
2>	if the association between Random Access Preambles and SSBs is configured:
3>	select a ra-PreambleIndex randomly with equal probability from the Random Access Preambles associated with the selected SSB and the selected Random Access Preambles group.
2>	else:
3>	select a ra-PreambleIndex randomly with equal probability from the Random Access Preambles within the selected Random Access Preambles group.
[bookmark: _GoBack]2>	set the PREAMBLE_INDEX to the selected ra-PreambleIndex.
1>	if an SSB is selected above and an association between PRACH occasions and SSBs is configured:
2>	determine the next available PRACH occasion from the PRACH occasions corresponding to the selected SSB permitted by the restrictions given by the ra-ssb-OccasionMaskIndex if configured (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers, corresponding to the selected SSB; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected SSB).
1>	else if a CSI-RS is selected above and an association between PRACH occasions and CSI-RSs is configured:
2>	determine the next available PRACH occasion from the PRACH occasions in ra-OccasionList corresponding to the selected CSI-RS (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers, corresponding to the selected CSI-RS; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected CSI-RS).
1>	else:
2>	determine the next available PRACH occasion (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion).
1>	perform the Random Access Preamble transmission procedure (see subclause 5.1.3).
	End of 2nd change




	Start of 3rd change


[bookmark: _Toc510431862]5.1.4	Random Access Response reception
Once the Random Access Preamble is transmitted and regardless of the possible occurrence of a measurement gap, the MAC entity shall:
1>	if the contention-free Random Access Preamble for beam failure recovery request was transmitted by the MAC entity:
2>	start the ra-ResponseWindow configured in BeamFailureRecoveryConfig at the first PDCCH occasion as specified in TS 38.213 [6] from the end of the Random Access Preamble transmission;
2>	monitor the PDCCH of the SpCell Serving Cell where was initiated the random access procedure for response to beam failure recovery request identified by the C-RNTI while ra-ResponseWindow is running.
1>	else:
2>	start the ra-ResponseWindow configured in RACH-ConfigCommon at the first PDCCH occasion as specified in TS 38.213 [6] from the end of the Random Access Preamble transmission;
2>	monitor the PDCCH of the SpCell for Random Access Response(s) identified by the RA-RNTI while the ra-ResponseWindow is running.
1>	if notification of a reception of a PDCCH transmission is received from lower layers; and
1>	if PDCCH transmission is addressed to the C-RNTI; and
1>	if the contention-free Random Access Preamble for beam failure recovery request was transmitted by the MAC entity:
2>	consider the Random Access procedure successfully completed.
1>	else if a downlink assignment has been received on the PDCCH for the RA-RNTI and the received TB is successfully decoded:
2>	if the Random Access Response contains a Backoff Indicator subheaderMAC subPDU with Backoff Indicator:
3>	set the PREAMBLE_BACKOFF to value of the BI field of the Backoff Indicator subheaderMAC subPDU using Table 7.2-1.
2>	else:
3>	set the PREAMBLE_BACKOFF to 0 ms.
	End of 3rd change




	Start of 4th change


[bookmark: _Toc510431900]5.17	Beam Failure Detection and Recovery procedure
The MAC entity may be configured by RRC with a beam failure recovery procedure which is used for indicating to the serving gNB of a new SSB or CSI-RS when beam failure is detected on the serving SSB(s)/CSI-RS(s). Beam failure is detected by counting beam failure instance indication from the lower layers to the MAC entity.
For each Serving Cell configured to support beam failure recovery, RRC configures the following parameters in the BeamFailureRecoveryConfig for the Beam Failure Detection and Recovery procedure:
-	beamFailureInstanceMaxCount for the beam failure detection;
-	beamFailureDetectionTimer for the beam failure detection;
-	beamFailureCcandidateBeamThreshold: an RSRP threshold for the beam failure recovery;
-	preamblePowerRampingStep: preamblePowerRampingStep for the beam failure recovery;
-	preambleReceivedTargetPower: preambleReceivedTargetPower for the beam failure recovery;
-	preambleTxMaxpreambleTransMax: preambleTxMaxpreambleTransMax for the beam failure recovery;
-	ra-ResponseWindow: the time window to monitor response(s) for the beam failure recovery using contention-free Random Access Preamble.;
-	prach-ConfigIndex: prach-ConfigIndex for the beam failure recovery;
-	ra-ssb-OccasionMaskIndex: ra-ssb-OccasionMaskIndex for the beam failure recovery;
-	ra-OccasionList: ra-OccasionList for the beam failure recovery.
The following UE variables are used for the beam failure detection procedure:
-	BFI_COUNTER: counter for beam failure instance indication which is initially set to 0.
The MAC entity shall for each activated serving cell for which BeamFailureRecoveryConfig is configured:
1>	if beam failure instance indication has been received from lower layers for this Serving Cell:
2>	start or restart the beamFailureDetectionTimer;
2>	increment BFI_COUNTER by 1;
2>	if BFI_COUNTER >= beamFailureInstanceMaxCount + 1:
3>	initiate a Random Access procedure (see subclause 5.1) on theis Serving pCell by applying the parameters configured in BeamFailureRecoveryConfig.
1>	if the beamFailureDetectionTimer expires:
2>	set BFI_COUNTER to 0.
1>	if the Random Access procedure is successfully completed (see subclause 5.1):
2>	consider the Beam Failure Recovery procedure successfully completed.
	End of 4th change




