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-
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1
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2 introduce a new 5GC PLMN list containing PLMNs that can connect to 5GC (RAN2#100)
-
Msg 5 is used to indicate the CN type. The eNB shall initially configure SRB1 with LTE PDCP. Upon receiving CN Type Selection = 5GCN in Message 5, eLTE eNB reconfigures SRB1 with NR-PDCP
1  Introduce cn type connectTo5GC  in MSG5

On Inter RAT mobility, for agreements:

-
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1 based on RAN2 agreed CR R2-1714229 

-
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-
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2 added “NR PDCP shall be applied to all subsequent messages received and sent by the UE via SRB1 after the transmission of the RRCConnectionSetupComplete message;”
3 added --FFS about how to optimize configuration of different types of PLMNs into legacy and new PLMN list.
4 added FFS on the size of 5G-S-TMSI (40 or 48 bits).
5 added
FFS: whether name NG-5G-S-TMSI-r15 should be used
Revision in RAN2#102

captured agreements made in RAN2#101bis

1 Extend security algorithm fields cipheringAlgorithm and integrityProtAlgorithm to add NR security algorithm identifiers neaX and niaX separately; (this doesn’t prevent independent evolution of algorithms for LTE and NR)
2 captured changes on Slicing based on agreements and R2-1804853, added FFS whether 8 bits NSSAI is allowed;

3 added changes on 5G-S-TMSI, 

· Removed “--FFS on the size of 5G-S-TMSI (40 or 48 bits).”,
· Changed the size of 5G-S-TMSI to 48bits;

4 small changes on running CR:
· removed “in the UE“ from “if the upper layers in the UE indicate the selected”
· moved “upon which the procedure ends” at the end of procedure in 5.3.3.4
· Removed “after the transmission of the RRCConnectionSetupComplete message” from the condition on using NR PDCP;
· Removed “Editor’s Note: FFS Whether the NSSAI info needs to be included in MSG5 in the case of resume” based on SA2 LS S2-184498
Revision in RAN2#102

Captured agreements made in #102

1 deleted algorithm related changes since RAN2 agreed to use LTE code point;

2 added back “Editor’s Note: FFS Whether the NSSAI info needs to be included in MSG5 in the case of resume” since RAN2 has sent LS to CT1/SA2 in NR session;
3: 
Introduce new field registeredAMF in RRCConnectionSetupComplete for LTE/5GC, same structure defined in NR TS38.331 can be used.

4: 
ng-5G-S-TMSI is used as name of 5G-S-TMSI for LTE/5GC in TS36.331;

5: 
The structure of ng-5G-S-TMSI defined in TS38.331 is used
6 Include 40 rightmost bits of 5G-S-TMSI in msg3 and remaining 8 bits in msg5
7 captured PLMN coding from R2-1806969
8
If at re-establishment the UE connected to 5GC selects a cell only connected to EPC then the UE goes to idle and triggers NAS recovery.

9
If at re-establishment the UE (that supports both EPC and 5GC) connected to EPC selects a cell only connected to 5GC then the UE goes to idle and triggers NAS recovery.

10
For UE connected to 5GC, at re-establishment NR PDCP is used for SRB1 from msg5 (i.e. no change back to LTE PDCP)

11 Introduce the following new optional indicators in SIB1 when an LTE cell is connected to 5GC:

•
An indicator to indicate support of eCall over IMS via 5GC

•
An indicator to indicate support of emergency services via 5GC.



	
	

	Consequences if not approved:
	E-UTRA connected to 5GC is not supported.

	
	

	Clauses affected:
	2, 3.2, 5.2.2.7; 5.3.3.3, 5.3.3.4, 5.3.7, 5.3.8.3, 6.2.2, 6.3.3, 6.3.4, 6.3.6, 6.4, A.6

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	36.300 xxx

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


<Partially omitted>
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
Void.

[3]
3GPP TS 36.302: "Evolved Universal Terrestrial Radio Access (E-UTRA); Services provided by the physical layer ".

[4]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); UE Procedures in Idle Mode".

[5]
3GPP TS 36.306 "Evolved Universal Terrestrial Radio Access (E-UTRA); UE Radio Access Capabilities".

[6]
3GPP TS 36.321: "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification".

[7]
3GPP TS 36.322:"Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Link Control (RLC) protocol specification".

[8]
3GPP TS 36.323: "Evolved Universal Terrestrial Radio Access (E-UTRA); Packet Data Convergence Protocol (PDCP) Specification".

[9]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); Overall description; Stage 2".

[10]
3GPP TS 22.011: "Service accessibility".

[11]
3GPP TS 23.122: "Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in idle mode".

[12]
3GPP2 C.S0002-F v1.0: "Physical Layer Standard for cdma2000 Spread Spectrum Systems".

[13]
ITU-T Recommendation X.680 (07/2002) "Information Technology - Abstract Syntax Notation One (ASN.1): Specification of basic notation" (Same as the ISO/IEC International Standard 8824-1).

[14]
ITU-T Recommendation X.681 (07/2002) "Information Technology - Abstract Syntax Notation One (ASN.1): Information object specification" (Same as the ISO/IEC International Standard 8824-2).

[15]
ITU-T Recommendation X.691 (07/2002) "Information technology - ASN.1 encoding rules: Specification of Packed Encoding Rules (PER)" (Same as the ISO/IEC International Standard 8825-2).

[16]
3GPP TS 36.133: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management".

[17]
3GPP TS 25.101: "Universal Terrestrial Radio Access (UTRA); User Equipment (UE) radio transmission and reception (FDD)".

[18]
3GPP TS 25.102: "Universal Terrestrial Radio Access (UTRA); User Equipment (UE) radio transmission and reception (TDD)".

[19]
3GPP TS 25.331:"Universal Terrestrial Radio Access (UTRA); Radio Resource Control (RRC); Protocol specification".

[20]
3GPP TS 45.005: "Radio transmission and reception".

[21]
3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Channels and Modulation".

[22]
3GPP TS 36.212: "Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and channel coding".

[23]
3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures".

[24]
3GPP2 C.S0057-E v1.0: "Band Class Specification for cdma2000 Spread Spectrum Systems".

[25]
3GPP2 C.S0005-F v1.0: "Upper Layer (Layer 3) Signaling Standard for cdma2000 Spread Spectrum Systems".

[26]
3GPP2 C.S0024-C v2.0: "cdma2000 High Rate Packet Data Air Interface Specification".

[27]
3GPP TS 23.003: "Numbering, addressing and identification".

[28]
3GPP TS 45.008: "Radio subsystem link control".

[29]
3GPP TS 25.133: "Requirements for Support of Radio Resource Management (FDD)".

[30]
3GPP TS 25.123: "Requirements for Support of Radio Resource Management (TDD)".

[31]
3GPP TS 36.401: "Evolved Universal Terrestrial Radio Access (E-UTRA); Architecture description".

[32]
3GPP TS 33.401: "3GPP System Architecture Evolution (SAE); Security architecture".

[33]
3GPP2 A.S0008-C v4.0: "Interoperability Specification (IOS) for High Rate Packet Data (HRPD) Radio Access Network Interfaces with Session Control in the Access Network"
[34]
3GPP2 C.S0004-F v1.0: "Signaling Link Access Control (LAC) Standard for cdma2000 Spread Spectrum Systems"
[35]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".

[36]
3GPP TS 44.060: "General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station System (BSS) interface; Radio Link Control/Medium Access Control (RLC/MAC) protocol".

[37]
3GPP TS 23.041: "Technical realization of Cell Broadcast Service (CBS)".

[38]
3GPP TS 23.038: "Alphabets and Language".

[39]
3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access (E-UTRAN); S1 Application Protocol (S1 AP)".

[40]
3GPP TS 25.304: "Universal Terrestrial Radio Access (UTRAN); User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode".

[41]
3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".

[42]
3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception".

[43]
3GPP TS 45.005: "GSM/EDGE Radio transmission and reception".

[44]
3GPP2 C.S0087-A v2.0: "E-UTRAN - cdma2000 HRPD Connectivity and Interworking Air Interface Specification"

[45]
3GPP TS 44.018: "Mobile radio interface layer 3 specification; Radio Resource Control (RRC) protocol".

[46]
3GPP TS 25.223: "Spreading and modulation (TDD)".

[47]
3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception".

[48]
3GPP TS 36.214: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer - Measurements".

[49]
3GPP TS 24.008: "Mobile radio interface layer 3 specification; Core network protocols; Stage 3".

[50]
3GPP TS 45.010:
"Radio subsystem synchronization".

[51]
3GPP TS 23.272: "Circuit Switched Fallback in Evolved Packet System; Stage 2".

[52]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[53]
3GPP2 C.S0097-0 v3.0: "E-UTRAN - cdma2000 1x Connectivity and Interworking Air Interface Specification".

[54]
3GPP TS 36.355: "LTE Positioning Protocol (LPP)".

[55]
3GPP TS 36.216: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer for relaying operation".

[56]
3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description".

[57]
3GPP TS 26.346: "Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs".

[58]
3GPP TS 32.422: "Telecommunication management; Subsriber and equipment trace; Trace control and confiuration management".

[59]
3GPP TS 22.368: "Service Requirements for Machine Type Communications; Stage 1".

[60]
3GPP TS 37.320: "Universal Terrestrial Radio Access (UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRA); Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; Stage 2".

[61]
3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2".

[62]
3GPP TS 22.146: "Multimedia Broadcast/Multicast Service (MBMS); Stage 1".

[63]
3GPP TR 36.816: "Evolved Universal Terrestrial Radio Access (E-UTRA); Study on signalling and procedure for interference avoidance for in-device coexistence".

[64]
IS-GPS-200F: "Navstar GPS Space Segment/Navigation User Segment Interfaces".

[65]
3GPP TS 25.307: "Requirement on User Equipments (UEs) supporting a release-independent frequency band".

[66]
3GPP TS 24.312: "Access Network Discovery and Selection Function (ANDSF) Management Object (MO)".

[67]
IEEE 802.11-2012, Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) specifications, IEEE Std.

[68]
3GPP TS 23.303: "Proximity-based services (ProSe); Stage 2".

[69]
3GPP TS 24.334: "Proximity-services (ProSe) User Equipment (UE) to ProSe function protocol aspects; Stage 3".

[70]
3GPP TS 24.333: "Proximity-services (ProSe) Management Objects (MO)".

[71]
3GPP TS 36.314: "Evolved Universal Terrestrial Radio Access (E-UTRA); Layer 2- Measurements".
[72]
3GPP TS 24.105: "Application specific Congestion control for Data Communication (ACDC) Management Object (MO)".
[73]
3GPP TS 23.179: "Functional architecture and information flows to support mission critical communication services; Stage 2".
[74]
3GPP TS 24.302: "Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks".

[75]
3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses; Stage-2".

[76]
Wi-Fi Alliance® Technical Committee, Hotspot 2.0 Technical Task Group Hotspot 2.0 (Release 2) Technical Specification Version 3.11.

[77]
3GPP TS 22.101: "Service aspects; Service principles".

[78]
3GPP TS 23.285: "Technical Specification Group Services and System Aspects; Architecture enhancements for V2X services".

[79]
3GPP TS 36.307: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) supporting a release-independent frequency band".

[80]
Military Standard WGS84 Metric MIL-STD-2401 (11 January 1994): "Military Standard Department of Defence World Geodetic System (WGS)".

[81]
3GPP TS 37.340: "NR; Multi-connectivity; Overall description; Stage-2".

[82]
3GPP TS 38.331: "NR; Radio Resource Control (RRC); Protocol specification".

[83]
3GPP TS 38.323: "NR; Packet Data Convergence Protocol (PDCP) Specification".

[84]
3GPP TS 38.133: "NR; Requirements for support of radio resource management".

[85]
3GPP TS 38.101: "NR; User Equipment (UE) radio transmission and reception".
[86]
3GPP TS 38.501: "Security Architecture and Procedures for 5G System".
[87]
3GPP TS 38.306: "NR; UE Radio Access Capabilities".
[88]
3GPP TS 38.213: "NR; Physical layer procedures".

[89]
3GPP TS 38.215: "NR; Physical layer measurements".
[xx]
3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".

<Partially omitted>
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 36.300 [9] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] or TS 36.300 [9].

1xRTT
CDMA2000 1x Radio Transmission Technology

AB
Access Barring

ACDC
Application specific Congestion control for Data Communication

ACK
Acknowledgement

AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ARQ
Automatic Repeat Request

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCH
Broadcast Channel

BL
Bandwidth reduced Low complexity

BLER
Block Error Rate

BR
Bandwidth Reduced

BR-BCCH
Bandwidth Reduced Broadcast Control Channel

CA
Carrier Aggregation

CBR
Channel Busy Ratio

CCCH
Common Control Channel

CCO
Cell Change Order

CE
Coverage Enhancement

CG
Cell Group

CIoT
Cellular IoT

CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CRS
Cell-specific Reference Signal

CSFB
CS fallback

CSG
Closed Subscriber Group

CSI
Channel State Information

DC
Dual Connectivity

DCCH
Dedicated Control Channel

DCI
Downlink Control Information

DCN
Dedicated Core Networks

DFN
Direct Frame Number

DL
Downlink

DL-SCH
Downlink Shared Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

EAB
Extended Access Barring

eDRX
Extended DRX

EHPLMN
Equivalent Home Public Land Mobile Network

eIMTA
Enhanced Interference Management and Traffic Adaptation

ENB
Evolved Node B

EN-DC
E-UTRA NR Dual Connectivity

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System
G-RNTI
Group RNTI

GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HFN
Hyper Frame Number

HPLMN
Home Public Land Mobile Network

HRPD
CDMA2000 High Rate Packet Data

H-SFN
Hyper SFN

IDC
In-Device Coexistence

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IoT
Internet of Things

ISM
Industrial, Scientific and Medical

kB
Kilobyte (1000 bytes)

L1
Layer 1

L2
Layer 2

L3
Layer 3
LAA
Licensed-Assisted Access
LWA
LTE-WLAN Aggregation

LWAAP
LTE-WLAN Aggregation Adaptation Protocol

LWIP
LTE-WLAN Radio Level Integration with IPsec Tunnel

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCG
Master Cell Group

MCPTT
Mission Critical Push To Talk

MDT
Minimization of Drive Tests

MIB
Master Information Block

MO
Mobile Originating

MPDCCH
MTC Physical Downlink Control Channel

MRB
MBMS Point to Multipoint Radio Bearer

MRO
Mobility Robustness Optimisation

MSI
MCH Scheduling Information

MT
Mobile Terminating

MUST
MultiUser Superposition Transmission
N/A
Not Applicable

NACC
Network Assisted Cell Change

NAICS
Network Assisted Interference Cancellation/Suppression

NAS
Non Access Stratum

NB-IoT
NarrowBand Internet of Things

NPBCH
Narrowband Physical Broadcast channel

NPDCCH
Narrowband Physical Downlink Control channel

NPDSCH
Narrowband Physical Downlink Shared channel

NPRACH
Narrowband Physical Random Access channel

NPSS
Narrowband Primary Synchronization Signal

NPUSCH
Narrowband Physical Uplink Shared channel

NR
NR Radio Access

NRS
Narrowband Reference Signal
NSSAI
Network Slice Selection Assistance Information
NSSS
Narrowband Secondary Synchronization Signal

P2X
Pedestrian-to-Everything

PCCH
Paging Control Channel

PCell
Primary Cell

PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PMK
Pairwise Master Key

ProSe
Proximity based Services

PS
Public Safety (in context of sidelink), Packet Switched (otherwise)

PSCell
Primary Secondary Cell

PSK
Pre-Shared Key

PTAG
Primary Timing Advance Group

PUCCH
Physical Uplink Control Channel

QCI
QoS Class Identifier

QoS
Quality of Service

RACH
Random Access CHannel

RAI
Release Assistance Indication

RAT
Radio Access Technology

RB
Radio Bearer

RCLWI
RAN Controlled LTE-WLAN Integration

RLC
Radio Link Control

RMTC
RSSI Measurement Timing Configuration

RN
Relay Node

RNTI
Radio Network Temporary Identifier

ROHC
RObust Header Compression

RPLMN
Registered Public Land Mobile Network

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAE
System Architecture Evolution

SAP
Service Access Point

SC
Sidelink Control

SCell
Secondary Cell

SCG
Secondary Cell Group

SC-MRB
Single Cell MRB

SC-RNTI
Single Cell RNTI

SD-RSRP
Sidelink Discovery Reference Signal Received Power

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI

SL
Sidelink

SLSS
Sidelink Synchronisation Signal

SMC
Security Mode Control

SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SRB
Signalling Radio Bearer

S-RSRP
Sidelink Reference Signal Received Power
SSAC
Service Specific Access Control

SSTD
SFN and Subframe Timing Difference

STAG
Secondary Timing Advance Group
S-TMSI
SAE Temporary Mobile Station Identifier

TA
Tracking Area

TAG
Timing Advance Group

TDD
Time Division Duplex
TDM
Time Division Multiplexing

TM
Transparent Mode

TPC-RNTI
Transmit Power Control RNTI

T-RPT
Time Resource Pattern of Transmission

TTT
Time To Trigger

UE
User Equipment

UICC
Universal Integrated Circuit Card

UL
Uplink

UL-SCH
Uplink Shared Channel

UM
Unacknowledged Mode

UP
User Plane

UTC
Coordinated Universal Time

UTRAN
Universal Terrestrial Radio Access Network

V2X
Vehicle-to-Everything

VoLTE
Voice over Long Term Evolution

WLAN
Wireless Local Area Network

WT
WLAN Termination

In the ASN.1, lower case may be used for some (parts) of the above abbreviations e.g. c-RNTI.
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5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 or SystemInformationBlockType1-BR either via broadcast or via dedicated signalling, the UE shall:
1>
if the upper layers indicate the selected core network type as 5GC and if the cellAccessRelatedInfoList-5GC contains an entry with the PLMN-Identity of the selected PLMN:

2>
in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding cellAccessRelatedInfoList-5GC containing the selected PLMN;
1>
else if the cellAccessRelatedInfoList contains an entry with the PLMN-Identity of the selected PLMN:

2>
in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding cellAccessRelatedInfoList containing the selected PLMN;

1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running; and

1>
if the UE is a category 0 UE according to TS 36.306 [5]; and

1>
if category0Allowed is not included in SystemInformationBlockType1:

2>
consider the cell as barred in accordance with TS 36.304 [4];

1>
if in RRC_CONNECTED while T311 is not running, and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:

2>
disregard the freqBandIndicator and multiBandInfoList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else:

2>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE and it is not a downlink only band; or

2>
if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE and they are not downlink only bands:

3>
forward the cellIdentity to upper layers;

3>
forward the trackingAreaCode to upper layers;

3>
forward the ims-EmergencySupport to upper layers, if present;

3>
forward the eCallOverIMS-Support to upper layers, if present;
3> if the UE is capable of 5G NAS:


4> forward the ims-EmergencySupport-5GC to upper layers, if present;

4> forward the eCallOverIMS-Support-5GC to upper layers, if present;
3>
if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo or the multiBandInfoList-v10j0 is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo or multiBandInfoList-v10j0:

4>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo or multiBandInfolist-v10j0;

4>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:

5>
apply the additionalPmax;

4>
else:

5>
apply the p-Max;

3>
else:

4>
apply the additionalSpectrumEmission in SystemInformationBlockType2 and the p-Max;

2>
else:

3>
consider the cell as barred in accordance with TS 36.304 [4]; and

3>
perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;

Upon receiving the SystemInformationBlockType1-NB, the UE shall:

1>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE; or

1>
if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE:

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

2>
if attachWithoutPDN-Connectivity is received for the selected PLMN:

3>
forward the attachWithoutPDN-Connectivity to upper layers;

2>
else

3>
indicate to upper layers that attachWithoutPDN-Connectivity is not present;

2>
if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo:

3>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo;

3>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:

4>
apply the additionalPmax;

3>
else:

4>
apply the p-Max;

2>
else:

3>
apply the additionalSpectrumEmission in SystemInformationBlockType2-NB and the p-Max;

1>
else:

2>
consider the cell as barred in accordance with TS 36.304 [4]; and

2>
perform barring as if intraFreqReselection is set to notAllowed.

No UE requirements related to the contents of SystemInformationBlockType1-MBMS apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.

<Partially omitted>
5.3.3.3
Actions related to transmission of RRCConnectionRequest message

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else if upper layers provide a 5G-S-TMSI:

3>
set the ue-Identity to the 40 least significant bits 
of the value received from upper layers;

2>
else:

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1:
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
if the UE supports mo-VoiceCall establishment cause and UE is establishing the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes voiceServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

2>
set the establishmentCause to mo-VoiceCall;

1>
else if the UE supports mo-VoiceCall establishment cause for mobile originating MMTEL video and UE is establishing the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes videoServiceCauseIndication and the establishment cause received from upper layers is not set to highPriorityAccess:

2>
set the establishmentCause to mo-VoiceCall;
1>
else:

2>
set the establishmentCause in accordance with the information received from upper layers;

1>
if the UE is a NB-IoT UE:

2>
if the UE supports multi-tone transmission, include multiToneSupport;

2>
if the UE supports multi-carrier operation, include multiCarrierSupport;

The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.
<Partially omitted>
5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:
2>
discard the stored UE AS context and resumeIdentity;

2>
indicate to upper layers that the RRC connection resume has been fallbacked;

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;
1>
stop timer T308, if running;

1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;

1>
stop timer T350, if running;
1>
perform the actions as specified in 5.6.12.4;
1>
release rclwi-Configuration, if configured, as specified in 5.6.16.2;
1>
stop timer T360, if running;

1>
stop timer T322, if running;

1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:

3>
if upper layers provide an S-TMSI:

4>
set the s-TMSI to the value received from upper layers;
3>
else if upper layers provide a 5G-S-TMSI:

4>
set the ng-5G-S-TMSI to the value received from 
upper layers;
Editor’s Note: FFS: Whether 5G-S-TMSI in RRCConnectionSetupComplete is needed for the fallback from resume case. To be discussed after the normal setup case

2>
else if upper layers provide a 5G-S-TMSI:

3>
set the ng-5G-S-TMSI-MSB to the 8 most 
significant bits of the value received from upper layers;
2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1 (or SystemInformationBlockType1-NB in NB-IoT);
2>
if upper layers provide the 'Registered MME', include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3>
set the mmegi and the mmec to the value received from upper layers;

2>
if upper layers provided the 'Registered MME':

3>
include and set the gummei-Type to the value provided by the upper layers;
Editor’s Note: FFS Whether the gummei-Type is applicable for LTE/5GC

2>
if upper layers provide the 'Registered AMF', include and set the registeredAMF as follows:

3>
if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;

3>
set the amf-Region, amf-SetId, amf-Pointer to the value received from upper layers;
2>
if upper layers provide one or more S-NSSAI (see TS 23.003 [27]):

3>
include the s-nssai-list and set the content to the values provided by the upper layers;

Editor’s Note: FFS Whether the NSSAI info needs to be included in MSG5 in the case of resume

2>
if the UE supports CIoT EPS optimisation(s):

3>
include attachWithoutPDN-Connectivity if received from upper layers;

3>
include up-CIoT-EPS-Optimisation if received from upper layers;

3>
except for NB-IoT, include cp-CIoT-EPS-Optimisation if received from upper layers;

2>
if the upper layers indicate the selected core network type as 5GC:
3>
include the connectTo5GC;

2>
if connecting as an RN:

3>
include the rn-SubframeConfigReq;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2>
except for NB-IoT:

3>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

4>
include rlf-InfoAvailable;

3>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailableMBSFN;

3>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

4>
include logMeasAvailable;

3>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

4>
include connEstFailInfoAvailable;

3>
include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;

3>
if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:

4>
include the mobilityHistoryAvail;

2>
include dcn-ID if a DCN-ID value (see TS 23.401 [41]) is received from upper layers;

2>
if UE needs UL gaps during continuous uplink transmission:

3>
include ue-CE-NeedULGaps;

2>
submit the RRCConnectionSetupComplete message to lower layers for transmission;

1>
if the UE is connected to 5GC:

2>
use NR PDCP for all subsequent messages received and sent by the UE via SRB1;

1>
the procedure ends:
<Next modification>
5.3.7
RRC connection re-establishment

5.3.7.1
General
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Figure 5.3.7.1-1: RRC connection re-establishment, successful
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Figure 5.3.7.1-2: RRC connection re-establishment, failure

The purpose of this procedure is to re-establish the RRC connection, which involves the resumption of SRB1 (SRB1bis for a NB-IoT UE for which AS security has not been activated) operation, the re-activation of security (except for a NB-IoT UE for which AS security has not been activated) and the configuration of only the PCell.

Except for a NB-IoT UE for which AS security has not been activated, a UE in RRC_CONNECTED, for which security has been activated, may initiate the procedure in order to continue the RRC connection. The connection re-establishment succeeds only if the concerned cell is prepared i.e. has a valid UE context. In case E-UTRAN accepts the re-establishment, SRB1 operation resumes while the operation of other radio bearers remains suspended. If AS security has not been activated, the UE does not initiate the procedure but instead moves to RRC_IDLE directly.

When AS security has not been activated, a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation in RRC_CONNECTED may initiate the procedure in order to continue the RRC connection.

E-UTRAN applies the procedure as follows:

-
When AS security has been activated:

-
to reconfigure SRB1 and to resume data transfer only for this RB;

-
to re-activate AS security without changing algorithms.

-
For a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation, when AS security has not been activated:

-
to re-establish SRB1bis and to continue data transfer for this RB.

5.3.7.2
Initiation

The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers concerning SRB1 or SRB2; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5; or

1>
upon an RRC connection reconfiguration failure, in accordance with TS38.331 [82, 5.3.5.5].

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
stop timer T312, if running;

1>
stop timer T313, if running;

1>
stop timer T307, if running;

1>
start timer T311;

1>
stop timer T370, if running;

1>
suspend all RBs, including RBs configured with NR PDCP, except SRB0;

1>
reset MAC;

1>
release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
except for NB-IoT, for the MCG, apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
for the MCG, apply the default MAC main configuration as specified in 9.2.2;

1>
release powerPrefIndicationConfig, if configured and stop timer T340, if running;

1>
release reportProximityConfig, if configured and clear any associated proximity status reporting timer;

1>
release obtainLocationConfig, if configured;

1>
release idc-Config, if configured;

1>
release measSubframePatternPCell, if configured;

1>
release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);

1>
if EN-DC is configured:

2>
perform EN-DC release, as specified in TS 38.331[82, 5.3.5.10];

1>
release naics-Info for the PCell, if configured;

1>
if connected as an RN and configured with an RN subframe configuration:

2>
release the RN subframe configuration;

1>
release the LWA configuration, if configured, as described in 5.6.14.3;

1>
release the LWIP configuration, if configured, as described in 5.6.17.3;

1>
release delayBudgetReportingConfig, if configured and stop timer T342, if running;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];

1>
release bw-PreferenceIndicationTimer, if configured and stop timer T341, if running;

1>
release overheatingAssistanceConfig, if configured and stop timer T345, if running;

5.3.7.3
Actions following cell selection while T311 is running

Upon selecting a suitable E-UTRA cell, the UE shall
:
1>
if the UE is connected to 5GC and the selected cell only connected to EPC or 

1>
if the UE is connected to EPC and the selected cell only connected to 5GC:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

1>
else:
2>
stop timer T311;

2>
start timer T301;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
if the UE is a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation and AS security has not been activated; and

2>
if cp-reestablishment is not included in SystemInformationBlockType2-NB:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

2>
else:

3>
initiate transmission of the RRCConnectionReestablishmentRequest message in accordance with 5.3.7.4;

NOTE:
This procedure applies also if the UE returns to the source PCell.

Upon selecting an inter-RAT cell, the UE shall:

1>
if the selected cell is a UTRA cell, and if the UE supports Radio Link Failure Report for Inter-RAT MRO, include selectedUTRA-CellId in the VarRLF-Report and set it to the physical cell identity and carrier frequency of the selected UTRA cell;

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';
Upon selecting an inter-RAT cell, the UE shall:

1>
if the selected cell is a UTRA cell, and if the UE supports Radio Link Failure Report for Inter-RAT MRO, include selectedUTRA-CellId in the VarRLF-Report and set it to the physical cell identity and carrier frequency of the selected UTRA cell;

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

Except for NB-IoT, if the procedure was initiated due to radio link failure or handover failure, the UE shall:

1>
set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
except for a NB-IoT UE for which AS security has not been activated, set the ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source PCell (handover and mobility from E-UTRA failure) or used in the PCell in which the trigger for the re-establishment occurred (other cases);

2>
set the physCellId to the physical cell identity of the source PCell (handover and mobility from E-UTRA failure) or of the PCell in which the trigger for the re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input (or VarShortMAC-Input-NB in NB-IoT);

3>
with the KRRCint key and integrity protection algorithm that was used in the source PCell (handover and mobility from E-UTRA failure) or of the PCell in which the trigger for the re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
for a NB-IoT UE for which AS security has not been activated, set the ue-Identity as follows:

2>
request upper layers for calculated ul-NAS-MAC and ul-NAS-Count using the cellIdentity of the PCell in which the trigger for the re-establishment occurred;

2>
set the s-TMSI to the S-TMSI provided by upper layers;

2>
set the ul-NAS-MAC to the ul-NAS-MAC value provided by upper layers;

2>
set the ul-NAS-Count to the ul-NAS-Count value provided by upper layers;

1>
set the reestablishmentCause as follows:

2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):

3>
set the reestablishmentCause to the value reconfigurationFailure;

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value handoverFailure;

2>
else:

3>
set the reestablishmentCause to the value otherFailure;

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

5.3.7.5
Reception of the RRCConnectionReestablishment by the UE

NOTE 1:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
stop timer T301;

1>
consider the current cell to be the PCell;

1>
except for a NB-IoT UE for which AS security has not been activated:

2>
if SRB1 was configured with NR PDCP and the UE is connected to EPC
:

3>
for SRB1, release the NR PDCP entity and establish an E-UTRA PDCP entity with the current (MCG) security configuration;

NOTE 1a:
The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.

2>
else:

3>
for SRB1, re-establish the PDCP entity;

2>
re-establish RLC for SRB1;
2>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

2>
resume SRB1;

NOTE 2:
E-UTRAN should not transmit any message on SRB1 prior to receiving the RRCConnectionReestablishmentComplete message.

2>
update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.401 [32];

2>
store the nextHopChainingCount value;

2>
derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];

2>
configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

2>
if connected as an RN:

3>
configure lower layers to apply integrity protection using the previously configured algorithm and the KUPint key, for subsequently resumed or subsequently established DRBs that are configured to apply integrity protection, if any;

2>
configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

2>
if the UE is not a NB-IoT UE:

3>
set the content of RRCConnectionReestablishmentComplete message as follows:

4>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

5>
include the rlf-InfoAvailable;

4>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:

5>
include logMeasAvailableMBSFN;

4>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

5>
include the logMeasAvailable;
4>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

5>
include the connEstFailInfoAvailable;
3>
perform the measurement related actions as specified in 5.5.6.1;

3>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

2>
submit the RRCConnectionReestablishmentComplete message to lower layers for transmission;

2>
if SystemInformationBlockType15 is broadcast by the PCell:

3>
if the UE has transmitted an MBMSInterestIndication message during the last 1 second preceding detection of radio link failure:

4>
ensure having a valid version of SystemInformationBlockType15 for the PCell;

4>
determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;

4>
determine the set of MBMS services of interest in accordance with 5.8.5.3a;

4>
initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;

2>
if SystemInformationBlockType18 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink communication related parameters relevant in PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding detection of radio link failure; or

2>
if SystemInformationBlockType19 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding detection of radio link failure; or

2>
if SystemInformationBlockType21 including sl-V2X-ConfigCommon is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of V2X sidelink communication related parameters relevant in PCell (i.e. change of v2x-CommRxInterestedFreqList or v2x-CommTxResourceReq) during the last 1 second preceding detection of radio link failure:
3>
initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;

1>
for a NB-IoT UE for which AS security has not been activated:

2>
validate dl-NAS-MAC, as specified in TS 33.401 [32];

2>
if dl-NAS-MAC check fails:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure', upon which the procedure ends;

2>
except for a UE that only supports the Control Plane CIoT EPS optimisation:

3>
re-establish PDCP for SRB1;

3>
re-establish RLC for SRB1;

2>
re-establish RLC for SRB1bis;

2>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

2> except for a UE that only supports the Control Plane CIoT EPS optimisation:

3> resume SRB1;

2>
resume SRB1bis;

NOTE 3:
E-UTRAN should not transmit any message on SRB1bis prior to receiving the RRCConnectionReestablishmentComplete message.

2>
submit the RRCConnectionReestablishmentComplete message to lower layers for transmission;

1>
the procedure ends;

5.3.7.6
T311 expiry

Upon T311 expiry, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

5.3.7.7
T301 expiry or selected cell no longer suitable

The UE shall:

1>
if timer T301 expires; or

1>
if the selected cell becomes no longer suitable according to the cell selection criteria as specified in TS 36.304 [4]:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

5.3.7.8
Reception of RRCConnectionReestablishmentReject by the UE

Upon receiving the RRCConnectionReestablishmentReject message, the UE shall:

1>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure';

<Partially omitted>
5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
except for NB-IoT, BL UEs or UEs in CE, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier.

1>
if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to geran; or
1>
if the RRCConnectionRelease message includes idleModeMobilityControlInfo including freqPriorityListGERAN:
2>
if AS security has not been activated, and 

2>
if upper layers indicate that redirect to GERAN without AS security is not allowed or if the UE is connected to 5GC:

3>
ignore the content of the RRCConnectionRelease;

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
for NB-IoT, if the RRCConnectionRelease message includes the redirectedCarrierInfo:

2>
if the redirectedCarrierOffsetDedicated is included in the redirectedCarrierInfo:

3>
store the dedicated offset for the frequency in redirectedCarrierInfo;

3>
start timer T322, with the timer value set according to the value of T322 in redirectedCarrierInfo;

1>
if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';

1>
else:

2>
if the extendedWaitTime is present; and

2>
if the UE supports delay tolerant access or the UE is a NB-IoT UE:

3>
forward the extendedWaitTime to upper layers;

2>
if the extendedWaitTime-CPdata is present and the NB-IoT UE only supports the Control Plane CIoT EPS optimisation:

3>
forward the extendedWaitTime-CPdata to upper layers;

2>
if the releaseCause received in the RRCConnectionRelease message indicates rrc-Suspend:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘RRC suspension’;

2>
else:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

<Next modification>
6.3.2
Radio resource control information elements

<Next modification>
–
Paging
The Paging message is used for the notification of one or more UEs.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: PCCH

Direction: E‑UTRAN to UE

Paging message
-- ASN1START

Paging ::=




SEQUENCE {


pagingRecordList



PagingRecordList 




OPTIONAL,
-- Need ON


systemInfoModification


ENUMERATED {true}




OPTIONAL,
-- Need ON


etws-Indication




ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v890-IEs





OPTIONAL

}

Paging-v890-IEs ::=


SEQUENCE {


lateNonCriticalExtension

OCTET STRING






OPTIONAL,


nonCriticalExtension


Paging-v920-IEs






OPTIONAL

}

Paging-v920-IEs ::=


SEQUENCE {


cmas-Indication-r9



ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



Paging-v1130-IEs



OPTIONAL

}

Paging-v1130-IEs ::=


SEQUENCE {


eab-ParamModification-r11

ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v1310-IEs




OPTIONAL

}
Paging-v1310-IEs ::=


SEQUENCE {


redistributionIndication-r13
ENUMERATED {true}




OPTIONAL,
--Need ON


systemInfoModification-eDRX-r13
ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}
PagingRecordList ::=



SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord

PagingRecord ::=




SEQUENCE {


ue-Identity






PagingUE-Identity,


cn-Domain






ENUMERATED
{ps, cs},


...
}

PagingUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


imsi







IMSI,


...,

ng-5G-S-TMSI-r15




NG-5G-S-TMSI-r15



}
IMSI ::=






SEQUENCE (SIZE (6..21)) OF IMSI-Digit

IMSI-Digit ::=





INTEGER (0..9)

-- ASN1STOP

	Paging field descriptions

	cmas-Indication

If present: indication of a CMAS notification.

	cn-Domain

Indicates the origin of paging.

	eab-ParamModification
If present: indication of an EAB parameters (SIB14) modification.

	etws-Indication

If present: indication of an ETWS primary notification and/ or ETWS secondary notification.

	imsi

The International Mobile Subscriber Identity, a globally unique permanent subscriber identity, see TS 23.003 [27]. The first element contains the first IMSI digit, the second element contains the second IMSI digit and so on.

	redistributionIndication

If present: indication to trigger E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 [4, 5.2.4.10]

	systemInfoModification

If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication does not apply to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX

If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication applies only to UEs using eDRX cycle longer than the BCCH modification period.

	ue-Identity

Provides the NAS identity of the UE that is being paged.


<Partially omitted>
–
RRCConnectionRequest
The RRCConnectionRequest message is used to request the establishment of an RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionRequest message
-- ASN1START

RRCConnectionRequest ::=


SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionRequest-r8



RRCConnectionRequest-r8-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRequest-r8-IEs ::=

SEQUENCE {


ue-Identity






InitialUE-Identity,


establishmentCause




EstablishmentCause,


spare







BIT STRING (SIZE (1))

}

InitialUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


randomValue






BIT STRING (SIZE (40))

}

EstablishmentCause ::=



ENUMERATED {











emergency, highPriorityAccess, mt-Access, mo-Signalling,











mo-Data, delayTolerantAccess-v1020, mo-VoiceCall-v1280, spare1}

-- ASN1STOP

	RRCConnectionRequest field descriptions

	establishmentCause

Provides the establishment cause for the RRC connection request as provided by the upper layers. W.r.t. the cause value names: highPriorityAccess concerns AC11..AC15, 'mt' stands for 'Mobile Terminating' and 'mo' for 'Mobile Originating. eNB is not expected to reject a RRCConnectionRequest due to unknown cause value being used by the UE.

	randomValue

Integer value in the range 0 to 240 ( 1.

	ue-Identity

UE identity included to facilitate contention resolution by lower layers. The s-TMSI is selected and set to the 40 XX bits of the value received from upper layers if upper layers provide a 5G-S-TMSI.   


<Partially omitted>
–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionRelease-v890-IEs

OPTIONAL

}

RRCConnectionRelease-v890-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionRelease-v920-IEs

OPTIONAL

}

-- Late non critical extensions

RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {


redirectedCarrierInfo-v9e0


RedirectedCarrierInfo-v9e0


OPTIONAL,
-- Cond NoRedirect-r8


idleModeMobilityControlInfo-v9e0
IdleModeMobilityControlInfo-v9e0
OPTIONAL,
-- Cond IdleInfoEUTRA


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- Regular non critical extensions

RRCConnectionRelease-v920-IEs ::=
SEQUENCE {


cellInfoList-r9




CHOICE {



geran-r9





CellInfoListGERAN-r9,



utra-FDD-r9





CellInfoListUTRA-FDD-r9,



utra-TDD-r9





CellInfoListUTRA-TDD-r9,



...,



utra-TDD-r10




CellInfoListUTRA-TDD-r10


}














OPTIONAL,
-- Cond Redirection


nonCriticalExtension


RRCConnectionRelease-v1020-IEs

OPTIONAL

}

RRCConnectionRelease-v1020-IEs ::=
SEQUENCE {


extendedWaitTime-r10



INTEGER (1..1800)

OPTIONAL,
-- Need ON


nonCriticalExtension


RRCConnectionRelease-v1320-IEs



OPTIONAL

}

RRCConnectionRelease-v1320-IEs::=
SEQUENCE {


resumeIdentity-r13




ResumeIdentity-r13



OPTIONAL,
-- Need OR 



nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other, cs-FallbackHighPriority-v1020, rrc-Suspend-v1320}

RedirectedCarrierInfo ::=


CHOICE {


eutra







ARFCN-ValueEUTRA,


geran







CarrierFreqsGERAN,


utra-FDD






ARFCN-ValueUTRA,


utra-TDD






ARFCN-ValueUTRA,


cdma2000-HRPD





CarrierFreqCDMA2000,


cdma2000-1xRTT





CarrierFreqCDMA2000,


...,


utra-TDD-r10





CarrierFreqListUTRA-TDD-r10

}

RedirectedCarrierInfo-v9e0 ::=


SEQUENCE {


eutra-v9e0







ARFCN-ValueEUTRA-v9e0

}

CarrierFreqListUTRA-TDD-r10 ::=


SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA
IdleModeMobilityControlInfo ::=

SEQUENCE {


freqPriorityListEUTRA



FreqPriorityListEUTRA


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqsPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...,

[[
freqPriorityListExtEUTRA-r12

FreqPriorityListExtEUTRA-r12

OPTIONAL

-- Need ON


]],


[[
freqPriorityListEUTRA-v1310


FreqPriorityListEUTRA-v1310


OPTIONAL,

-- Need ON



freqPriorityListExtEUTRA-v1310

FreqPriorityListExtEUTRA-v1310

OPTIONAL

-- Need ON


]]

}

IdleModeMobilityControlInfo-v9e0 ::=
SEQUENCE {


freqPriorityListEUTRA-v9e0


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0

}

FreqPriorityListEUTRA ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=

SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityListEUTRA-v1310 ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityListExtEUTRA-v1310 ::=

SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityEUTRA ::=



SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityEUTRA-v9e0 ::=


SEQUENCE {


carrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

OPTIONAL
-- Cond EARFCN-max

}

FreqPriorityEUTRA-r12 ::=



SEQUENCE {


carrierFreq-r12






ARFCN-ValueEUTRA-r9,


cellReselectionPriority-r12



CellReselectionPriority

}
FreqPriorityEUTRA-v1310 ::=



SEQUENCE {


cellReselectionSubPriority-r13



CellReselectionSubPriority-r13 

OPTIONAL

-- Need ON

}
FreqsPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=



SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

CellInfoListGERAN-r9 ::=

SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9
CellInfoGERAN-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdGERAN,


carrierFreq-r9





CarrierFreqGERAN,


systemInformation-r9



SystemInfoListGERAN

}

CellInfoListUTRA-FDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-FDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-TDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r10 ::=

SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=


SEQUENCE {


physCellId-r10





PhysCellIdUTRA-TDD,


carrierFreq-r10





ARFCN-ValueUTRA,


utra-BCCH-Container-r10



OCTET STRING

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList

Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4]. The value geran can only be included after successful security activation when UE is connected to 5GC.

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10.

E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present.

	systemInformation

Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45, table 9.1.1]. 

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container

Contains System Information Container message as defined in TS 25.331 [19].


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	NoRedirect-r8
	The field is optionally present, need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.


<Partially omitted>

RRCConnectionSetupComplete
The RRCConnectionSetupComplete message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete message
-- ASN1START

RRCConnectionSetupComplete ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionSetupComplete-r8

RRCConnectionSetupComplete-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetupComplete-r8-IEs ::= SEQUENCE {


selectedPLMN-Identity



INTEGER (1..maxPLMN-r11),


registeredMME





RegisteredMME





OPTIONAL,


dedicatedInfoNAS




DedicatedInfoNAS,


nonCriticalExtension



RRCConnectionSetupComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1020-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1020-IEs ::= SEQUENCE {


gummei-Type-r10





ENUMERATED {native, mapped}


OPTIONAL,


rlf-InfoAvailable-r10



ENUMERATED {true}




OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}




OPTIONAL,


rn-SubframeConfigReq-r10


ENUMERATED {required, notRequired}
OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1130-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1250-IEs

OPTIONAL

}

RRCConnectionSetupComplete-v1250-IEs ::= SEQUENCE {


mobilityState-r12




ENUMERATED {normal, medium, high, spare}
OPTIONAL,


mobilityHistoryAvail-r12


ENUMERATED {true}



OPTIONAL,


logMeasAvailableMBSFN-r12


ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1320-IEs





OPTIONAL

}

RRCConnectionSetupComplete-v1320-IEs ::= SEQUENCE {


ce-ModeB-r13





ENUMERATED {supported}





OPTIONAL,


s-TMSI-r13






S-TMSI









OPTIONAL,


attachWithoutPDN-Connectivity-r13
ENUMERATED {true}






OPTIONAL,


up-CIoT-EPS-Optimisation-r13

ENUMERATED {true} 






OPTIONAL,


cp-CIoT-EPS-Optimisation-r13

ENUMERATED {true} 






OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1330-IEs

OPTIONAL
}

RRCConnectionSetupComplete-v1330-IEs ::= SEQUENCE {


ue-CE-NeedULGaps-r13




ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1430-IEs

OPTIONAL

}

RRCConnectionSetupComplete-v1430-IEs ::= SEQUENCE {


dcn-ID-r14






INTEGER (0..65535)



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v15xy-IEs





OPTIONAL

}
RRCConnectionSetupComplete-v15xy-IEs ::= SEQUENCE {


connectTo5GC-r15






ENUMERATED {true}


OPTIONAL,


registeredAMF






RegisteredAMF



OPTIONAL,


s-nssai-list                        

SEQUENCE(SIZE (1..maxNrofS-NSSAI)) OF S-NSSAI  OPTIONAL,

ng-5G-S-TMSI-r15





NG-5G-S-TMSI-
r15  



OPTIONAL,

ng-5G-S-TMSI-MSB-r15





NG-5G-S-TMSI-MSB-r15


OPTIONAL,

nonCriticalExtension





SEQUENCE {}




OPTIONAL

}
RegisteredMME ::=




SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


mmegi







BIT STRING (SIZE (16)),


mmec







MMEC

}
RegisteredAMF-r15
::=



SEQUENCE {


plmn-Identity-r15




PLMN-Identity





OPTIONAL,


amf-SetId-r15





AMF-SetID-r15,


amf-Pointer-r15





AMF-Pointer-r15,


amf-Region-r15





AMF-RegionID-r15
}
-- ASN1STOP

	RRCConnectionSetupComplete field descriptions

	attachWithoutPDN-Connectivity

This field is used to indicate that the UE performs an Attach without PDN connectivity procedure, as indicated by the upper layers and specified in TS 24.301 [35].

	cp-CIoT-EPS-Optimisation
This field is included when the UE supports the Control plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].

	ce-ModeB

Indicates whether the UE supports operation in CE mode B, as specified in TS 36.306 [5].

	connectTo5GC
This field is included if the upper layers indicate the selected core network type as 5GC, see TS 24.501 [xx].

	dcn-ID

The Dedicated Core Network Identity, see TS 23.401 [41].

	gummei-Type

This field is used to indicate whether the GUMMEI included is native (assigned by EPC) or mapped (from 2G/3G identifiers).

	mmegi

Provides the Group Identity of the registered MME within the PLMN, as provided by upper layers, see TS 23.003 [27].

	mobilityState

This field indicates the UE mobility state (as defined in TS 36.304 [4, 5.2.4.3]) just prior to UE going into RRC_CONNECTED state. The UE indicates the value of medium and high when being in Medium-mobility and High-mobility states respectively. Otherwise the UE indicates the value normal.

	registeredMME

This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	rn-SubframeConfigReq

If present, this field indicates that the connection establishment is for an RN and whether a subframe configuration is requested or not.

	S-NSSAI

This field is a component of NSSAI as indicated by the upper layers. The UE can report upto eight S-NSSAI per NSSAI, see TS 23.003 [27].

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1. 1 if the 1st PLMN is selected from the 1st plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on.

	up-CIoT-EPS-Optimisation
This field is included when the UE supports the User plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].

	ue-CE-NeedULGaps

Indicates whether the UE needs uplink gaps during continuous uplink transmission in FDD as specified in TS 36.211 [21] and TS 36.306 [5].


<Next modification>
–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. SystemInformationBlockType1-BR uses the same structure as SystemInformationBlockType1.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1-BR-r13 ::=
SystemInformationBlockType1

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SystemInformationBlockType1-v10j0-IEs
OPTIONAL

}

SystemInformationBlockType1-v10j0-IEs ::= SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR


multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v10l0-IEs




OPTIONAL

}

SystemInformationBlockType1-v10l0-IEs ::= SEQUENCE {


freqBandInfo-v10l0




NS-PmaxList-v10l0


OPTIONAL,
-- Need OR


multiBandInfoList-v10l0



MultiBandInfoList-v10l0

OPTIONAL,
-- Need OR


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ


nonCriticalExtension


SystemInformationBlockType1-v1250-IEs
OPTIONAL

}

SystemInformationBlockType1-v1250-IEs ::=
SEQUENCE {


cellAccessRelatedInfo-v1250




SEQUENCE {



category0Allowed-r12





ENUMERATED {true}

OPTIONAL
-- Need OP


},


cellSelectionInfo-v1250




CellSelectionInfo-v1250

OPTIONAL,
-- Cond RSRQ2


freqBandIndicatorPriority-r12


ENUMERATED {true}


OPTIONAL,
-- Cond mFBI


nonCriticalExtension


SystemInformationBlockType1-v1310-IEs
OPTIONAL




}

SystemInformationBlockType1-v1310-IEs ::=
SEQUENCE {


hyperSFN-r13







BIT STRING (SIZE (10))

OPTIONAL,
-- Need OR


eDRX-Allowed-r13






ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfoCE-r13




CellSelectionInfoCE-r13
OPTIONAL,
-- Need OP


bandwidthReducedAccessRelatedInfo-r13
SEQUENCE {



si-WindowLength-BR-r13




ENUMERATED {














ms20, ms40, ms60, ms80, ms120, 














ms160, ms200, spare},



si-RepetitionPattern-r13



ENUMERATED {everyRF, every2ndRF, every4thRF,
















every8thRF},



schedulingInfoList-BR-r13



SchedulingInfoList-BR-r13
OPTIONAL,
-- Cond SI-BR



fdd-DownlinkOrTddSubframeBitmapBR-r13
CHOICE {




subframePattern10-r13




BIT STRING (SIZE (10)),




subframePattern40-r13




BIT STRING (SIZE (40))



}
















OPTIONAL, 
-- Need OP



fdd-UplinkSubframeBitmapBR-r13


BIT STRING (SIZE (10)) 

OPTIONAL, 
-- Need OP



startSymbolBR-r13





INTEGER (1..4),



si-HoppingConfigCommon-r13



ENUMERATED {on,off},



si-ValidityTime-r13





ENUMERATED {true}
OPTIONAL,


-- Need OP



systemInfoValueTagList-r13



SystemInfoValueTagList-r13
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond BW-reduced

nonCriticalExtension





SystemInformationBlockType1-v1320-IEs
OPTIONAL

}

SystemInformationBlockType1-v1320-IEs ::=
SEQUENCE {

freqHoppingParametersDL-r13



SEQUENCE {



mpdcch-pdsch-HoppingNB-r13



ENUMERATED {nb2, nb4}

OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeA-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int1, int2, int4, int8},




interval-TDD-r13




ENUMERATED {int1, int5, int10, int20}



}
















OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeB-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int2, int4, int8, int16},




interval-TDD-r13




ENUMERATED { int5, int10, int20, int40}



}
















OPTIONAL,
-- Need OR



mpdcch-pdsch-HoppingOffset-r13


INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond Hopping

nonCriticalExtension





SystemInformationBlockType1-v1350-IEs




OPTIONAL

}

SystemInformationBlockType1-v1350-IEs ::=
SEQUENCE {

cellSelectionInfoCE1-r13



CellSelectionInfoCE1-r13
OPTIONAL,
-- Need OP


nonCriticalExtension




SystemInformationBlockType1-v1360-IEs



OPTIONAL

}

SystemInformationBlockType1-v1360-IEs ::=
SEQUENCE {


cellSelectionInfoCE1-v1360



CellSelectionInfoCE1-v1360
OPTIONAL, 
-- Cond QrxlevminCE1


nonCriticalExtension





SystemInformationBlockType1-v1430-IEs

OPTIONAL

}

SystemInformationBlockType1-v1430-IEs ::=
SEQUENCE {


eCallOverIMS-Support-r14



ENUMERATED {true}


OPTIONAL,
-- Need OR


tdd-Config-v1430





TDD-Config-v1430


OPTIONAL,
-- Cond TDD-OR


cellAccessRelatedInfoList-r14


SEQUENCE (SIZE (1..maxPLMN-1-r14)) OF 












CellAccessRelatedInfo-r14
OPTIONAL,
-- Need OR


nonCriticalExtension




SystemInformationBlockType1-v15xy-IEs




OPTIONAL
}
SystemInformationBlockType1-v15xy-IEs ::=
SEQUENCE {


cellAccessRelatedInfoFor-5GC-r15



SEQUENCE {



cellBarred-5GC-r15






ENUMERATED {barred, notBarred},



cellAccessRelatedInfoList-5GC-r15


SEQUENCE (SIZE (1..maxPLMN-1-r14)) OF 












CellAccessRelatedInfo-5GC-r15


}



OPTIONAL,
-- NEED OP



ims-EmergencySupport5GC-r15


ENUMERATED {true}


OPTIONAL,
-- Need OR


eCallOverIMS-Support5GC-r15


ENUMERATED {true}


OPTIONAL,
-- Need OR


nonCriticalExtension




SEQUENCE {}




OPTIONAL

}
PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}
SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SchedulingInfoList-BR-r13 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-BR-r13

SchedulingInfo-BR-r13 ::=
SEQUENCE {


si-Narrowband-r13



INTEGER (1..maxAvailNarrowBands-r13),


si-TBS-r13





ENUMERATED {b152, b208, b256, b328, b408, b504, b600, b712,













b808, b936}

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v1250, sibType18-v1250,











..., sibType19-v1250, sibType20-v1310, sibType21-v1430}

SystemInfoValueTagList-r13 ::=

SEQUENCE (SIZE (1..maxSI-Message)) OF SystemInfoValueTagSI-r13

SystemInfoValueTagSI-r13 ::=

INTEGER (0..3)

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

CellSelectionInfo-v1250 ::=


SEQUENCE {


q-QualMinRSRQ-OnAllSymbols-r12





Q-QualMin-r9

}

CellAccessRelatedInfo-r14 ::=
SEQUENCE {


plmn-IdentityList-r14



PLMN-IdentityList,


trackingAreaCode-r14



TrackingAreaCode,


cellIdentity-r14




CellIdentity

}
CellAccessRelatedInfo-5GC-r15 ::=
SEQUENCE {


plmn-IdentityList-r15


PLMN-IdentityList-r15,


trackingAreaCode-5GC-r15


TrackingAreaCode-5GC-r15,


cellIdentity-r15




CellIdentity-5GC-r15
}
PLMN-IdentityList-r15::=

SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo-r15 
PLMN-IdentityInfo-r15 ::=




SEQUENCE {


plmn-Identity-5GC-r15





CHOICE{

Plmn-Identity-r15                             PLMN-Identity,
plmn-index-r15                                INTEGER (1..maxPLMN-r11)
}

CellReservedForOperatorUse-r15



ENUMERATED {reserved, notReserved}

}
CellIdentity-5GC-r15  ::=   CHOICE{

cellIdentity-r15                              CellIdentity,
cellId-index-r15                              INTEGER (1..maxPLMN-r11)
}
-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	bandwithReducedAccessRelatedInfo

Access related information for BL UEs and UEs in CE. NOTE 3.

	category0Allowed

The presence of this field indicates category 0 UEs are allowed to access the cell.

	cellAccessRelatedInfoList

This field contains a list allowing signalling of access related information per PLMN. One PLMN can be included in only one entry of this list. NOTE 4.

	cellAccessRelatedInfoList-5GC
This field contains a PLMN list and a list allowing signalling of access related information per PLMN for PLMNs that provides connectivity to 5GC. One PLMN can be included in only one entry of this list. NOTE4

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4].

	cellBarred-5GC
barred means the cell is barred for connectivity to 5GC, as defined in TS 36.304 [4].

	cellIdentity

Indicates the cell identity. NOTE 2.

	cellId-index
the index of the cell ID in the PLMN lists for EPC, indcates UE the corresponding cell ID is used for 5GC. Value 1 indicates the cell ID of the 1st PLMN list for EPC in the SIB1. 2 indicates the cell ID of the 2nd PLMN list for EPC, and so on.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	cellSelectionInfoCE

Cell selection information for BL UEs and UEs in CE. NOTE 3.

	cellSelectionInfoCE1

Cell selection information for BL UEs and UEs in CE supporting CE Mode B. E-UTRAN includes this IE only if cellSelectionInfoCE is present in SystemInformationBlockType1-BR. NOTE 3.

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	eCallOverIMS-Support

Indicates whether the cell supports eCall over IMS services via EPC for UEs as defined in TS 23.401 [41]. If absent, eCall over IMS via EPC is not supported by the network in the cell. NOTE 2.

	eCallOverIMS-Support5GC
Indicates whether the cell supports eCall over IMS services via 5GC as defined in TS 23.401 [41]. If absent, eCall over IMS via 5GC is not supported by the network in the cell. NOTE 2.

	eDRX-Allowed

The presence of this field indicates if idle mode extended DRX is allowed in the cell. The UE shall stop using extended DRX in idle mode if eDRX-Allowed is not present.

	fdd-DownlinkOrTddSubframeBitmapBR

The set of valid subframes for FDD downlink or TDD transmissions, see TS 36.213 [23].

If this field is not present, the set of valid subframes is the set of non-MBSFN subframes as indicated by mbsfn-SubframeConfigList. If neither this field nor mbsfn-SubframeConfigList is present, all subframes are considered as valid subframes for FDD downlink transmission, all DL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD DL transmission, and all UL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD UL transmission.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	fdd-UplinkSubframeBitmapBR

The set of valid subframes for FDD uplink transmissions for BL UEs, see TS 36.213 [23].

If the field is not present, then UE considers all uplink subframes as valid subframes for FDD uplink transmissions.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	freqBandIndicatorPriority

If the field is present and supported by the UE, the UE shall prioritize the frequency bands in the multiBandInfoList field in decreasing priority order. Only if the UE does not support any of the frequency band in multiBandInfoList, the UE shall use the value in freqBandIndicator field. Otherwise, the UE applies frequency band according to the rules defined in multiBandInfoList. NOTE 2.

	freqBandInfo

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs,  for the frequency band in freqBandIndicator. If E-UTRAN includes freqBandInfo-v10l0 it includes the same number of entries, and listed in the same order, as in freqBandInfo-r10.

	freqHoppingParametersDL

Downlink frequency hopping parameters for BR versions of SI messages, MPDCCH/PDSCH of paging, MPDCCH/PDSCH of RAR/Msg4 and unicast MPDCCH/PDSCH. If not present, the UE is not configured downlink frequency hopping.

	hyperSFN

Indicates hyper SFN which increments by one when the SFN wraps around.

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services via EPC for UEs in limited service mode. If absent, IMS emergency call via EPC is not supported by the network in the cell for UEs in limited service mode. NOTE 2.

	ims-EmergencySupport5GC
Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode via 5GC. If absent, IMS emergency call via 5GC is not supported by the network in the cell for UEs in limited service mode. NOTE 2.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4]. NOTE 2.

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator field it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList field. If E-UTRAN includes multiBandInfoList-v9e0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). See Annex D for more descriptions. The UE shall ignore the rule defined in this field description if freqBandIndicatorPriority is present and supported by the UE.

	multiBandInfoList-v10j0

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs, for the frequency bands in multiBandInfoList (i.e. without suffix) and multiBandInfoList-v9e0. If E-UTRAN includes multiBandInfoList-v10j0, it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList-v10j0.

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN. NOTE 2.

	plmn-index
Index of the PLMN in the plmn-IdentityList fields included in SIB1for EPC, indicating the same PLMN ID is connected to 5GC too. 1 if the 1st PLMN is from the 1st plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is from the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power of the default power class for the band the UE is using for transmission, according to TS 36.101 [42]. NOTE 2.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4]. If cellSelectionInfo-v920 is not present, the UE applies the (default) value of negative infinity for Qqualmin. NOTE 1.

	q-QualMinRSRQ-OnAllSymbols
If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. NOTE 1.

	q-QualMinOffset

Parameter “Qqualminoffset” in TS 36.304 [4]. Actual value Qqualminoffset = field value [dB]. If cellSelectionInfo-v920 is not present or the field is not present, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-QualMinWB

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16]. NOTE 1.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in TS 36.304 [4]. Actual value Qrxlevminoffset = field value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message. There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-HoppingConfigCommon

Frequency hopping activation/deactivation for BR versions of SI messages and MPDCCH/PDSCH of paging.

	si-Narrowband

This field indicates the index of a narrowband used to broadcast the SI message towards BL UEs and UEs in CE, see TS 36.211 [21, 6.4.1] and TS 36.213 [23, 7.1.6]. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..[maxAvailNarrowBands-r13-1]) as specified in TS 36.211 [21].

	si-RepetitionPattern

Indicates the radio frames within the SI window used for SI message transmission. Value everyRF corresponds to every radio frame, value every2ndRF corresponds to every 2 radio frames, and so on. The first transmission of the SI message is transmitted from the first radio frame of the SI window.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	si-TBS

This field indicates the transport block size information used to broadcast the SI message towards BL UEs and UEs in CE, see TS 36.213 [23, Table 7.1.7.2.1-1] for a 6 PRB bandwidth and a QPSK modulation.

	schedulingInfoList-BR

Indicates additional scheduling information of SI messages for BL UEs and UEs in CE. It includes the same number of entries, and listed in the same order, as in schedulingInfoList (without suffix).

	si-ValidityTime

Indicates system information validity timer. If set to TRUE, the timer is set to 3h, otherwise the timer is set to 24h.

	si-WindowLength, si-WindowLength-BR

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. In case si-WindowLength-BR-r13 is present and the UE is a BL UE or a UE in CE, the UE shall use si-WindowLength-BR-r13 and ignore the original field si-WindowLength (without suffix). UEs other than BL UEs or UEs in CE shall ignore the extension field si-WindowLength-BR-r13.

	startSymbolBR

For BL UEs and UEs in CE, indicates the OFDM starting symbol for any MPDCCH, PDSCH scheduled on the same cell except the PDSCH carrying SystemInformationBlockType1-BR, see TS 36.213 [23]. Values 1, 2, and 3 are applicable for dl-Bandwidth greater than 10 resource blocks. Values 2, 3, and 4 are applicable otherwise.

	systemInfoValueTagList

Indicates SI message specific value tags for BL UEs and UEs in CE. It includes the same number of entries, and listed in the same order, as in schedulingInfoList (without suffix).

	systemInfoValueTagSI

SI message specific value tag as specified in subclause 5.2.1.3. Common for all SIBs within the SI message other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14.

	systemInfoValueTag

Common for all SIBs other than MIB, MIB-MBMS, SIB1, SIB1-MBMS, SIB10, SIB11, SIB12 and SIB14. Change of MIB, MIB-MBMS, SIB1 and SIB1-MBMS is detected by acquisition of the corresponding message.

	tdd-Config

Specifies the TDD specific physical channel configurations. NOTE 2.

	trackingAreaCode/trackingAreaCode-5GC
A trackingAreaCode that is common for all the PLMNs listed. NOTE2. NOTE 5.


NOTE 1:
The value the UE applies for parameter “Qqualmin” in TS 36.304 [4] depends on the q-QualMin fields signalled by E-UTRAN and supported by the UE. In case multiple candidate options are available, the UE shall select the highest priority candidate option according to the priority order indicated by the following table (top row is highest priority).

	q-QualMinRSRQ-OnAllSymbols
	q-QualMinWB
	Value of parameter “Qqualmin” in TS 36.304 [4]

	Included
	Included
	q-QualMinRSRQ-OnAllSymbols – (q-QualMin – q-QualMinWB)

	Included
	Not included
	q-QualMinRSRQ-OnAllSymbols

	Not included
	Included
	q-QualMinWB

	Not included
	Not included
	q-QualMin


NOTE 2:
E-UTRAN sets this field to the same value for all instances of SIB1 message that are broadcasted within the same cell.

NOTE 3:
E-UTRAN configures this field only in the BR version of SIB1 message.

NOTE 4:
E-UTRAN configures at most 6 EPC PLMNs in total (i.e. across all the PLMN lists except for PLMN lists in cellAccessRelatedInfoList-5GC in SIB1). E-UTRAN configures at most 6 5GC PLMNs in total (i.e. across all the PLMN lists in cellAccessRelatedInfoList-5GC in SIB1).
NOTE 5:
E-UTRAN configures only one value for this parameter per PLMN.

	Conditional presence
	Explanation

	BW-reduced
	The field is optional present, Need OR, if schedulingInfoSIB1-BR in MIB is set to a value greater than 0. Otherwise the field is not present.

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to maxFBI. Otherwise the field is not present.

	mFBI
	The field is optional present, Need OR, if multiBandInfoList is present. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. without suffix, introduced in -v8h0) is set to maxFBI. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if SIB3 is being broadcast and threshServingLowQ is present in SIB3; otherwise optionally present, Need OP.

	RSRQ2
	The field is mandatory present if q-QualMinRSRQ-OnAllSymbols is present in SIB3; otherwise it is not present and the UE shall delete any existing value for this field.

	Hopping
	The field is mandatory present if si-HoppingConfigCommon field is broadcasted and set to on. Otherwise the field is optionally present, need OP.

	QrxlevminCE1
	The field is optionally present, Need OR, if q-RxLevMinCE1-r13 is set below -140 dBm. Otherwise the field is not present.

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth in systemInformationBlockType3 is 50 resource blocks or larger; otherwise it is not present.

	SI-BR
	The field is mandatory present if schedulingInfoSIB1-BR is included in MIB with a value greater than 0. Otherwise the field is not present.


<Partially omitted>
6.3.3
Security control information elements

–
NextHopChainingCount
The IE NextHopChainingCount is used to update the KeNB key and corresponds to parameter NCC: See TS 33.401 [32, 7.2.8.4].

NextHopChainingCount information element

-- ASN1START

NextHopChainingCount ::=




INTEGER (0..7)

-- ASN1STOP

–
SecurityAlgorithmConfig
The IE SecurityAlgorithmConfig is used to configure AS integrity protection algorithm (SRBs) and AS ciphering algorithm (SRBs and DRBs). For RNs, the IE SecurityAlgorithmConfig is also used to configure AS integrity protection algorithm for DRBs between the RN and the E-UTRAN.

SecurityAlgorithmConfig information element

-- ASN1START

SecurityAlgorithmConfig ::=


SEQUENCE {


cipheringAlgorithm




CipheringAlgorithm-r12,


integrityProtAlgorithm



ENUMERATED {












eia0-v920, eia1, eia2, eia3-v1130, spare4, spare3,












spare2, spare1, ...}

}

CipheringAlgorithm-r12 ::=



ENUMERATED {












eea0, eea1, eea2, eea3-v1130, spare4, spare3,












spare2, spare1, ...}

-- ASN1STOP

	SecurityAlgorithmConfig field descriptions

	cipheringAlgorithm

Indicates the ciphering algorithm to be used for SRBs and DRBs, as specified in TS 33.401 [32, 5.1.3.2].

	integrityProtAlgorithm

Indicates the integrity protection algorithm to be used for SRBs, as specified in TS 33.401 [32, 5.1.4.2]. For RNs, also indicates the integrity protection algorithm to be used for integrity protection-enabled DRB(s).


Editor’s Note: FFS TS 33.401 or TS 33.501 to be refered;
<Partially omitted>
6.3.4
Mobility control information elements
<Partially omitted>
–
TrackingAreaCode
The IE TrackingAreaCode is used to identify a tracking area within the scope of a PLMN, see TS 24.301 [35].

TrackingAreaCode information element

-- ASN1START

TrackingAreaCode ::=



BIT STRING (SIZE (16))

TrackingAreaCode-5GC-r15 ::=

BIT STRING (SIZE (24))
-- ASN1STOP
6.3.6
Other information elements

<Partially omitted>
–
AMF-RegionID
The IE AMF-Region-ID contains the AMF Region ID which uniquely identifies the AMF Region, see TS 23.003 [27].

AMF-Region-ID information element

-- ASN1START

AMF-RegionID-r15 ::=





BIT STRING (SIZE (16))

-- ASN1STOP
–
AMF-SetID
The IE AMF-SetID contains the AMF Set ID whichuniquely identifies the AMF Set within the AMF Region, see TS 23.003 [27].

AMF-Set-Identifier information element

-- ASN1START

AMF-SetID-r15 ::=





BIT STRING (SIZE (4))

-- ASN1STOP
–
AMF-Pointer
The IE AMF-Pointer contains the AMF pointer which uniquely identifies the AMF within the AMF Set, see TS 23.003 [27].

AMF-Pointerinformation element

-- ASN1START

AMF-Pointer-r15 ::=





BIT STRING (SIZE (4))

-- ASN1STOP
–
AreaConfiguration
The AreaConfiguration indicates area for which UE is requested to perform measurement logging. If not configured, measurement logging is not restricted to specific cells or tracking areas but applies as long as the RPLMN is contained in plmn-IdentityList stored in VarLogMeasReport.

AreaConfiguration information element

-- ASN1START

AreaConfiguration-r10 ::=
CHOICE {


cellGlobalIdList-r10


CellGlobalIdList-r10,


trackingAreaCodeList-r10

TrackingAreaCodeList-r10

}

AreaConfiguration-v1130 ::=

SEQUENCE {


trackingAreaCodeList-v1130

TrackingAreaCodeList-v1130

}

CellGlobalIdList-r10 ::=



SEQUENCE (SIZE (1..32)) OF CellGlobalIdEUTRA

TrackingAreaCodeList-r10 ::=


SEQUENCE (SIZE (1..8)) OF TrackingAreaCode

TrackingAreaCodeList-v1130 ::=
SEQUENCE {


plmn-Identity-perTAC-List-r11


SEQUENCE (SIZE (1..8)) OF PLMN-Identity

}

-- ASN1STOP

	AreaConfiguration field descriptions

	plmn-Identity-perTAC-List

Includes the PLMN identity for each of the TA codes included in trackingAreaCodeList. The PLMN identity listed first in plmn-Identity-perTAC-List corresponds with the TA code listed first in trackingAreaCodeList and so on.


<Partially omitted>
–
S-NSSAI
The IE S-NSSAI identifies a Network Slice end to end and comprises a slice/service type and a slice differentiator, see TS 23.003 [27].

S-NSSAI information element
-- ASN1START
S-NSSAI  ::=





BIT STRING (SIZE (32))

-- ASN1STOP

Editor’s Note: FFS 8 bits S-NSSAI is allowed;
–
S-TMSI
The IE S-TMSI contains an S-Temporary Mobile Subscriber Identity, a temporary UE identity provided by the EPC which uniquely identifies the UE within the tracking area, see TS 23.003 [27].

S-TMSI information element

-- ASN1START

S-TMSI ::=






SEQUENCE {


mmec







MMEC,


m-TMSI







BIT STRING (SIZE (32))

}

-- ASN1STOP

	S-TMSI field descriptions

	m-TMSI

The first/leftmost bit of the bit string contains the most significant bit of the M-TMSI.


<Partially omitted>
–
NeighCellConfig

The IE NeighCellConfig is used to provide the information related to MBSFN and TDD UL/DL configuration of neighbour cells.

NeighCellConfig information element

-- ASN1START

NeighCellConfig ::=


BIT STRING (SIZE (2))

-- ASN1STOP

	NeighCellConfig field descriptions

	neighCellConfig
Provides information related to MBSFN and TDD UL/DL configuration of neighbour cells of this frequency

00: Not all neighbour cells have the same MBSFN subframe allocation as the serving cell on this frequency, if configured, and as the PCell otherwise
10: The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell on this frequency, if configured, and of that in the PCell otherwise

01: No MBSFN subframes are present in all neighbour cells

11: Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell on this frequency, if configured, and compared to the PCell otherwise
For TDD, 00, 10 and 01 are only used for same UL/DL allocation in neighbouring cells compared to the serving cell on this frequency, if configured, and compared to the PCell otherwise.


–
NG-5G-S-TMSI

The IE NG—5G-S-TMSI contains a 5G S-Temporary Mobile Subscriber Identity, a temporary UE identity provided by the AMF which uniquely identifies the UE within the tracking area, see TS 23.003 [27]. NG-5G-S-TMSI-MSB defines the 8 most significant bits of the NG-5G-S-TMSI.
NG-5G-S-TMSI information element

-- ASN1START

NG-5G-S-TMSI-r15::=






SEQUENCE {


amf-SetId-r15







AMF-SetID-r15,

amf-Pointer-r15







AMF-Pointer-r15,

ng-5G-TMSI-r15







BIT STRING (SIZE (32))

}


NG-5G-S-TMSI-MSB-r15 ::=



BIT STRING (SIZE (8))

-- ASN1STOP

	NG-5G-S-TMSI field descriptions

	ng-5G-TMSI

Indicates the5G-TMSI as defined in ts 23.003 [27].


<Partially omitted>
6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)

maxARFCN-NR-r15



INTEGER ::= 3279167

maxAvailNarrowBands-r13

INTEGER ::=
16
-- Maximum number of narrowbands

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxBPC-r15




INTEGER ::= 64
-- Maximum number of baseband processing combinations












-- listed in EUTRA UE caps. FFS Actual value

maxCBR-Level-r14


INTEGER ::= 16
-- Maximum number of CBR levels

maxCBR-Level-1-r14


INTEGER ::= 15

maxCBR-Report-r14


INTEGER ::= 72
-- Maximum number of CBR results in a report

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCE-Level-r13



INTEGER ::=
4
-- Maximum number of CE levels

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations

maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

minCSI-IM-r13



INTEGER ::= 5
-- Minimum number of CSI IM configurations from which












-- REL-13 extension is used

maxCSI-IM-r13



INTEGER ::= 24
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-v1310



INTEGER ::= 20
-- Maximum number of additional CSI-IM configurations












--  (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

minCSI-RS-NZP-r13


INTEGER ::= 4
-- Minimum number of CSI RS resource from which












-- REL-13 extension is used

maxCSI-RS-NZP-r13


INTEGER ::= 24
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-NZP-v1310


INTEGER ::= 21
-- Maximum number of additional CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources

maxCellSFTD



INTEGER ::= 3
-- Maximum number of cells for SFTD reporting

maxConfigSPS-r14


INTEGER ::= 8
-- Maximum number of simultaneous SPS configurations

maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list












-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals












-- occasion

maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for












-- a serving cell concerning discovery signals

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-NR-r15



INTEGER ::= 256
-- Highest value FBI range for NR. FFS actual value

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an












-- MBMS capable UE may indicate an interest

maxFreqNR-r15



INTEGER ::= 5
-- Maximum number of NR carrier frequencies for












--  which a UE may provide measurement results upon












--  SCG failure

maxFreqV2X-r14



INTEGER ::= 8
-- Maximum number of carrier frequencies for which V2X












-- sidelink communication can be configured

maxFreqV2X-1-r14



INTEGER ::= 7
-- Highest index of frequencies

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMS-ServiceListPerUE-r13
INTEGER ::= 15
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32

maxMeasId-Plus1


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band

maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)

maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS












-- configuration (per carrier frequency)

maxNeighCell-SCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells
maxNrofS-NSSAI



INTEGER ::= 8
-- Maximum number of S-NSSAI.
maxObjectId




INTEGER ::= 32

maxObjectId-Plus1-r13

INTEGER ::= 33

maxObjectId-r13



INTEGER ::= 64

maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell












-- in NAICS configuration

maxPageRec




INTEGER ::= 16
--

maxPhysCellIdRange-r9

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPLMN-1-r14



INTEGER ::=
5
-- Maximum number of PLMNs minus one

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxPSSCH-TxConfig-r14

INTEGER ::= 16
-- Maximum number of PSSCH TX configurations

maxQuantSetsNR-r15


INTEGER ::= 2
-- Maximum number of NR quantity configuration sets

maxQCI-r13




INTEGER ::= 6
-- Maximum number of QCIs

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxReservationPeriod-r14
INTEGER ::= 16
-- Maximum number of resource reservation periodicities












--  for sidelink V2X communication
maxRS-Index-r15



INTEGER ::= 8
-- Maximum number of RS indices for RRM. FFS actual value

maxRS-IndexReport-r15

INTEGER ::= 7
-- Maximum number of RS indices for RRM. FFS actual value

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSC-MTCH-r13



INTEGER ::= 1023
-- Maximum number of SC-MTCHs in one cell

maxSC-MTCH-BR-r14


INTEGER ::= 128
-- Maximum number of SC-MTCHs in one cell for feMTC

maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v1310
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-TxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink













-- Tx resource pool

maxSL-TxPool-v1310


INTEGER ::= 4
-- Maximum number of additional sidelink













-- Tx resource pool entries

maxSL-TxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- Tx resource pools

maxSL-CommTxPoolPreconf-v1310
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16


-- Maximum number of sidelink destinations

maxSL-DiscCells-r13

INTEGER ::= 16


-- Maximum number of cells with similar sidelink













-- configurations

maxSL-DiscPowerClass-r12
INTEGER ::= 3

-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 16
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- SidelinkUEInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-PoolToMeasure-r14
INTEGER ::= 72
-- Maximum number of TX resource pools for CBR













-- measurement and report

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSL-V2X-RxPool-r14

INTEGER ::= 16
-- Maximum number of RX resource pools for













-- V2X sidelink communication

maxSL-V2X-RxPoolPreconf-r14
INTEGER ::= 16

-- Maximum number of RX resource pools for













-- V2X sidelink communication

maxSL-V2X-TxPool-r14

INTEGER ::= 8
-- Maximum number of TX resource pools for













-- V2X sidelink communication

maxSL-V2X-TxPoolPreconf-r14
INTEGER ::= 8

-- Maximum number of TX resource pools for













-- V2X sidelink communication

maxSL-V2X-SyncConfig-r14
INTEGER ::= 16
-- Maximum number of sidelink Sync configurations













-- for V2X sidelink communication

maxSL-V2X-CBRConfig-r14

INTEGER ::= 4
-- Maximum number of CBR range configurations













-- for V2X sidelink communication congestion













-- control

maxSL-V2X-CBRConfig-1-r14
INTEGER ::= 3

maxSL-V2X-TxConfig-r14

INTEGER ::= 64
-- Maximum number of TX parameter configurations













-- for V2X sidelink communication congestion













-- control

maxSL-V2X-TxConfig-1-r14
INTEGER ::= 63

maxSL-V2X-CBRConfig2-r14

INTEGER ::= 8
-- Maximum number of CBR range configurations in













-- pre-configuration for V2X sidelink













-- communication congestion control

maxSL-V2X-CBRConfig2-1-r14
INTEGER ::= 7

maxSL-V2X-TxConfig2-r14

INTEGER ::= 128
-- Maximum number of TX parameter













-- configurations in pre-configuration for V2X













-- sidelink communication congestion control

maxSL-V2X-TxConfig2-1-r14
INTEGER ::= 127

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells

maxServiceCount


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxTrafficPattern-r14

INTEGER ::= 8
-- Maximum number of periodical traffic patterns












-- that the UE can simultaneously report to the












-- E-UTRAN.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

maxWLAN-Bands-r13


INTEGER ::= 8
-- Maximum number of WLAN bands

maxWLAN-Id-r13



INTEGER ::= 32
-- Maximum number of WLAN identifiers

maxWLAN-Channels-r13

INTEGER ::= 16
-- maximum number of WLAN channels used in












-- WLAN-CarrierInfo
maxWLAN-CarrierInfo-r13
INTEGER ::= 8
-- Maximum number of WLAN Carrier Information

maxWLAN-Id-Report-r14

INTEGER ::= 32
-- Maximum number of WLAN IDs to report

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

<Partially omitted>
A.6
Protection of RRC messages (informative)

The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation. Those messages indicated “-“ in “P” column should never be sent unprotected by eNB or UE. Further requirements are defined in the procedural text.

P…Messages that can be sent (unprotected) prior to security activation

A - I…Messages that can be sent without integrity protection after security activation

A - C…Messages that can be sent unciphered after security activation

NA… Message can never be sent after security activation

	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DelayBudgetReport
	-
	-
	-
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	InDeviceCoexIndication
	-
	- 
	- 
	

	InterFreqRSTDMeasurementIndication
	-
	-
	-
	

	LoggedMeasurementsConfiguration
	-
	-
	-
	

	MasterInformationBlock
	+
	+
	+
	

	MBMSCountingRequest
	+
	+
	+
	

	MBMSCountingResponse
	-
	-
	-
	

	MBMSInterestIndication
	+
	-
	-
	

	MBSFNAreaConfiguration
	+
	+
	+
	

	MeasurementReport
	-
	-
	-
	Measurement configuration may be sent prior to security activation. But: In order to protect privacy of UEs, MEASUREMENT REPORT is only sent from the UE after successful security activation.

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	ProximityIndication
	-
	-
	-
	

	RNReconfiguration
	-
	-
	-
	

	RNReconfigurationComplete
	-
	-
	-
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.
If redirectedCarrierInfo is set geran, the message is only sent after successful security activation when UE is connected to 5GC.

	RRCConnectionRequest
	+
	NA
	NA
	

	RRCConnectionResume
	-
	-
	+
	When this message is transmitted, security is activated but suspended. Integrity verification is done after the message received by RRC.

	RRCConnectionResumeRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionResumeComplete
	-
	-
	-
	

	RRCConnectionSetup
	+
	NA
	NA
	

	RRCConnectionSetupComplete
	+
	NA
	NA
	

	SCGFailureInformation
	-
	-
	-
	

	SCPTMConfiguration
	+
	+
	+
	

	SecurityModeCommand
	+
	NA
	NA
	Integrity protection applied, but no ciphering (integrity verification done after the message received by RRC)

	SecurityModeComplete
	-
	NA
	NA
	Integrity protection applied, but no ciphering. Ciphering is applied after completing the procedure.

	SecurityModeFailure
	+
	NA
	NA
	Neither integrity protection nor ciphering applied.

	SidelinkUEInformation
	+
	-
	-
	

	SystemInformation
	+
	+
	+
	

	SystemInformationBlockType1
	+
	+
	+
	

	UEAssistanceInformation
	-
	-
	-
	

	UECapabilityEnquiry
	+
	-
	-
	

	UECapabilityInformation
	+
	-
	-
	

	UEInformationRequest
	-
	-
	-
	

	UEInformationResponse
	-
	-
	-
	In order to protect privacy of UEs, UEInformationResponse is only sent from the UE after successful security activation

	ULHandoverPreparationTransfer (CDMA2000)
	-
	-
	-
	This message should follow HandoverFromEUTRAPreparationRequest

	ULInformationTransfer
	+
	-
	-
	

	WLANConnectionStatusReport
	-
	-
	-
	


�Introduce the following new optional indicators in SIB1 when an LTE cell is connected to 5GC:


•	An indicator to indicate support of eCall over IMS via 5GC


•	An indicator to indicate support of emergency services via 5GC.





�Include 40 rightmost bits of 5G-S-TMSI in msg3 and remaining 8 bits in msg5


�ng-5G-S-TMSI is used as name of 5G-S-TMSI for LTE/5GC in TS36.331;





�FFS: Whether 5G-S-TMSI in RRCConnectionSetupComplete is needed for the fallback from resume case. To be discussed after the normal setup case





�Include 40 rightmost bits of 5G-S-TMSI in msg3 and remaining 8 bits in msg5


�A LS was sent to CT1/SA2 in NR session


�Introduce new field registeredAMF in RRCConnectionSetupComplete for LTE/5GC, same structure defined in NR TS38.331 can be used


�A LS was sent to CT1/SA2 in NR, has to wait;


�If at re-establishment the UE connected to 5GC selects a cell only connected to EPC then the UE goes to idle and triggers NAS recovery.


9	If at re-establishment the UE (that supports both EPC and 5GC) connected to EPC selects a cell only connected to 5GC then the UE goes to idle and triggers NAS recovery.





�10	For UE connected to 5GC, at re-establishment NR PDCP is used for SRB1 from msg5 (i.e. no change back to LTE PDCP)


�ng-5G-S-TMSI is used as name of 5G-S-TMSI for LTE/5GC in TS36.331;





�Introduce new field registeredAMF in RRCConnectionSetupComplete for LTE/5GC, same structure defined in NR TS38.331 can be used.


�ng-5G-S-TMSI is used as name of 5G-S-TMSI for LTE/5GC in TS36.331;





�captured PLMN coding from R2-1806969


�Introduce the following new optional indicators in SIB1 when an LTE cell is connected to 5GC:


•	An indicator to indicate support of eCall over IMS via 5GC


•	An indicator to indicate support of emergency services via 5GC.





�Deleted original changes since RAN2 agreed to use LTE security code point;


�The structure of ng-5G-S-TMSI defined in TS38.331 is used
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