3GPP TSG RAN WG2#102
R2-1806616

Busan, Korea, 21 - 25 May, 2018

3GPP TSG RAN WG1 Meeting #92bis






R1-1805717
Sanya, China, April 16 ~ 20, 2018
Title:
LS on SSB frequency location of PScell
Response to:

Release:
Rel-15
Work Item:
NR_newRAT-Core
Source:
RAN1
To:
RAN2
Cc:


Contact Person:


Name:
Daewon Lee
E-mail Address:
daewon (dot) lee (at) intel (dot) com
Attachments:

1. Overall Description:

RAN1 has discussed SSB frequency location of PScell and concluded that for reception of SSB for the target PScell, frequency indication will be required for SSB and SSB is not required to be on the synchronization signal raster.
Appendix contains related RAN1 agreements from RAN1 #92.

RAN1 would like kindly ask RAN2 to consider the above in their further work.

2. Actions:

To RAN2: 
RAN1 would like kindly ask RAN2 to consider the above in their further work.

3. Date of Next TSG-RAN WG1 Meetings:

TSG-RAN WG1 Meeting #93 
21 – 25 May 2018


Busan, S. Korea

TSG-RAN WG1 Meeting #94 
20 – 24 Aug 2018


Gothenburg, Sweden
4. Appendix

	Agreements:

· For reception of cell defining SSB from the target PCell, frequency offset is not required. NR only supports cell defining SSBs of PCell that are always on the synchronization signal raster.

· For reception of SSB for the target SCell, frequency offset signaling will be required for SSB not on the synchronization signal raster.

· FFS the case of PScell


