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	Reason for change:
	In RAN2#AH1807 meeting, we agreed that ‘Any Cell Selection’ and ‘Camped on Any Cell’ are to be supported for UE in RRC_INACTIVE.

	
	

	Summary of change:
	<1> Modify the state transition diagram in 5.2.2 States and state transitions in RRC_IDLE state and RRC_INACTIVE state.
<2> Add “RRC_INACTIVE” in 5.2.7 Any Cell Selection state and 5.2.8 Camped on Any Cell state.

Impact analysis
Impacted functionality: 
States and state transitions in RRC_IDLE state and RRC_INACTIVE state; Any Cell Selection state; Camped on Any Cell state
Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	Any Cell Selection and Camped on Any Cell are not supported for UE in RRC_INACTIVE.
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	Other comments:
	If the network is implemented according to this CR while the UE is not, network may think the UE is in RRC_INACTIVE while the UE enters RRC_IDLE (and camped on any cell). But this is not considered as inter-operability issue.


 

[Start of Change]
[bookmark: _Toc517221772]5.2.2	States and state transitions in RRC_IDLE state and RRC_INACTIVE state
Figure 5.2.2-1 shows the states and state transitions and procedures in RRC_IDLE and RRC_INACTIVE. Whenever a new PLMN selection is performed, it causes an exit to number 1.




Figure 5.2.2-1 RRC_IDLE and RRC_INACTIVE Cell Selection and Reselection

[Next Change]
[bookmark: _Toc517221789][bookmark: _Hlk513293914]5.2.7	Any Cell Selection state
This state is only applicable for RRC_IDLE and RRC_INACTIVE mode. In this state, the UE shall attempt to find an acceptable cell of any PLMN to camp on, trying all RATs that are supported by the UE and searching first for a high-quality cell, as defined in subclause 5.1.1.2.
The UE, which is not camped on any cell, shall stay in this state until an acceptable cell is found.
[bookmark: _Toc517221790]5.2.8	Camped on Any Cell state
This state is only applicable for RRC_IDLE and RRC_INACTIVE mode. In this state, the UE shall perform the following tasks:
-	select and monitor the indicated paging channels of the cell as specified in clause 7;
-	monitor relevant System Information as specified in [3];
-	perform necessary measurements for the cell reselection evaluation procedure;
-	execute the cell reselection evaluation process on the following occasions/triggers:
1)	UE internal triggers, so as to meet performance as specified in [8];
2)	When information on the BCCH used for the cell reselection evaluation procedure has been modified.
-	regularly attempt to find a suitable cell trying all frequencies of all RATs that are supported by the UE. If a suitable cell is found, UE shall move to camped normally state.
[End of Change]
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