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	Reason for change:
	In last meeting, it is agreed that if UE receives PDCCH order initiating CFRA, UE will select the SSB signalled by PDCCH. Actually this is not the intended behavior designed by RAN1. From RAN1#92 agreement below, we have two observations:
· First, SSB index in PDCCH order is just used to find the specific ROs, i.e., it does not mean UE should always use the SSB identified by the SSB index to perform CFRA.
· Secondly, the SSB/CSI-RS used to perform RACH (and to receive RAR) is the same as the SSB/CSI-RS used to receive the PDCCH order.

Agreements:

· UE assumes that the DMRS of both the received PDCCH order and the PDCCH of the corresponding Msg2 are QCLed with the same SSB/CSI-RS.

· gNB configures 9 bits to indicate RACH occasion index.

· 6 bits are used to indicate an SSB index

· Note: This SSB index is just intended to find the RACH occasion to transmit Msg1

· 3 bits are used to indicate the relative RACH occasion index that corresponds to the indicated SSB index

· Note: UE follows the SSB ( CBRA mapping rule to find the specific RACH occasion.

The SSB/CSI-RS that is QCLed with both the DM-RS of PDCCH order and the DM-RS of the PDCCH of the corresponding Msg2 is used for pathloss estimation associated with Msg1.
Therefore, agreed-in-princple CR (R2-1809469) does not correctly capture the beam selection behavior for PDCCH order initiated CFRA.


	
	

	Summary of change:
	Correct the description of beam selection for PDCCH order initiated CFRA in Section 5.1.2.
Impact analysis

Impacted functionality:
Selections of SSB/CSI-RS for contention-free RACH triggered by PDCCH order
Inter-operability:

· if the network is implemented according to the CR and the UE is not: UE may select the wrong SSB/CSI-RS and send preamble on PRACH resource which is not dedicated for the UE, which causes CFRA failure.

· if the UE is implemented according to the CR and the network is not: UE may select the wrong SSB/CSI-RS and send preamble on PRACH resource which is not dedicated for the UE, which causes CFRA failure.

	
	

	Consequences if not approved:
	· Beam selection procedure for CFRA initiated by PDCCH order is NOT correctly captured. 
· PDCCH order initiated CFRA can only be performed by SSB rather than by CSI-RS.
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<Start of modification >
5.1.2
Random Access Resource selection

The MAC entity shall:

1>
if the Random Access procedure was initiated for beam failure recovery (as specified in subclause 5.17); and

1>
if the beamFailureRecoveryTimer (in subclause 5.17) is either running or not configured; and

1>
if the contention-free Random Access Resources for beam failure recovery request associated with any of the SSBs and/or CSI-RSs have been explicitly provided by RRC; and

1>
if at least one of the SSBs with SS-RSRP above rsrp-ThresholdSSB amongst the SSBs in candidateBeamRSList or the CSI-RSs with CSI-RSRP above rsrp-ThresholdCSI-RS amongst the CSI-RSs in candidateBeamRSList is available:

2>
select an SSB with SS-RSRP above rsrp-ThresholdSSB amongst the SSBs in candidateBeamRSList or a CSI-RS with CSI-RSRP above rsrp-ThresholdCSI-RS amongst the CSI-RSs in candidateBeamRSList;

2>
if CSI-RS is selected, and there is no ra-PreambleIndex associated with the selected CSI-RS:

3>
set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the SSB in candidateBeamRSList which is quasi-collocated with the selected CSI-RS as specified in TS 38.214 [7].

2>
else:

3>
set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SSB or CSI-RS from the set of Random Access Preambles for beam failure recovery request.

1>
else if the ra-PreambleIndex has been explicitly provided by PDCCH; and

1>
if the ra-PreambleIndex is not 0b000000:

2>
set the PREAMBLE_INDEX to the signalled ra-PreambleIndex.
2> select the SSB or CSI-RS which was used to receive the PDCCH providing the ra-PreambleIndex.
1>
else if the contention-free Random Access Resources associated with SSBs have been explicitly provided by RRC and at least one SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs is available:

2>
select an SSB with SS-RSRP above rsrp-ThresholdSSB amongst the associated SSBs;

2>
set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected SSB.

1>
else if the contention-free Random Access Resources associated with CSI-RSs have been explicitly provided by RRC and at least one CSI-RS with CSI-RSRP above rsrp-ThresholdCSI-RS amongst the associated CSI-RSs is available:

2>
select a CSI-RS with CSI-RSRP above rsrp-ThresholdCSI-RS amongst the associated CSI-RSs;

2>
set the PREAMBLE_INDEX to a ra-PreambleIndex corresponding to the selected CSI-RS.

1>
else:

2>
if at least one of the SSBs with SS-RSRP above rsrp-ThresholdSSB is available:

3>
select an SSB with SS-RSRP above rsrp-ThresholdSSB.

2>
else:

3>
select any SSB.

2>
if Msg3 has not yet been transmitted:

3>
if Random Access Preambles group B is configured:

4>
if the potential Msg3 size (UL data available for transmission plus MAC header and, where required, MAC CEs) is greater than ra-Msg3SizeGroupA and the pathloss is less than PCMAX (of the Serving Cell performing the Random Access Procedure) – preambleReceivedTargetPower – msg3-DeltaPreamble – messagePowerOffsetGroupB; or

4>
if the Random Access procedure was initiated for the CCCH logical channel and the CCCH SDU size plus MAC subheader is greater than ra-Msg3SizeGroupA:

5>
select the Random Access Preambles group B.

4>
else:

5>
select the Random Access Preambles group A.

3>
else:

4>
select the Random Access Preambles group A.

2>
else (i.e. Msg3 is being retransmitted):

3>
select the same group of Random Access Preambles as was used for the Random Access Preamble transmission attempt corresponding to the first transmission of Msg3.

2>
if the association between Random Access Preambles and SSBs is configured:

3>
select a ra-PreambleIndex randomly with equal probability from the Random Access Preambles associated with the selected SSB and the selected Random Access Preambles group.

2>
else:

3>
select a ra-PreambleIndex randomly with equal probability from the Random Access Preambles within the selected Random Access Preambles group.

2>
set the PREAMBLE_INDEX to the selected ra-PreambleIndex.

1>
if an SSB is selected above and an association between PRACH occasions and SSBs is configured:

2> if the ra-PreambleIndex has been explicitly provided by PDCCH; and

2>
if the ra-PreambleIndex is not 0b000000:


3>
determine the next available PRACH occasion from the PRACH occasions in ra-OccasionList corresponding to the selected CSI-RS (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers, corresponding to the selected CSI-RS; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected CSI-RS).
2> else:
3>
determine the next available PRACH occasion from the PRACH occasions corresponding to the selected SSB permitted by the restrictions given by the ra-ssb-OccasionMaskIndex if configured (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers, corresponding to the selected SSB; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected SSB).

1>
else if a CSI-RS is selected above and an association between PRACH occasions and CSI-RSs is configured:

2> if the ra-PreambleIndex has been explicitly provided by PDCCH; and

2>
if the ra-PreambleIndex is not 0b000000:


3> determine the next available PRACH occasion from the PRACH occasions indicated by the SSB index and ra-ssb-OccasionMaskIndex provided by PDCCH (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion).
2> else:
3>
determine the next available PRACH occasion from the PRACH occasions in ra-OccasionList corresponding to the selected CSI-RS (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers, corresponding to the selected CSI-RS; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the selected CSI-RS).

1>
else if Random Access procedure was initiated for beam failure recovery; and

1>
if a CSI-RS is selected above and there is no contention-free Random Access Resource associated with the selected CSI-RS:

2>
determine the next available PRACH occasion from the PRACH occasions, permitted by the restrictions given by the ra-ssb-OccasionMaskIndex if configured, corresponding to the SSB in candidateBeamRSList which is quasi-collocated with the selected CSI-RS as specified in TS 38.214 [7] (the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion corresponding to the SSB which is quasi-collacted with the selected CSI-RS).

1>
else:

2>
determine the next available PRACH occasion (the MAC entity shall select a PRACH occasion randomly with equal probability amongst the PRACH occasions occurring simultaneously but on different subcarriers; the MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH occasion).

1>
perform the Random Access Preamble transmission procedure (see subclause 5.1.3).

<End of modification >
