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	Reason for change:
	In RAN2 ADH1807 meeting, RAN2 agreed:
Agreements

1: 
Use CellReselectionPriority and CellReselectionSubPriority IEs to indicate the ultimate priority of the concerned carrier frequency in NR.

2:
The value range for the CellReselectionPriority and CellReselectionSubPriority IEs is as below and the total number of priorities is 40 in NR:


CellReselectionPriority ::=
 INTEGER (0..7)


CellReselectionSubPriority-r13 ::=
ENUMERATED {oDot2, oDot4, oDot6, oDot8}

3: 
Apply the sub-priorities to both NR frequency and LTE frequency in NR system. 

4:
Apply the sub-priorities to NR frequency in LTE specs.
The CellReselectionSubPriority configuration for NR specs is missing.

	
	

	Summary of change:
	Add CellReselectionSubPriority configuration for NR frequency and LTE frequency in NR specs.
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	The CellReselectionSubPriority configuration for NR frequency and LTE frequency is missing.
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5.2.4.7
Cell reselection parameters in system information broadcasts

Cell reselection parameters are broadcast in system information and are read from the serving cell as follows:

cellReselectionPriority

This specifies the absolute priority for NR frequency or E-UTRAN frequency.
cellReselectionSubPriority

This specifies the fractional priority value added to cellReselectionPriority for NR frequency or E-UTRAN frequency.
Qoffsets,n
This specifies the offset between the two cells.

Qoffsetfrequency
Frequency specific offset for equal priority NR frequencies.

Qhyst
This specifies the hysteresis value for ranking criteria.

Qqualmin
This specifies the minimum required quality level in the cell in dB.
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