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	Reason for change:
	In 23.501, it indicates the UE will be informed about the CN type in order to be able to perform appropriate NAS procedures (S1 or N1 Mode).
After receiving the Service Request for Emergency Fallback, the AMF triggers N2 procedure resulting in either CONNECTED state mobility (Handover procedure) or IDLE state mobility (redirection) to either E-UTRA/5GC or to E-UTRAN/EPC depending on factors such as N26 availability, network configuration and radio conditions. In the N2 procedure, the AMF based on support for Emergency Services in 5GC or EPC may indicate the target CN for the RAN node to know whether inter-RAT fallback or inter-system fallback is to be performed. The target CN indicated in the N2 procedure is also conveyed to the UE in order to be able to perform the appropriate NAS procedures (S1 or N1 Mode).
But the CN type indication in the RRC Release message is missing. The UE behaviour after reception of the CN type is missing in 38.304.

	
	

	Summary of change:
	Add the text description for the UE behaviour after reception of the CN type in 38.304.

	
	

	Consequences if not approved:
	The UE behaviour after reception of the CN type is missing in 38.304.
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5.2.6
Selection of cell when leaving RRC_CONNECTED state

On transition from RRC_CONNECTED to RRC_IDLE state or RRC_INACTIVE state, UE shall attempt to camp on a suitable cell according to redirectedCarrierInfo if included in the RRC message used for this transition. If cnType is included in the redirectedCarrierInfo and if the UE cannot find a suitable cell on the indicated RAT/frequency connected the CN type indicated by cnType, the UE ignore the cnType configuration and attempt to select a suitable cell on indicated RAT/frequency. If the UE still cannot find a suitable cell, the UE is allowed to camp on any suitable cell of the indicated RAT. If the RRC Release message does not contain the redirectedCarrierInfo, UE shall attempt to select a suitable cell on a NR carrier. If no suitable cell is found according to the above, the UE shall perform cell selection using stored information in order to find a suitable cell to camp on.
When returning to RRC_IDLE state after UE moved to RRC_CONNECTED state from camped on any cell state, UE shall attempt to camp on an acceptable cell according to redirectedCarrierInfo, if included in the RRC Release message. If cnType is included in the redirectedCarrierInfo and if the UE cannot find an acceptable cell on the indicated RAT/frequency connected the CN type indicated by cnType, the UE ignore the cnType configuration and attempt to select an acceptable cell on indicated RAT/frequency. If the UE still cannot find an acceptable cell, the UE is allowed to camp on any acceptable cell of the indicated RAT. If the RRC Release message does not contain redirectedCarrierInfo UE shall attempt to select an acceptable cell on a NR carrier. If no acceptable cell is found according to the above, the UE shall continue to search for an acceptable cell of any PLMN in state any cell selection.
If the UE finds a cell connected to the CN type indicated by cnType, the AS will inform NAS about the CN type.
Omit some text here
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