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Start of first change

5.5
Measurements

5.5.1
Introduction

The network may configure an RRC_CONNECTED UE to perform measurements and report them in accordance with the measurement configuration. The measurement configuration is provided by means of dedicated signalling i.e. using the RRCReconfiguration.

The network may configure the UE to perform the following types of measurements:

-
NR measurements;

-
Inter-RAT measurements of E-UTRA frequencies.

The network may configure the UE to report the following measurement information based on SS/PBCH block(s):

-
Measurement results per SS/PBCH block;

-
Measurement results per cell based on SS/PBCH block(s);

-
SS/PBCH block(s) indexes.

The network may configure the UE to report the following measurement information based on CSI-RS resources:

-
Measurement results per CSI-RS resource;

-
Measurement results per cell based on CSI-RS resource(s);

-
CSI-RS resource measurement identifiers.

The measurement configuration includes the following parameters:

1.
Measurement objects: A list of objects on which the UE shall perform the measurements.

-
For intra-frequency and inter-frequency measurements a measurement object indicates the frequency/time location and subcarrier spacing of reference signals to be measured. Associated with this measurement object, the network may configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not applicable in event evaluation or measurement reporting. Whitelisted cells are the only ones applicable in event evaluation or measurement reporting. The network can configure different “blacklisted” cells in MOs with the same centre SSB frequency and subcarrier spacing, as well as “whitelisted” cells.
- 
The measObjectIdof the MO which corresponds to each serving cell is indicated by servingCellMO within the serving cell configuration.

-
For inter-RAT E-UTRA measurements a measurement object is a single EUTRA carrier frequency. Associated with this E-UTRA carrier frequency, the network can configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not applicable in event evaluation or measurement reporting. Whitelisted cells are the only ones applicable in event evaluation or measurement reporting.

2.
Reporting configurations: A list of reporting configurations where there can be one or multiple reporting configurations per measurement object. Each reporting configuration consists of the following:

-
Reporting criterion: The criterion that triggers the UE to send a measurement report. This can either be periodical or a single event description;.

-
RS type: The RS that the UE uses for beam and cell measurement results (SS/PBCH block or CSI-RS).

-
Reporting format: The quantities per cell and per beam that the UE includes in the measurement report (e.g. RSRP) and other associated information such as the maximum number of cells and the maximum number beams per cell to report.
******** Ignore the non-related part *********
End of first change

Start of secondary change

6.3.2
Radio resource control information elements
–
MeasObjectNR

The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements or CSI-RS intra/inter-frequency measurements

******** Ignore the non-related part *********
	MeasObjectNR field descriptions

	absThreshCSI-RS-Consolidation

Absolute threshold for the consolidation of measurement results per CSI-RS resource(s) from L1 filter(s). The values above the threshold are used as input to the derivation of cell measurement results as described in 5.5.3.3 and the L3 filter(s) per CSI-RS resource as described in 5.5.3.2.

	absThreshSS-BlocksConsolidation

Absolute threshold for the consolidation of measurement results per SS/PBCH block(s) from L1 filter(s). The values above the threshold are used as input to the derivation of cell measurement results as described in 5.5.3.3and the L3 filter(s) per SS/PBCH block index as described in 5.5.3.2.

	blackCellsToAddModList

List of cells to add/modify in the black list of cells. This list applied to both SSB and CSI-RS resource(s) only indicated in this MeasObjectNR.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	cellsToAddModList

List of cells to add/modify in the cell list.

	cellsToRemoveList

List of cells to remove from the cell list. 

	nrofCSInrofCSI-RS-ResourcesToAverage

Indicates the maximum number of measurement results per beam based on CSI-RS resources to be averaged. The same value applies for each detected cell associated with this MeasObjectNR.

	nrofSS-BlocksToAverage  

Indicates the maximum number of measurement results per beam based on SS/PBCH blocks to be averaged. The same value applies for each detected cell associated with this MeasObject.

	offsetMO

Offset values applicable to all measured cells with reference signal(s) indicated in this MeasObjectNR.

	quantityConfigIndex

Indicates the n-th element of quantityConfigNR-List provided in MeasConfig.

	referenceSignalConfig
RS configuration (e.g. SMTC window, CSI-RS resource, etc.)

	refFreqCSI-RS

Point A which is used for maping of CSI-RS to physical resources according to TS 38.211 section 7.4.1.5.3.

	smtc1
Primary measurement timing configuration. (see section 5.5.2.10).

	smtc2
Secondary measurement timing confguration for SS corresponding to this MeasObjectNR with PCI listed in  pci-List. For these SS, the periodicity is indicated by periodicity in smtc2 and the timing offset is equal to the offset indicated in periodicityAndOffset modulo periodicity. periodicity in smtc2 can only be set to a value stricty shorter than the periodicity indicated by periodicityAndOffset in smtc1 (e.g. if periodicityAndOffset indicates sf10, periodicity can only be set of sf5, if periodicityAndOffset indicates sf5, smtc2 cannot be configured).

	ssbFrequency
Indicates the frequency of the SS associated to this MeasObjectNR.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 or 30  (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	whiteCellsToAddModList

List of cells to add/modify in the white list of cells. This list applied to both SSB and CSI-RS resource(s) only indicated in this MeasObjectNR.

	whiteCellsToRemoveList

List of cells to remove from the white list of cells.


End of secondary change
