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NAS triggered events, emergency/ high priority access shall also overide AS triggered events due to RNAU; For mo data, to be simple, same way can be used.

· NAS triggered events overide RNAU;
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	1st Text Proposal Change 


5.3.13.2
Initiation

The UE initiates the procedure when upper layers or AS (when responding to NG-RAN paging or upon triggering RNA updates while the UE is in RRC_INACTIVE) requests the resume of a suspended RRC connection.

NOTE: 
As one UE implementation option, upper layers may request access barring check as specified in the unified acccess control procedure in 5.3.14 and only request the RRC resumption when the access attempt is considered allowed. As another UE implementation option, upper layers may instead provide an Access Category and one or more Access Identities upon requesting the RRC resumption so that RRC initiates the access barring check.
Upon initiation of the procedure, the UE shall:

Editor’s Note: FFS Whether SCG configuration should be released or whether that should be treated as any other configuration (i.e. with delta signalling). 

1>
if the resumption of the RRC connection is triggered by response to NG-RAN paging:

2>
select '0' as the Access Category;

2>
perform the unified acccess control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;
1>
 else if the upper layers provide an Access Category and one or more Access Identities upon requesting the resumption of an RRC connection:
2>
perform the unified acccess control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;

3>
if the access attempt is barred, the procedure ends;

Editor’s Note: FFS How to capture the different options for AS/NAS modeling for barring check for connection resume.

1>
else if the resumption of the RRC connection is triggered due to an RNA update:
2>
if an emergency service is ongoing:

NOTE: 
How the RRC layer in the UE is aware of an ongoing emergency service is up to UE implementation.
3>
select '2' as the Access Category;
2>
else:

3>
select [the Access Category corresponding to RNA update] as the Access Category;

Editor’s note: FFS whether to use access category 3 for MO-signalling or a standardised RAN specific access category for RNA update. 

2>
perform the unified acccess control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities provided by upper layers;

3>
if the access attempt is barred:

4>
set the variable pendingRnaUpdate to 'TRUE';

4>
the procedure ends;





1>
apply the default Serving Cell configuration as specified in 9.2.x3;

1>
apply the default physical Cell Group configuration as specified in 9.2.x2;

1>
apply the default MAC Cell Group configuration as specified in 9.2.x1;

1>
apply the CCCH configuration as specified in 9.1.1.2;

Editor’s Note: FFS Whether NR supports a timeAlignmentTimerCommon, whether is transmitted in SIB2 and U
E behavior associated). 

1>
start timer T319;

1>
stop timer T380;

1>
initiate transmission of the RRCResumeRequest message in accordance with 5.3.13.3;

Editor’s Note: FFS Requirements on up to date system information acquisiton before connection resumption. 
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