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	Reason for change:
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For EN-DC:
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-
Upon bearer type change from MCG bearer to SCG bearer or from split bearer to SCG bearer, the associated LTE RLC entity is first re-established and then released:

	
	

	Summary of change:
	1. Add the handling of bearer type change from MCG to SCG and from split to SCG in subclause 5.3.10.3.a1.

	
	

	Consequences if not approved:
	The handling of bearer type change from MCG to SCG and from split to SCG in LTE RLC entity is missing.
Impact Analysis

Impacted functionality:

handling of bearer type change in DC case
Inter-operability: 

If the UE implements the CR and the network does not, the network will not apply the procedure.

If the network implements the CR and the UE does not, packets will be dropped.
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<Start of modification1>
5.3.10.3a1
DC specific DRB addition or reconfiguration

For the drb-Identity value for which this procedure is initiated, the UE shall:

1>
if drb-ToAddModListSCG is received and includes the drb-Identity value; and drb-Identity value is not part of the current UE configuration (i.e. DC specific DRB establishment):

2>
if drb-ToAddModList is received and includes the drb-Identity value (i.e. add split DRB):

3>
establish a PDCP entity and configure it with the current MCG security configuration and in accordance with the pdcp-Config included in drb-ToAddModList;

3>
establish an MCG RLC entity and an MCG DTCH logical channel in accordance with the rlc-Config, logicalChannelIdentity and logicalChannelConfig included in drb-ToAddModList;

3>
establish an SCG RLC entity and an SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG included in drb-ToAddModListSCG;

2>
else (i.e. add SCG DRB):
3>
establish a PDCP entity and configure it with the current SCG security configuration and in accordance with the pdcp-Config included in drb-ToAddModListSCG;

3>
establish an SCG RLC entity or entities and an SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG included in drb-ToAddModListSCG;

2>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;

1>
else (i.e. DC specific DRB modification; drb-ToAddModList and/ or drb-ToAddModListSCG received):

2>
if the DRB indicated by drb-Identity is a split DRB:

3>
if drb-ToAddModList is received and includes the drb-Identity value, while for this entry drb-TypeChange is included and set to toMCG (i.e. split to MCG):

4>
release the SCG RLC entity and the SCG DTCH logical channel;

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the MCG RLC entity and/ or the MCG DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;
3> Else if 
if drb-ToAddModList is received and includes the drb-Identity value, while for this entry drb-TypeChange is included and set to toSCG (i.e. split to SCG):
4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;
4> the associated MCG RLC entity is first re-established and then released;
3>
else (i.e. reconfigure split):

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the MCG RLC entity and/ or the MCG DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;

4>
reconfigure the SCG RLC entity and/ or the SCG DTCH logical channel in accordance with the rlc-ConfigSCG and logicalChannelConfigSCG, if included in drb-ToAddModListSCG;

2>
if the DRB indicated by drb-Identity is an SCG DRB:

3>
if drb-ToAddModList is received and includes the drb-Identity value, while for this entry drb-TypeChange is included and set to toMCG (i.e. SCG to MCG):

4>
reconfigure the PDCP entity with the current MCG security configuration and in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the SCG RLC entity or entities and the SCG DTCH logical channel to be an MCG RLC entity or entities and an MCG DTCH logical channel;

4>
reconfigure the MCG RLC entity or entities and/ or the MCG DTCH logical channel in accordance with the rlc-Config, logicalChannelIdentity and logicalChannelConfig, if included in drb-ToAddModList;

3>
else (i.e. drb-ToAddModListSCG is received and includes the drb-Identity value i.e. reconfigure SCG):

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModListSCG;

4>
reconfigure the SCG RLC entity or entities and/ or the SCG DTCH logical channel in accordance with the rlc-ConfigSCG and logicalChannelConfigSCG, if included in drb-ToAddModListSCG;

2>
if the DRB indicated by drb-Identity is an MCG DRB:

3>
if drb-ToAddModListSCG is received and includes the drb-Identity value, while for this entry drb-Type is included and set to split (i.e. MCG to split):

4>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

4>
reconfigure the MCG RLC entity and/ or the MCG DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;

4>
establish an SCG RLC entity and an SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG, included in drb-ToAddModListSCG;

3>
else (i.e. drb-Type is included and set to scg i.e. MCG to SCG):

4>
reconfigure the PDCP entity with the current SCG security configuration and in accordance with the pdcp-Config, if included in drb-ToAddModListSCG;

4>
reconfigure the MCG RLC entity or entities and the MCG DTCH logical channel to be an SCG RLC entity or entities and an SCG DTCH logical channel;
4> the associated MCG RLC entity is first re-established and then released;
4>
reconfigure the SCG RLC entity or entities and/ or the SCG DTCH logical channel in accordance with the rlc-ConfigSCG, logicalChannelIdentitySCG and logicalChannelConfigSCG, if included in drb-ToAddModListSCG;
<End of modification1>
