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<Start of modification 1>
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

BSR
Buffer Status Report

BWP
Bandwidth Part

CE
Control Element

CSI
Channel State Information

CSI-IM
CSI Intereference Measurement

CSI-RS
CSI Reference Signal

CS-RNTI
Configured Scheduling RNTI

INT-RNTI
Interruption RNTI

LCG
Logical Channel Group

MCG
Master Cell Group
MCS-C-RNTI
Modulation and Coding Scheme cell RNTI
NUL
Normal Uplink

NZP CSI-RS
Non-Zero Power CSI-RS

PHR
Power Headroom Report

PTAG
Primary Timing Advance Group

QCL
Quasi co-location

RS
Reference Signal

SCG
Secondary Cell Group

SFI-RNTI
Slot Format Indication RNTI

SI
System Information

SpCell
Special Cell

SP
Semi-Persistent

SP-CSI-RNTI
Semi-Persistent CSI RNTI

SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SS
Synchronization Signals

SSB
Synchronization Signal Block

STAG
Secondary Timing Advance Group

SUL
Supplementary Uplink

TAG
Timing Advance Group

TCI
Transmission Configuration Indicator

TPC-SRS-RNTI
Transmit Power Control-Sounding Reference Symbols-RNTI

ZP CSI-RS
Zero Power CSI-RS
<End of modification 1>
<Start of modification 2>
4.1
Introduction

The objective of this section is to describe the MAC architecture and the MAC entity of the UE from a functional point of view. With reference to MAC functionality, MCS-C-RNTI is equivalent to C-RNTI unless specified otherwise.
<End of modification 2>
<Start of modification 3>
7
Variables and constants

7.1
RNTI values

RNTI values are presented in Table 7.1-1.

Table 7.1-1: RNTI values.

	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001–FFEF
	RA-RNTI, Temporary C-RNTI, C-RNTI, CS-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, INT-RNTI, SFI-RNTI, , SP-CSI-RNTI and MCS-C-RNTI

	FFF0–FFFD
	Reserved

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


Table 7.1-2: RNTI usage.

	RNTI
	Usage
	Transport Channel
	Logical Channel

	P-RNTI
	Paging and System Information change notification
	PCH
	PCCH

	SI-RNTI
	Broadcast of System Information
	DL-SCH
	BCCH

	RA-RNTI
	Random Access Response
	DL-SCH
	N/A

	Temporary C-RNTI
	Contention Resolution
(when no valid C-RNTI is available)
	DL-SCH
	CCCH

	Temporary C-RNTI
	Msg3 transmission
	UL-SCH
	CCCH, DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	UL-SCH
	DCCH, DTCH

	C-RNTI
	Dynamically scheduled unicast transmission
	DL-SCH
	CCCH, DCCH, DTCH

	C-RNTI
	Triggering of PDCCH ordered random access
	N/A
	N/A

	CS-RNTI
	Configured scheduled unicast transmission
(activation, reactivation and retransmission)
	DL-SCH, UL-SCH
	DCCH, DTCH

	CS-RNTI
	Configured scheduled unicast transmission
(deactivation)
	N/A
	N/A

	TPC-PUCCH-RNTI
	PUCCH power control
	N/A
	N/A

	TPC-PUSCH-RNTI
	PUSCH power control
	N/A
	N/A

	TPC-SRS-RNTI
	SRS trigger and power control
	N/A
	N/A

	INT-RNTI
	Indication pre-emption in DL
	N/A
	N/A

	SFI-RNTI
	Slot Format Indication on the given cell
	N/A
	N/A

	SP-CSI-RNTI
	Activation of Semi-persistent CSI reporting on PUSCH
	N/A
	N/A

	MCS-C-RNTI
	Indication of choosing the new 64QAM MCS table
	UL-SCH
	DCCH, DTCH

	MCS-C-RNTI
	Indication of choosing the new 64QAM MCS table
	DL-SCH
	DCCH, DTCH


<End of modification 3>
