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	Summary of change:
	UP behaviors during bearer type change are changed, e.g. PDCP re-establis or release/add, RLC release/add, MAC reconfigure.
Impact analysis
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Bearer type change
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2. If the network is implemented according to this CR but the UE is not, packets will be dropped.
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Annex A (informative):
Layer 2 handling for bearer type change

This subclause provides for information an overview on L2 handling for bearer type change in EN-DC, with and without security key change (from KeNB to S-KgNB and from S-KgNB to KeNB), i.e. with and without a change of the termination point.
Table A-1: L2 handling for bearer type change with and without security key change

	Bearer type change from row
to col
	MCG 
	Split  
	SCG

	
	no key change
	with key change
(KeNB <->

S-KgNB)
	no key change
	with key change
(KeNB <->

S-KgNB)
	no key

change
	with key change
(KeNB <->

S-KgNB)

	MCG
	N/A
	PDCP:

Re-establish

MCG RLC:

Re-establish

MCG MAC:

See Note

SCG RLC:

No action

SCG MAC:

No action
	PDCP: Reconfigure
MCG RLC: No action
MCG MAC: No action
SCG RLC: Establish
SCG MAC: Reconfigure
	PDCP:

Re-establish

MCG RLC:

Re-establish

MCG MAC:

See Note

SCG RLC:

Establish

SCG MAC:

Reconfigure
	PDCP:

Recovery
MCG RLC:

Re-est+release
MCG MAC:

Reconfigure
SCG RLC:

Establish
SCG MAC:

Reconfigure
	PDCP:

Re-establish

MCG RLC:

Re-est+release
MCG MAC:

Reconfigure
SCG RLC:

Establish
SCG MAC:

Reconfigure

	Split
	PDCP:

Recovery
MCG RLC:

No action
MCG MAC:

No action
SCG RLC:

Release
SCG MAC:

Reconfigure
	PDCP: 
Re-establish
MCG RLC: Re-establish
MCG MAC: See Note
SCG RLC: Release
SCG MAC: Reconfigure
	N/A
	PDCP:

Re-establish or release/add
MCG RLC:

Re-establish
MCG MAC:

See Note
SCG RLC: 
Release/add
SCG MAC: 
 Reconfigure
	PDCP: Recovery
MCG RLC:

Re-est+release
MCG MAC:

Reconfigure
SCG RLC: 
No action
SCG MAC:
No action
	PDCP:

Re-establish or release/add
MCG RLC:

Re-est+release
MCG MAC:

Reconfigure
SCG RLC: 
Release/add
SCG MAC: 
 Reconfigure

	SCG
	PDCP:   Recovery
MCG RLC: Establish
MCG MAC: Reconfigure
SCG RLC: Release
SCG MAC: Reconfigure
	PDCP:

Re-establish
MCG RLC:

Establish
MCG MAC:

Reconfigure
SCG RLC:

Release
SCG MAC:

Reconfigure
	PDCP: Reconfigure
MCG RLC: Establish
MCG MAC: Reconfigure
SCG RLC: No action
SCG MAC: No action
	PDCP:

Re-establish or release/add
MCG RLC:

Establish
MCG MAC:

Reconfigure
SCG RLC:

Release/add
SCG MAC: 
 Reconfigure
	N/A
	PDCP:

Re-establish or release/add
MCG RLC:

No action

MCG MAC:

No action

SCG RLC:

Release/add
SCG MAC:

 Reconfigure


NOTE:
MAC behaviour depends on the solution selected by the network, e.g. MAC reset, change of LCID, etc.
	CHANGE END


