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	Reason for change:
	HARQ process 0 is used for UL transmission with UL grant in RA Response. At least HARQ process ID =0 is used if the configured grant is used. It makes the collision happen easily.  However the fixed HARQ process ID =0 for UL transmission with UL grant in RA Response does not give more function than the fixed HARQ process ID =max. The fixed HARQ process ID =max for UL transmission with UL grant in RA Response will reduce the collision probability because the collision only happen in case that all HARQ process IDs are reserved for configured grant.


	
	

	Summary of change:
	Change HARQ process ID for UL transmission with UL grant in RA Response from 0 to Max
Impact analysis

Impacted functionality:

Random Access Procedure.

Configured uplink grant operation.
Inter-operability:

1.  If the network is implemented according to the CR and the UE is not, there is HARQ process misunderstanding between the network and UE. 
2.  If the UE is implemented according to the CR and the network is not, there is HARQ process misunderstanding between the network and UE. 

	
	

	Consequences if not approved:
	HARQ process 0 is used for UL transmission with UL grant in RA Response. At least HARQ process ID =0 is used if the configured grant is used. It makes the collision happen easily.
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First change

5.4.2.1
HARQ Entity

The MAC entity includes a HARQ entity for each Serving Cell with configured uplink (including the case when it is configured with supplementaryUplink), which maintains a number of parallel HARQ processes.

The number of parallel UL HARQ processes per HARQ entity is specified in TS 38.214 [7].

Each HARQ process supports one TB.

Each HARQ process is associated with a HARQ process identifier. For UL transmission with UL grant in RA Response, the max number of UL HARQ process identifier configred is used.
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