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	Reason for change:
	
Changes related to NR-Standalone:
Correct the previous CGI reporting CR.


	
	

	Summary of change:
	Changes related to NR-Standalone / CGI reporting:

5.5.2.3 Added an FFS as a reminder to update the values of X and Y according to RAN4 input.

5.5.2.4 This is added in case an object associated to a CGI reporting is removed and T321 is running.

5.5.2.5 This is added in case an object associated to a CGI reporting is modified and T321 is running.

5.5.2.6 This is added in case a reportConfig associated to a CGI reporting is modified and T321 is running.

5.5.2.7 This is added in case a reportConfig associated to a CGI reporting is modified and T321 is running.

5.5.4.1 Changes:
- Moved the condition that define applicable cells for CGI reporting to the beginning, with the other applicability conditions and the condition for applicable cells for CGI reporting from neighboring cells to any cells. Also used the terminology measObject instead of frequency, as recent updates.
- Added the handling of T321 timer and the link with the reporting procedure, similar to what is done in 36.331.


7.1.1 Added conditions associated to timer T321 e.g. stop when UE detects that there is no SIB1 being broadcasted.

Note: [E255] is a RIL issue raised in the RAN2#AH 07-2018 that was not discussed.

Impact Analysis
Impacted functionality:
CGI reporting in NR for standalone operation
Inter-operability:
This CR implements some corrections to the intra-RAT CGI reporting functionality.
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5	Procedures
[bookmark: _Toc510018513]5.5	Measurements
[bookmark: _Toc510018515]5.5.2	Measurement configuration
[bookmark: _Toc510018517][bookmark: _Toc510018518]5.5.2.2	Measurement identity removal
The UE shall:
1>	for each measId included in the received measIdToRemoveList that is part of the current UE configuration in VarMeasConfig:
2>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321, whichever one isf running, and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:	The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.
5.5.2.3	Measurement identity addition/modification
The network applies the procedure as follows:
-	configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.
The UE shall:
1>	for each measId included in the received measIdToAddModList:
2>	if an entry with the matching measId exists in the measIdList within the VarMeasConfig:
3>	replace the entry with the value received for this measId;
2>	else:
3>	add a new entry for this measId within the VarMeasConfig;
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
[bookmark: _Toc510018519]2>	if the reportType is set to reportCGI in the reportConfig associated with this measId;
3>	if the measObject associated with this measId concerns E-UTRA:
4>	start timer T321 with the timer value set to X seconds for this measId;
3>	if the measObject associated with this measId concerns NR:
4>	start timer T321 with the timer value set to Y seconds for this measId;
Editor’s Note: FFS Update the values of X and Y according to RAN4 input.
5.5.2.4	Measurement object removal
The UE shall:
1>	for each measObjectId included in the received measObjectToRemoveList that is part of measObjectList in VarMeasConfig:
2>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
2>	remove all measId associated with this measObjectId from the measIdList within the VarMeasConfig, if any;
2>	if a measId is removed from the measIdList:
3>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
3>	stop the periodical reporting timer or timer T321, whichever is running, and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:	The UE does not consider the message as erroneous if the measObjectToRemoveList includes any measObjectId value that is not part of the current UE configuration.
[bookmark: _Toc510018520]5.5.2.5	Measurement object addition/modification
The UE shall:
1>	for each measObjectId included in the received measObjectToAddModList:
[bookmark: _Hlk498690059]2>	if an entry with the matching measObjectId exists in the measObjectList within the VarMeasConfig, for this entry:
3>	reconfigure the entry with the value received for this measObject, except for the fields cellsToAddModList, blackCellsToAddModList, whiteCellsToAddModList, cellsToRemoveList,blackCellsToRemoveList, whiteCellsToRemoveList, absThreshSS-BlocksConsolidation,absThreshCSI-RS-Consolidation, nrofSS-BlocksToAverage,nroCSI-RS-ResourcesToAverage;
3>	if the received measObject includes the cellsToRemoveList:
4>	for each physCellId included in the cellsToRemoveList:
5>	remove the entry with the matching physCellId from the cellsToAddModList;
3>	if the received measObject includes the cellsToAddModList:
4>	for each physCellId value included in the cellsToAddModList:
5>	if an entry with the matching physCellId exists in the cellsToAddModList:
6>	replace the entry with the value received for this physCellId;
5>	else:
6>	add a new entry for the received physCellId to the cellsToAddModList;
3>	if the received measObject includes the blackCellsToRemoveList:
4>	for each pci-RangeIndex included in the blackCellsToRemoveList:
5>	remove the entry with the matching pci-RangeIndex from the blackCellsToAddModList;
NOTE:	For each pci-RangeIndex included in the blackCellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the black list of cells only if all cell indexes containing it are removed.
3>	if the received measObject includes the blackCellsToAddModList:
4>	for each pci-RangeIndex included in the blackCellsToAddModList:
5>	if an entry with the matching pci-RangeIndex is included in the blackCellsToAddModList:
6>	replace the entry with the value received for this pci-RangeIndex;
5>	else:
6>	add a new entry for the received pci-RangeIndex to the blackCellsToAddModList;
3>	if the received measObject includes the whiteCellsToRemoveList:
4>	for each pci-RangeIndex included in the whiteCellsToRemoveList:
5>	remove the entry with the matching pci-RangeIndex from the whiteCellsToAddModList;
3>	if the received measObject includes the whiteCellsToAddModList:
4>	for each pci-RangeIndex included in the whiteCellsToAddModList:
5>	if an entry with the matching pci-RangeIndex is included in the whiteCellsToAddModList:
6>	replace the entry with the value received for this pci-RangeIndex;
5>	else:
6>	add a new entry for the received pci-RangeIndex to the whiteCellsToAddModList;
[bookmark: _Hlk497236407]3>	for each measId associated with this measObjectId in the measIdList within the VarMeasConfig, if any:
4>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
4>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
2>	else:
3>	add a new entry for the received measObject to the measObjectList within VarMeasConfig.
[bookmark: _Toc510018521]5.5.2.6	Reporting configuration removal
The UE shall:
1>	for each reportConfigId included in the received reportConfigToRemoveList that is part of the current UE configuration in VarMeasConfig:
2>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
2>	remove all measId associated with the reportConfigId from the measIdList within the VarMeasConfig, if any;
2>	if a measId is removed from the measIdList:
3>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
3>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:	The UE does not consider the message as erroneous if the reportConfigToRemoveList includes any reportConfigId value that is not part of the current UE configuration.
[bookmark: _Toc510018522]5.5.2.7	Reporting configuration addition/modification
The UE shall:
1>	for each reportConfigId included in the received reportConfigToAddModList:
2>	if an entry with the matching reportConfigId exists in the reportConfigList within the VarMeasConfig, for this entry:
3>	reconfigure the entry with the value received for this reportConfig;
3>	for each measId associated with this reportConfigId included in the measIdList within the VarMeasConfig, if any:
4>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
4>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId;
2>	else:
3>	add a new entry for the received reportConfig to the reportConfigList within the VarMeasConfig.
[bookmark: _Toc510018523]NOTE:	UE does not need to retain the reportConfig with the associated cellForWhichToReportCGI and measId after reporting cgi-Info.
5.5.2.8	Quantity configuration
The UE shall:
1>	for each RAT for which the received quantityConfig includes parameter(s):
2>	set the corresponding parameter(s) in quantityConfig within VarMeasConfig to the value of the received quantityConfig parameter(s);
1>	for each measId included in the measIdList within VarMeasConfig:
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
[bookmark: _Toc510018526][bookmark: _Hlk508638598]NEXT CHANGE
[bookmark: _Toc510018531]5.5.4	Measurement report triggering
[bookmark: _Toc510018532]5.5.4.1	General
[bookmark: _Hlk498694844][bookmark: _Hlk498694821]If security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;
3>	if the corresponding measObject concerns NR;
4>	if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>	consider only the serving cell to be applicable;
[bookmark: _Hlk515508923]4>	else:
5>	for events involving a serving cell associated with a measObjectNR and neighbours  associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;
5>	if useWhiteCellList is set to TRUE:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;
5>	else:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
2>	if the corresponding reportConfig includes a reportType set to reportCGI:
3>	consider any cell detected on the associated measObject which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding reportConfig within the VarMeasConfig to be applicable;
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId; 
3>	if reportOnLeave is set to TRUE for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
[bookmark: _Hlk500255361]2>	if reportType is set to periodical and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
4>	if the reportAmount exceeds 1:
5>	initiate the measurement reporting procedure,as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell;
4>	else (i.e. the reportAmount is equal to 1):
5>	initiate the measurement reportingprocedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCelland for the strongest cell among the applicable cells;
2>	upon expiry of the periodical reporting timer for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5.
[bookmark: _Toc510018533]2>	if reportType is set to reportCGI;
3>	if the UE acquired the information needed to set all fields of cgi-Info for the requested cell; or
3>	if the UE detects that the requested NR cell is not transmitting SIB1 (see TS 38.213 [13], section 13):
4>	stop timer T321;
4>	include a measurement reporting entry within the VarMeasReportList for this measId;
4>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	upon the expiry of T321 for this measId:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType or the corresponding reportConfig is set to reportCGI:
3>	consider any neighbouring cell detected on the associated frequency which has a physical cell identity matching the value of the cellForWhichToReportCGI to be applicable;
[bookmark: _Toc510018539]NEXT CHANGE
[bookmark: _Toc510018731]7	Variables and constants
[bookmark: _Toc510018732][bookmark: _Hlk507397225]7.1	Timers
[bookmark: _Toc510018733]7.1.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300
	Transmission of RRCSetupRequest.
	Reception of RRCSetup or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.3.6. 

	T319
	Transmission of RRCResumeRequest.
	Reception of RRCSetup, RRCRelease, RRCRelease with suspendConfig or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.13.5.

	T302
	Reception of RRCReject while performing RRC connection establishment or resume.
	Upon entering RRC_CONNECTED and upon cell re-selection.
	Inform upper layers about barring alleviation as specified in 5.3.x. (FFS)

	T301
	Transmission of RRCReestabilshmentRequest
	Reception of RRCReestablishment or RRCSetup message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T304
	Reception of RRCReconfiguration message including reconfigurationWithSync
	Successful completion of random access on the corresponding  SpCell
For T304 of SCG, upon SCG release
	For T304 of SCG, inform network about the reconfiguration with sync failure by initiating the SCG failure information procedure as specified in 5.7.3.


	T310

	Upon detecting physical layer problems for the SpCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, upon receiving RRCReconfiguration with reconfigurationWithSync for that cell group, and upon initiating the connection re-establishment procedure.
Upon SCG release, if the T310 is kept in SCG.

	If the T310 is kept in MCG: If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure. 
If the T310 is kept in SCG, Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T311

	[bookmark: OLE_LINK35][bookmark: OLE_LINK37]Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable NR cell or a cell using another RAT.
	Enter RRC_IDLE

	T320
	Upon receiving t320 or upon cell (re)selection to NR from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the rmation needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI and upon detecting that a cell is not broadcasting SIB1.  
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId.

	T325
	Timer (re)started upon receiving RRCRelease message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or NR signalled by RRCRelease.

	T380
	Reception of RRCSuspend.
	Upon initiation of RRC resume procedure.

	Perform the actions as specified in 5.3.13.


END OF THE CHANGES

