[bookmark: _Ref399006623][bookmark: _Toc92513360][bookmark: _GoBack]3GPP TSG-RAN WG2 Meeting #103	R2-1812587
(Revision of R2-1809826)
Gothenburg, Sweden, 20th - 24th August 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.331
	CR
	xxxx
	rev
	-
	Current version:
	15.2.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR on UL split SRB and DRB

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-06-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	As the use case of problematic SRB1 configuration (MCG SRB only transmitted via SCG) is not clear, it is proposed to adopt simple and clean approach that does not allow UE autonomous behaviour for the case: i.e. RLF and reestablishment.

	
	

	Summary of change:
	Reestablishment procedure is triggered when SRB1 is configured split, and its uplink transmission is only allowed on SCG and S-RLF happens

	
	

	Consequences if not approved:
	UE cannot transmit RRC SRB1 signaligs
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[bookmark: _Toc517227841]5.3.7.2	Initiation
The UE shall only initiate the procedure either when AS security has been activated or for a NB-IoT UE supporting RRC connection re-establishment for the Control Plane CIoT EPS optimisation. The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure, in accordance with 5.3.11; or
1>	upon detecting radio link failure for the SCG, in accordance with 5.3.11, when primaryPath of SRB1 is associated with the SCG, ul-DataSplitThreshold is set to infinity, and pdcp-Duplication is set to FALSE; or
1>	upon handover failure, in accordance with 5.3.5.6; or
1>	upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or
1>	upon integrity check failure indication from lower layers concerning SRB1 or SRB2; or
1>	upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5; or
1>	upon an RRC connection reconfiguration failure, in accordance with TS38.331 [82, 5.3.5.5].
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