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	Reason for change:
	In RAN2 NR Adhoc#1807 meeting, the first active BWP configuration was discussed, and the following agreements were reached:
1:
Support configuring dedicated BWP (via either option 1 or option 2) in Msg4 for all cases (initial access, resume and re-establishment). This is applicable to PCells only.

2:
In all cases, UE does BWP switching immediately upon acting on the RRC (re)configuration. This is applicable to SpCells only.

3
Support switching SpCell BWP or reconfiguring SpCell BWP without RRC reconfiguration with sync. PSCell addition or change still requires reconfig with sync.

The BWP configuration procedure in TS 38.331 should be aligned with these agreements.


	
	

	Summary of change:
	Modify the procedure of Spcell configuration in RRC reconfiguration section 5.3.5.5.7. 

Impact analysis

Impacted functionality:

BWP configuration
Inter-operability:

1.
If the UE is implemented according to this CR but the network is not, there is no backward compatibility issue; 

2.
If the network is implemented according to this CR but the UE is not, there is no backward compatibility issue;.

	
	

	Consequences if not approved:
	The RRC reconfiguraiton without sync will not support the first active BWP configuration, which is not consistence with the lastest agreements.
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5.3.5.5.7
SPCell Configuration

The UE shall:

1>
if the SpCellConfig contains the rlf-TimersAndConstants:

2>
configure the RLF timers and constants for this cell group as specified in 5.3.5.5.6.

1>
if the SpCellConfig contains spCellConfigDedicated:

2> configure the SpCell in accordance with the spCellConfigDedicated;

2> if the any of the reference signal(s) that are used for radio link monitoring are reconfigured by the received spCellConfigDedicated:

3>
stop timer T310 for the corresponding SpCell, if running;

3>
reset the counters N310 and N311.
1> if the SpCellConfig contains firstActiveDownlinkBWP-ID:
  2> consider the bandwidth part indicated in firstActiveDownlinkBWP-Id to be the active downlink bandwidth part;
1> if the SpCellConfig contains firstActiveUplinkBWP-ID:
  2> consider the bandwidth part indicated in firstActiveUplinkBWP-Id to be the active uplink bandwidth part;
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