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	Reason for change:
	First, according to 38213 the QCL relationship for dedicated BFR CORESET has been specified as follows:
The UE may receive by higher layer parameter PRACH-ResourceDedicatedBFR, a configuration for PRACH transmission as described in Subclause 8.1. For PRACH transmission in slot [image: image1.wmf]n

 and according to antenna port quasi co-location parameters associated with periodic CSI-RS configuration or SS/PBCH block with index [image: image2.wmf]new

q

 provided by higher layers [11, TS 38.321], the UE monitors PDCCH in a search space provided by higher layer parameter recoverySearchSpaceId for detection of a DCI format with CRC scrambled by C-RNTI starting from slot [image: image3.wmf]4

+

n

 within a window configured by higher layer parameter BeamFailureRecoveryConfig. For the PDCCH monitoring and for the corresponding PDSCH reception, the UE assumes the same antenna port quasi-collocation parameters with index [image: image4.wmf]new

q

 until the UE receives by higher layers an activation for a TCI state or any of the parameters TCI-StatesPDCCH-ToAddlist and/or TCI-StatesPDCCH-ToReleaseList. After the UE detects a DCI format with CRC scrambled by C-RNTI in the search space provided by recoverySearchSpaceId, the UE monitors PDCCH candidates in the search space provided by recoverySearchSpaceId until the UE receives a MAC CE activation command for a TCI state or higher layer parameters TCI-StatesPDCCH-ToAddlist and/or TCI-StatesPDCCH-ToReleaseList.
Hence, for dedicated CORESET configured for BFR, the fields tci-StatesToAddModList/Release is not necessary.

Furthermore, according to RAN 1 spec, there is a one-to-one correspondence between BFR search space and CORESET and one BFR CORESET cannot be mapped to multiple BFR search space.
A UE may be provided with a control resource set through a link to a search space set provided by higher layer parameter recoverySearchSpaceId, as described in Subclause 10.1, for monitoring PDCCH in the control resource set. If the UE is provided higher layer parameter recoverySearchSpaceId, the UE does not expect to be provided another search space set for monitoring PDCCH in the control resource set associated with the search space set provided by recoverySearchSpaceId.
Hence, this should be clarified in the field description of search space. 

Next, in 38.213, for the comparison between the RSRP of CSI-RS and the threshold, the following procedure has been specified:
The physical layer in the UE assesses the radio link quality according to the set 
[image: image5.wmf]0

q

 of resource configurations against the threshold Qout,LR [10, TS 38.133]. For the set 
[image: image6.wmf]0

q

, the UE assesses the radio link quality only according to periodic CSI-RS resource configurations or SS/PBCH blocks that are quasi co-located, as described in [6, TS 38.214], with the DM-RS of PDCCH receptions monitored by the UE. The UE applies the Qin,LR threshold to the L1-RSRP measurement obtained from a SS/PBCH block. The UE applies the Qin,LR threshold to the L1-RSRP measurement obtained for a CSI-RS resource after scaling a respective CSI-RS reception power with a value provided by higher layer parameter powerControlOffsetSS. 
Hence, For CSI-RS, the threshold is the same. The difference is that the l1RSRP of CSI-RS is offset with a CSI-RS-specific power offset defined in NZP-CSi-RS-resource. Add” The procedure is defined in Section 6 of 38.213 and the value for the offset, i.e., powerOffsetSS is defined in NZP-CSI-RS-Resource”
Finally, in the LS from RAN1 R2-1809415, it has been mentioned that if one or neither of the configurations searchSpace and CORESET is provided, the UE cannot perform CFRA for BFR. This should be further clarified in the field description of recoverSearchSpace

	
	

	Summary of change:
	1/ Clarify that in ControlResourceSet that that configuraiotn for TCI should be absent when the CORESET is BFR CORESET. 

2/In the field description of CORESET id inside search space, clarify that “If the search space is configured as dedicated BFR, the associated CORESET cannot be associated with another search space.”
3/ In the field description for rsrp-ThresholdSSB, delete “a threshold for CSI-RS is determined by linearly scaling singalled value based on Pc_ss corresponding to the CSI-RS resource. “
4/ Add the sentence "If the field is absent, the UE can only perform contention-based random access" in the field description of recoverySearchSpaceId  based on the LS R2-1809415

Impact analysis

Impacted functionality:

BeamFailureRecoveryConfig
Inter-operability:

1.  If the network is implemented according to the CR and the UE is not, there will be no issue for the UE and there will be no inter-operability problem.
2.  If the UE is implemented according to the CR and the network is not, the re will be no issue for the UE and there is no inter-operability problems
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================================FIRST CHANGE=================================
–
ControlResourceSet
The IE ControlResourceSet is used to configure a time/frequency control resource set (CORESET) in which to search for downlink control information (see 38.213, section FFS_Section).

ControlResourceSet information element

-- ASN1START

-- TAG-CONTROLRESOURCESET-START

ControlResourceSet ::= 




SEQUENCE {


controlResourceSetId




ControlResourceSetId,


frequencyDomainResources



BIT STRING (SIZE (45)),


duration







INTEGER (1..maxCoReSetDuration),


cce-REG-MappingType





CHOICE { 



interleaved







SEQUENCE {




reg-BundleSize






ENUMERATED {n2, n3, n6},




interleaverSize






ENUMERATED {n2, n3, n6}, 




shiftIndex







INTEGER(0..maxNrofPhysicalResourceBlocks-1) 





 OPTIONAL 
-- Need S


}, 



nonInterleaved 






NULL

},


precoderGranularity





ENUMERATED {sameAsREG-bundle, allContiguousRBs},


tci-StatesPDCCH-ToAddList




SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF TCI-StateId



OPTIONAL,
-- Need N



tci-StatesPDCCH-ToReleaseList


SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF TCI-StateId



OPTIONAL,
-- Need N

tci-PresentInDCI





ENUMERATED {enabled}












OPTIONAL, 
-- Need S

pdcch-DMRS-ScramblingID




INTEGER (0..65535)












OPTIONAL, 
-- Need S


...

}

-- TAG-CONTROLRESOURCESET-STOP

-- ASN1STOP

	ControlResourceSet field descriptions

	cce-REG-MappingType
Mapping of Control Channel Elements (CCE) to Resource Element Groups (REG). Corresponds to L1 parameter 'CORESET-CCE-REG-mapping-type' (see 38.211Section sections 7.3.2.2 and 7.4.1.3.2).

	controlResourceSetId
Corresponds to L1 parameter 'CORESET-ID'. Value 0  identifies the common CORESET configured in MIB and in ServingCellConfigCommon (controlResourceSetZero) and is hence not used here in the ControlResourceSet IE. Values 1..maxNrofControlResourceSets-1 identify CORESETs configured by dedicated signalling. The controlResourceSetId is unique among the BWPs of a ServingCell.

	duration
Contiguous time duration of the CORESET in number of symbols. Corresponds to L1 parameter 'CORESET-time-duration' (see 38.211, section 7.3.2.2FFS_Section)

	frequencyDomainResources
Frequency domain resources for the CORESET. Each bit corresponds a group of 6 RBs, with grouping starting from CRB#0.. The first (left-most / most significant) bit corresponds to CRB#0, and so on.. A bit that is set to 1 indicates that this RB group belongs to the frequency domain resource of this CORESET. Bits corresponding to a group of RBs not fully contained in the bandwidth part within which the CORESET is configured are set to zero. Corresponds to L1 parameter 'CORESET-freq-dom'(see 38.211, section 7.3.2.2).

	interleaverSize
Corresponds to L1 parameter 'CORESET-interleaver-size' (see 38.211, 38.213, section FFS_Section).

	pdcch-DMRS-ScramblingID
PDCCH DMRS scrambling initalization. Corresponds to L1 parameter 'PDCCH-DMRS-Scrambling-ID' (see 38.211, section 7.4.1). When the field is absent the UE applies the value of the physCellId configured for this serving cell.

	precoderGranularity
Precoder granularity in frequency domain. Corresponds to L1 parameter 'CORESET-precoder-granuality' (see 38.211, sections 7.3.2.2 and 7.4.1.3.2).

	reg-BundleSize
Resource Element Groups (REGs) can be bundled to create REG bundles. This parameter defines the size of such bundles. Corresponds to L1 parameter 'CORESET-REG-bundle-size' (see 38.211, section FFS_Section).

	shiftIndex
Corresponds to L1 parameter 'CORESET-shift-index'. When the field is absent the UE applies the value of the  physCellId configured for this serving cell (see 38.211, section 7.3.2.2). 

	tci-PresentInDCI
If at least spatial QCL is configured/indicated, this field indicates if TCI field is present or not present in DL-related DCI. When the field is absent the UE considers the TCI to be absent/disabled. Corresponds to L1 parameter 'TCI-PresentInDCI' (see 38,213, section 5.1.5).

	tci-StatesPDCCH-ToAddList, tci-StatesPDCCH-ToReleaseList
A subset of the TCI states defined in TCI-States used for providing QCL relationships between the DL RS(s) in one RS Set (TCI-State) and the PDCCH DMRS ports. Corresponds to L1 parameter 'TCI-StatesPDCCH' (see 38.213, section10.). The network configures at most maxNrofTCI-StatesPDCCH entries. If the CORESET is configured as BFR CORESET, these fields should be absent.


============================START OF THE 2ND CHANGE==================================
–
BeamFailureRecoveryConfig

The BeamFailureRecoveryConfig IE is used to configure the UE with RACH resources and candidate beams for beam failure recovery in case of beam failure detection. See also 38.321, section 5.1.1.

BeamFailureRecoveryConfig information element

-- ASN1START

-- TAG-BEAM-FAILURE-RECOVERY-CONFIG-START

BeamFailureRecoveryConfig ::= 

SEQUENCE {


rootSequenceIndex-BFR



INTEGER (0..137)














OPTIONAL,
-- Need M


rach-ConfigBFR





RACH-ConfigGeneric














OPTIONAL,
-- Need M


rsrp-ThresholdSSB



RSRP-Range
















OPTIONAL,
-- Need M


candidateBeamRSList




SEQUENCE (SIZE(1..maxNrofCandidateBeams)) OF PRACH-ResourceDedicatedBFR

OPTIONAL,
-- Need M


ssb-perRACH-Occasion



ENUMERATED {oneEighth, oneFourth, oneHalf, one, two, four, eight, sixteen} 
OPTIONAL,
-- Need M


ra-ssb-OccasionMaskIndex


INTEGER (0..15)















OPTIONAL, 
-- Need M


recoverySearchSpaceId



SearchSpaceId















OPTIONAL,
-- Cond CF-BFR


ra-Prioritization




RA-Prioritization














OPTIONAL,
-- Need R

beamFailureRecoveryTimer


ENUMERATED {ms10, ms20, ms40, ms60, ms80, ms100, ms150, ms200}


OPTIONAL,
-- Need M


...,


[[


msg1-SubcarrierSpacing



SubcarrierSpacing














OPTIONAL
-- Need M


]]

}

PRACH-ResourceDedicatedBFR ::= 

CHOICE {


ssb








BFR-SSB-Resource,


csi-RS







BFR-CSIRS-Resource

}

BFR-SSB-Resource ::= 


SEQUENCE {


ssb







SSB-Index,


ra-PreambleIndex



INTEGER (0..63),


...

}

BFR-CSIRS-Resource ::=


SEQUENCE {


csi-RS






NZP-CSI-RS-ResourceId,


ra-OccasionList




SEQUENCE (SIZE(1..maxRA-OccasionsPerCSIRS)) OF INTEGER (0..maxRA-Occasions-1)
OPTIONAL,
-- Need R

ra-PreambleIndex



INTEGER (0..63)
















OPTIONAL,
-- Need R


...

}

-- TAG-BEAM-FAILURE-RECOVERY-CONFIG-STOP

-- ASN1STOP

	BeamFailureRecoveryConfig field descriptions

	beamFailureRecoveryTimer
Timer for beam failure recovery timer.  Upon expiration of the timer the UE does not use CFRA for BFR. Value in ms. ms10 corresponds to 10ms, ms20 to 20ms, and so on.

	candidateBeamRSList
A list of reference signals (CSI-RS and/or SSB) identifying the candidate beams for recovery and the associated RA parameters

	msg1-SubcarrierSpacing

Subcarrier spacing for contention based- and contention free beam failure recovery procedure. Only the values 15 or 30 kHz  (<6GHz), 60 or 120 kHz (>6GHz) are applicable. Corresponds to L1 parameter 'prach-Msg1SubcarrierSpacing' (see 38.211, section FFS_Section).

	rsrp-ThresholdSSB

L1-RSRP threshold used for determining whether a candidate beam may be used by the UE to attempt contention free Random Access to recover from beam failure. (see 38.213, Section 6)

	ra-prioritization

Parameters which apply for prioritized random access procedure for BFR (see 38.321, section 5.1.1).

	ra-ssb-OccasionMaskIndex
Explicitly signalled PRACH Mask Index for RA Resource selection in TS 36.321. The mask is valid for all SSB resources

	rach-ConfigBFR
Configuration of contention free random access occasions for BFR

	recoverySearchSpaceId
Search space to use for BFR RAR. If the field is absent, the UE can only perform contention-based random access

	ssb-perRACH-Occasion
Number of SSBs per RACH occasion (L1 parameter 'SSB-per-rach-occasion')


	BFR-CSIRS-Resource field descriptions

	csi-RS
The ID of a NZP-CSI-RS-Resource configured in the CSI-MeasConfig of this serving cell. This reference signal determines a candidate beam for beam failure recovery (BFR).

	ra-OccasionList
RA occasions that the UE shall use when performing BFR upon selecting the candidate beam identified by this CSI-RS. If the field is absent the UE uses the RA occasion associated with the SSB that is QCLed with this CSI-RS.

	ra-PreambleIndex
The RA preamble index to use in the RA occasions associated with this CSI-RS. If the field is absent, the UE uses the preamble index associated with the SSB that is QCLed with this CSI-RS.


	BFR-SSB-Resource field descriptions

	ra-PreambleIndex
The preamble index that the UE shall use when performing BFR upon selecting the candidate beams identified by this SSB.

	ssb
The ID of an SSB transmitted by this serving cell. It determines a candidate beam for beam failure recovery (BFR)


	Conditional Presence
	Explanation

	CF-BFR
	The field is mandatory present, Need R, if contention free random access resources for BFR are configured. It is optionally present otherwise.


==============================START OF THE 2ND CHANGE========================
–
SearchSpace
The IE SearchSpace defines how/where to search for PDCCH candidates. Each search space is associated with one ControlResourceSet.

SearchSpace information element

-- ASN1START

-- TAG-SEARCHSPACE-START

SearchSpace ::= 





SEQUENCE {


searchSpaceId






SearchSpaceId,


controlResourceSetId




ControlResourceSetId













OPTIONAL, 
-- Cond SetupOnly


monitoringSlotPeriodicityAndOffset

CHOICE {



sl1









NULL, 



sl2









INTEGER (0..1), 



sl4









INTEGER (0..3), 



sl5 








INTEGER (0..4),



sl8









INTEGER (0..7), 



sl10 








INTEGER (0..9),



sl16 








INTEGER (0..15),



sl20 








INTEGER (0..19),



sl40 








INTEGER (0..39),



sl80 








INTEGER (0..79),



sl160 








INTEGER (0..159),



sl320








INTEGER (0..319),



sl640








INTEGER (0..639),



sl1280








INTEGER (0..1279),



sl2560








INTEGER (0..2559)


}




























OPTIONAL,
-- Cond Setup


duration







INTEGER (2..2559)














OPTIONAL,
-- Need R

monitoringSymbolsWithinSlot



BIT STRING (SIZE (14))













OPTIONAL, 
-- Cond Setup


nrofCandidates






SEQUENCE {



aggregationLevel1





ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},



aggregationLevel2





ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},



aggregationLevel4





ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},



aggregationLevel8





ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8},



aggregationLevel16





ENUMERATED {n0, n1, n2, n3, n4, n5, n6, n8}


}




























OPTIONAL,
-- Cond Setup


searchSpaceType






CHOICE {



common








SEQUENCE {




dci-Format0-0-AndFormat1-0



SEQUENCE {





...




}


























OPTIONAL,
-- Need R




dci-Format2-0






SEQUENCE {





nrofCandidates-SFI





SEQUENCE {






aggregationLevel1





ENUMERATED {n1, n2}










OPTIONAL,
-- Need R






aggregationLevel2





ENUMERATED {n1, n2}










OPTIONAL,
-- Need R






aggregationLevel4





ENUMERATED {n1, n2}










OPTIONAL,
-- Need R






aggregationLevel8





ENUMERATED {n1, n2}










OPTIONAL,
-- Need R






aggregationLevel16





ENUMERATED {n1, n2}










OPTIONAL
-- Need R





},





...




}


























OPTIONAL,
-- Need R




dci-Format2-1






SEQUENCE {





...




}


























OPTIONAL,
-- Need R




dci-Format2-2






SEQUENCE {





...




}


























OPTIONAL,
-- Need R




dci-Format2-3






SEQUENCE {





monitoringPeriodicity




ENUMERATED {sl1, sl2, sl4, sl5, sl8, sl10, sl16, sl20}




OPTIONAL, 
-- Cond Setup





nrofPDCCH-Candidates




ENUMERATED {n1, n2},





...




}


























OPTIONAL
-- Need R



},



ue-Specific







SEQUENCE {




dci-Formats







ENUMERATED {formats0-0-And-1-0, formats0-1-And-1-1},




... 



}


}




























OPTIONAL
-- Cond Setup

}

-- TAG-SEARCHSPACE-STOP

-- ASN1STOP

	SearchSpace field descriptions

	common
Configures this search space as common search space (CSS) and DCI formats to monitor.

	controlResourceSetId
The CORESET applicable for this SearchSpace. Value 0 identifies the common CORESET#0 configured in MIB and in ServingCellConfigCommon. Values 1..maxNrofControlResourceSets-1 identify CORESETs configured in System Information or by dedicated signalling.

	dci-Format0-0-AndFormat1-0
If configured, the UE monitors the DCI formats 0_0 and 1_0 with CRC scrambled by C-RNTI, CS-RNTI (if configured), SP-CSI-RNTI (if configured), RA-RNTI, TC-RNTI, P-RNTI, SI-RNTI

	dci-Format2-0
If configured, UE monitors the DCI format format 2_0 with CRC scrambled by SFI-RNTI

	dci-Format2-1
If configured, UE monitors the DCI format format 2_1 with CRC scrambled by INT-RNTI

	dci-Format2-2
If configured, UE monitors the DCI format 2_2 with CRC scrambled by TPC-PUSCH-RNTI or TPC-PUCCH-RNTI

	dci-Format2-3
If configured, UE monitors the DCI format 2_3 with CRC scrambled by TPC-SRS-RNTI

	dci-Formats
Indicates whether the UE monitors in this USS for DCI formats 0-0 and 1-0 or for formats 0-1 and 1-1.

	duration
Number of consecutive slots that a SearchSpace lasts in every occasion, i.e., upon every period as given in the periodicityAndOffset. If the field is absent, the UE applies the value 1 slot. The maximum valid duration is periodicity-1 (periodicity as given in the monitoringSlotPeriodicityAndOffset).

	monitoringPeriodicity
Monitoring periodicity of SRS PDCCH in number of slots for DCI format 2-3. Corresponds to L1 parameter 'SRS-monitoring-periodicity' (see 38.212, 38.213, section 7.3.1, 11.3)

	monitoringSlotPeriodicityAndOffset
Slots for PDCCH Monitoring configured as periodicity and offset. If UE is configured to monitor DCI format 2_1, only the values 'sl1', 'sl2' or 'sl4' are applicable. Corresponds to L1 parameters 'Montoring-periodicity-PDCCH-slot' and 'Montoring-offset-PDCCH-slot' (see 38.213, section 10)

	monitoringSymbolsWithinSlot
Symbols for PDCCH monitoring in the slots configured for PDCCH monitoring (see monitoringSlotPeriodicityAndOffset). The most significant (left) bit represents the first OFDM in a slot. The least significant (right) bit represents the last symbol. Corresponds to L1 parameter 'Montoring-symbols-PDCCH-within-slot' (see 38.213, section 10)

	nrofCandidates-SFI
The number of PDCCH candidates specifically for format 2-0 for the configured aggregation level. If an aggregation level is absent, the UE does not search for any candidates with that aggregation level. Corresponds to L1 parameters 'SFI-Num-PDCCH-cand' and 'SFI-Aggregation-Level' (see 38.213, section 11.1.1).

	nrofCandidates
Number of PDCCH candidates per aggregation level. Corresponds to L1 parameter 'Aggregation-level-1' to 'Aggregation-level-8'. The number of candidates and aggregation levels configured here applies to all formats unless a particular value is specified or a format-specific value is provided (see inside searchSpaceType). (see 38.213, section 10)

	nrofPDCCH-Candidates
The number of PDCCH candidates for DCI format 2-3 for the configured aggregation level. Corresponds to L1 parameter 'SRS-Num-PDCCH-cand' (see 38.212, 38.213, section 7.3.1, 11.3)

	searchSpaceId
Identity of the search space. SearchSpaceId = 0 identifies the searchSpaceZero configured via PBCH (MIB) or ServingCellConfigCommon and may hence not be used in the SearchSpace IE. The searchSpaceId is unique among the BWPs of a Serving Cell. If the search space is configured as dedicated search space for BFR, the associated CORESET cannot be associated with another search space. 

	searchSpaceType
Indicates whether this is a common search space (present) or a UE specific search space as well as DCI formats to monitor for.

	ue-Specific
Configures this search space as UE specific search space (USS). The UE monitors the DCI format with CRC scrambled by C-RNTI, CS-RNTI (if configured), and SP-CSI-RNTI (if configured)


	Conditional Presence
	Explanation

	Setup
	This field is mandatory present upon creation of a new SearchSpace. It is optionally present, Need M, otherwise.

	SetupOnly
	This field is mandatory present upon creation of a new SearchSpace. It is absent otherwise.


===============================END OF CHANGE===============================
_1594574678.unknown

_1594574679.unknown

