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================================FIRST CHANGE=================================
–
SRS-CarrierSwitching
The IE SRS-CarrierSwitching is used to configure FFS

SRS-CarrierSwitching information element

-- ASN1START

-- TAG-SRS-CARRIERSWITCHING-START

SRS-CarrierSwitching ::=


SEQUENCE {


srs-SwitchFromServCellIndex


INTEGER (0..31)
















OPTIONAL,
-- Need M

srs-SwitchFromCarrier



ENUMERATED {sUL, nUL},

srs-TPC-PDCCH-Group




CHOICE {



typeA







SEQUENCE (SIZE (1..32)) OF SRS-TPC-PDCCH-Config,



typeB







SRS-TPC-PDCCH-Config


}




























OPTIONAL, 
-- Need M

monitoringCells





SEQUENCE (SIZE (1..maxNrofServingCells)) OF ServCellIndex





OPTIONAL,
-- Need M

...

}

-- One trigger configuration for SRS-Carrier Switching. (see 38.212, 38.213, section 7.3.1, 11.3)

SRS-TPC-PDCCH-Config ::=


SEQUENCE {


srs-CC-SetIndexlist




SEQUENCE (SIZE(1..4)) OF SRS-CC-SetIndex 









OPTIONAL
-- Need M
}

SRS-CC-SetIndex ::=




SEQUENCE {


cc-SetIndex






INTEGER (0..3)
















OPTIONAL, 
-- Need M

cc-IndexInOneCC-Set




INTEGER (0..7)
















OPTIONAL
-- Need M
}

-- TAG-SRS-CARRIERSWITCHING-STOP

-- ASN1STOP

	SRS-CC-SetIndex field descriptions

	cc-IndexInOneCC-Set
Indicates the CC index in one CC set for Type A (see 38.212, 38.213, section 7.3.1, 11.3)

	cc-SetIndex
Indicates the CC set index for Type A associated (see 38.212, 38.213, section 7.3.1, 11.3)


	SRS-CarrierSwitching field descriptions

	monitoringCells
A set of serving cells for monitoring PDCCH conveying SRS DCI format with CRC scrambled by TPC-SRS-RNTI Corresponds to L1 parameter 'SRS-monitoring-cells' (see 38.212, 38.213, section 7.3.1, 11.3)

	

	srs-SwitchFromServCellIndex
Indicates the serving cell whose UL transmission may be interrupted during SRS transmission on a PUSCH-less cell. During SRS transmission on a PUSCH-less cell, the UE may temporarily suspend the UL transmission on a serving cell with PUSCH in the same CG to allow the PUSCH-less cell to transmit SRS. (see 38.214, section 6.2.1.3)

	srs-TPC-PDCCH-Group
Network configures the UE with either typeA-SRS-TPC-PDCCH-Group or typeB-SRS-TPC-PDCCH-Group, if any.

	typeA
Type A trigger configuration for SRS transmission on a PUSCH-less SCell. Corresponds to L1 parameter 'typeA-SRS-TPC-PDCCH-Group' (see 38.212, 38.213, section 7.3.1, 11.3)

	typeB
Type B trigger configuration for SRS transmission on a PUSCH-less SCell. Corresponds to L1 parameter 'typeB-SRS-TPC-PDCCH-Config' (see 38.212, 38.213, section 7.3.1, 11.3)


	SRS-TPC-PDCCH-Config field descriptions

	srs-CC-SetIndexlist
A list of pairs of [cc-SetIndex; cc-IndexInOneCC-Set] (see 38.212, 38.213, section 7.3.1, 11.3)
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