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<Start of modification >

[bookmark: _Hlk514922673]–	UplinkConfigCommon
The IE UplinkConfigCommonprovides common uplink parameters of a cell. 
UplinkConfigCommoninformation element
-- ASN1START
-- TAG-UPLINK-CONFIG-COMMON-START

UplinkConfigCommon ::=				SEQUENCE {
[bookmark: OLE_LINK83]	frequencyInfoUL						FrequencyInfoUL										OPTIONAL,	-- Cond InterFreqHOAndServCellAddAndSIB1
	initialUplinkBWP						BWP-UplinkCommon										OPTIONAL,	-- Cond ServCellAddAndSIB1
	timeAlignmentTimerCommondummy				TimeAlignmentTimer
}

-- TAG-UPLINK-CONFIG-COMMON-STOP
-- ASN1STOP

	UplinkConfigCommon field descriptions

	frequencyInfoUL
Absolute uplink frequency configuration and subcarrier specific virtual carriers.

	initialUplinkBWP
The initial uplink BWP configuration for a SpCell (PCell of MCG or SCG). Corresponds to L1 parameter 'initial-UL-BWP'. (see 38.331, section FFS_Section).



	Conditional Presence
	Explanation

	InterFreqHOAndServCellAddAndSIB1
	This field is mandatory present for inter-frequency handover, SIB1 and upon serving cell (PSCell/SCell) addition. Otherwise, the field is optionally present, Need M.

	ServCellAddAndSIB1
	This field is mandatory present for SIB1 and upon serving cell addition (for PSCell and SCell). It is optionally present, Need M otherwise.
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