3GPP TSG-RAN WG2 Meeting #103
R2-1813335
Gothenburg, Sweden, 20-24 August 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.306
	CR
	0029
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	EUTRA V2X capability in EN-DC

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-08-23

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	It is not clear in the current specification if the UE confiugred with EN-DC supports EUTRA V2X.

	
	

	Summary of change:
	UE capability indicating whether the UE supports EUTRA V2X according to UE-EUTRA-Capability as defined in TS36.331, independent of the configured EN-DC band combination.

	
	

	Consequences if not approved:
	The support of EUTRA V2X by the UE configured with EN-DC would not be guaranteed.

	
	

	Clauses affected:
	2, 4.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception Part 1: Range 1 Standalone".

[3]
3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception Part 2: Range 2 Standalone".

[4]
3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception Part 3: Range 1 and Range 2 Interworking operation with other radios".

[5]
3GPP TS 38.133: "NR; Requirements for support of radio resource management".

[6]
3GPP TS 38.211: "NR; Physical channels and modulation".

[7]
3GPP TS 37.340: "Evolved Universal Terrestrial Radio Access (E-UTRA) and NR Multi-connectivity".

[8]
3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".

[9]
3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification".

[10]
3GPP TS 38.212: "NR; Multiplexing and channel coding".

[11]
3GPP TS 38.213: "NR; Physical layer procedures for control".

[12]
3GPP TS 38.214: "NR; Physical layer procedures for data".

[13]
3GPP TS 38.215: "NR; Physical layer measurements".

[14]
3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA) radio transmission and reception".
[xx]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA) Radio Resource Control (RRC); Protocol Specification".
[…]
4.2.2
General parameters

	Definitions for parameters
	Per
	M
	FDD-TDD diff

	v2x-EUTRA

Indicates whether the UE supports EUTRA V2X according to UE-EUTRA-Capability as defined in [x], independent of the configured EN-DC band combination.
	UE
	No
	No

	splitSRB-WithOneUL-Path

Indicates whether the UE supports UL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340 [7].
	UE
	TBD
	Yes

	splitDRB-withUL-Both-MCG-SCG

Indicates whether the UE supports UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340 [7].
	UE
	TBD
	Yes

	srb3

Indicates whether the UE supports direct SRB between the SN and the UE as specified in TS 37.340 [7].
	UE
	TBD
	Yes


